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Winter De-Icing 
Storage Tanks, Pumps, Hose Fittings 

Skid Mounted Sprayers, transfer pumps 

Pre wetting systems. 

12 Volt pumps, Hydraulic Pumps 

Tank Mixing and Blending 

Truck & Trailer Mounted Tanks 

       500 to 3400 gallons 

Chemical, Potable & Waste 

Truck Mounted Spray Packages 

For Dust Control 

          Right of Way Spray 

                       De-icing 

 

 

Poly Tanks….. 

Cone Bottom tanks 

Truck Mounted 

Trailer tanks 

Water Tanks 

Chemical Tanks 

Waste Tanks 

 

Pumps……….. 

12 volt 

Electric 

Gas 

Hydraulic 

Gear  

Hand  

Air driven 

 

Spray Nozzles 

Spray Controls 

GPS  Controls 

Spray Bars 

Ground Speed  

 

Hose………… 

Suction 

Discharge 

Spray 

 

Fittings 

Valves 

Filters 

PVC Piping 

 

Manufctures…….. 

Banjo, Snyder 

Soltera.SurFlo 

Tuthill 

Micro-Trak, Hypro 

Oberdorfer 

Water Tanks 

                Chemical Tanks 

                            Storage Tanks 

 

         Liquid Handling Support 

     Pumps, Hose, Fittings, Valves 

 

ORDER TOLL FREE 1.800.706.5060 
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DOUBLE WALL TANKS 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LID 

5040000N- 550 76" 65" 18" 

5470000N- 1100 76" 104" 18" 

5490000N- 1550 76" 136" 18" 

5570000N- 2000 102" 103" 18" 

5580000N- 2500 102" 122" 18" 

5590000N- 3000 102" 142" 18" 

5600000N- 3500 102" 158" 18" 

5610000N- 4000 102" 178" 18" 

5620000N- 4500 102" 197" 18" 

5630000N- 5000 102" 216" 18" 

5660000N- 5500 102" 172" 18" 

5670000N- 6500 102" 199" 18" 

1006400N- 8700 142" 197" 18" 

1006600N- 10,000 142" 226" 18" 

 

Snyder’s revolutionary Captor Containment 

System is designed to alleviate the ever-changing 

environmental and safety concerns regarding bulk 

chemical storage and containment for the 21
st
 

century. Captor’s unique tank-in-a-tank design 

enables users and specifiers to incorporate 

advanced performance and safety features on a 

bulk-handling system, which provides total 

containment protection. Captor’s double-wall 

construction is completely enclosed so that 

external matter, such as dust, rain and snow is 

prevented from collecting in the outer 

containment tank. Besides delivering unparalleled 

performance benefits, Captor Containment 

Systems also contribute to your company’s 

bottom line by significantly reducing installation 

and procurement cost. Captors are shipped fully 

assembled on either a standard or wide-load 

flatbed trailer, which reduces comparable costs by 

an average of 35 percent. 

U-vent Assemblies are available in a 

variety of sizes to relieve stress from 

vacuum or pressure. 

Flanged Outlets and other fitting designs 

can be securely fastened and sealed to many 
of the large flat areas located on the top 

section of the tank. (Optional) 

OSHA-Approved Ladders are available 

with and without cages in fiberglass and 

steel construction. 

Bolted and Threaded Manwaysare 

available in sizes up to 24”. Standard size is 

an 18” threaded manway. 

Top Lifting Eyelets make tank unloading 

and site handling easier and safer. 

Fill and/or Draw Pipe 

Assemblies can be installed to 
facilitate different material 

loading or unloading 

requirements. (Optional) 

U.F.O. (Unified Fitting Outlet) 

is uniquely designed to 
mechanically seal fitting outlet 

through both the inner and outer 

tank walls. Material unloading is 
easier and more cost effective 

than pumping contents from the 

top of the tank. (Optional) 

Mold-in Tie-Down Lugs interface with 
optional cable resistant system to meet 

seismic zone 4 and 110 mph wind 

requirements. 

Double-Wall Tank 

Construction encloses ans 

interlocks outer and inner tank 

to prevent rain, snow, and 
debris from entering outer 

containment tank. 

Outer Containment Tank 

provides 115 – 120% of inner 

tanks capacity for added safety 

factor. Complies with 40 CFR-

264. 193. 

Tank-Saver Platform System 
adds mobility and versatility, 

and can extend tank life. 
Available on 102” Captor, and 

102” single wall tanks. 

Sectional Side View 

Captor primary 

tank wall 

Captor containment 

tank wall 
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PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

BRIMFUL 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LID FITTING 

155- HD 65 70 23 ¼” 45 ¾” 6” ¾” OUTLET WITH ANTI VORTEX 

154- HD 200 235 40” 48” 6” 1 ¼” OUTLET 

174- HD 400 400 45” 63 ½” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

180- HD 550 560 48” 74” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

182- HD 550 580 64” 46 ½” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

8060- HD 550 580 64” 46” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

181- HD 850 845 48” 117 ½” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

183- HD 1100 1100 64” 90 ¼” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

171- STD 1100 1100 86” 56 ½” 10” 2” BOLTED OUTLET WITH SIPHON TUBE 

171- HD 5 YR 1100 1100 86” 56 ½” 10” 2” BOLTED OUTLET WITH SIPHON TUBE 

177- STD 1500 1500 86” 73 ½” 10” 2” BOLTED OUTLET WITH SIPHON TUBE 

177- HD 5 YR 1500 1500 86” 73 ½” 10” 2” BOLTED OUTLET WITH SIPHON TUBE 

184- HD 1550 1550 64” 124 ¼” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

178- STD 1650 1650 86” 80” 10” 2” BOLTED OUTLET WITH SIPHON TUBE 

178- HD 5 YR 1650 1650 86” 80” 10” 2” BOLTED OUTLET WITH SIPHON TUBE 

5050- STD 2000 2100 90” 88” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

5050- HD 5 YR 2000 2100 90” 88” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

1001800- STD 2100 2100 102” 72” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

5090- STD 2500 2600 90” 106 ½” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

5090- HD 5 YR 2500 2600 90” 106 ½” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

5130- STD 3000 3150 90” 127” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

5130- HD 5 YR 3000 3150 90” 127” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

7410- STD 3000 3150 102” 97” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

7410- HD 3000 3150 102” 97” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

8190- STD 4000 4000 102” 130 ½” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

7360- STD 4100 4100 102” 129 ½” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

5210- STD 4400 4600 90” 182 ½” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

7420- STD 4500 4700 102” 142 ½” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

1002000- STD 5000 5000 102” 155 ½” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

7000- STD 6000 6000 120” 132” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

5250- STD 5600 5350 142” 101 ¼” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

7430- STD 6000 6300 102” 188” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

7140- STD 6900 7000 120” 153 ¼” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

5300- STD 7650 7700 142” 122 ¾” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

7450- STD 9800 9900 120” 215” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

5330- STD 10,500 10,850 142” 169” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

5350- STD 12,500 12,750 142” 198 ¾” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

5380- STD 16,500 16,800 142” 258 ½” 18” 3” BOLTED OUTLET WITH SIPHON TUBE 

 

Snyder’s vertical tanks are versatile enough to use for everything from bulk storage to portable nurse application. These tough, lightweight 

tanks come in a variety of styles and sizes from 65 gallons to 16,500 gallons. Snyder vertical tanks feature flat bottoms, maximum drainage 

siphon assemblies and molded-in tie down lugs. 

VERTICAL TANKS 

To maximize your vertical tank’s useful life, consider the Snyder “Stress Reliever”. Stress Reliever relieves the stress at the fitting connection applied by valves and 

piping connected to the tank fitting. Stress Reliever is designed to distribute tank wall stress over a much larger surface area, resulting in a stronger, better supported 

fitting location and a longer lasting tank. All connections to tanks should be flexible connections. See page 15 for “Stress Reliever” and Flexible Connections. 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
4 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

VERTICAL TANKS 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

CERTIFICATION WIDTH HEIGHT LID FITTING 

VT0025-18 STD 25 NSF 18” 28” 8” ¾” OUTLET 

VT0075-23 STD 75 NSF 23” 50” 7” 1” OUTLET 

VT0100-28 STD 100 NSF 28” 45” 7” 1” OUTLET 

VT0110-32 STD 110 NSF 32” 41” 5” 2” TOP OUTLET 

VT0135-28 STD 135 NSF 28” 59” 8” 1” OUTLET 

VT0175-31 STD 175 NSF 31” 61” 8” 1-1/2” OUTLET 

VT0300-35 STD 300 NSF 35” 81” 8” 2” OUTLET WITH SIPHON TUBE 

VT0405-52 STD 405 NSF 52” 48” 8” 2” OUTLET WITH SIPHON TUBE 

VT0505-46 STD 505 NSF 46” 80” 16” 2” OUTLET WITH SIPHON TUBE 

VT850-54 STD 850 NSF 54” 94” 8” 2” OUTLET WITH SIPHON TUBE 

VT1000-64 STD 1000 NSF 64” 81” 16” 2” OUTLET WITH SIPHON TUBE 

VT1500-86 STD 1500 NSF 86” 69” 16” 2” OUTLET WITH SIPHON TUBE 

VT5150-102 STD 5150 NSF 102” 161” 16” 2” HD OUTLET WITH SIPHON TUBE 

 

FEATURES: 

 Molded in tie downs on large vertical tanks for 

securing and lift lugs for easy movement 

 UV inhibitors molded in for longer tank life 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

TOP OPTION WIDTH HEIGHT 

OP0500-56 STD 500 BOLT ON TOP 56” 62” 

OP6800-120 STD 6800 OPTIONAL BOLT ON TOP 120” 146” 

 

OPEN TOP CONTAINMENT TANKS 
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ELLIPTICAL LEG TANKS 

PART 

NUMBER 

DESIGN 

TYPE 

TANK CAPACITY 

(GALLONS) 
WIDTH HEIGHT  LENGTH LID FITTING 

108- STD 30 23" 25 3/4" 19 1/2" 6" NO OUTLET 

106- STD 60 23" 25 3/4" 38 1/2" 6" 3/4" OUTLET WITH ANTI-VORTEX 

112- STD 125 30" 34 1/2" 49 1/2" 10" 1 1/4" OUTLET 

122- STD 200 41" 31 3/4" 54 1/2" 10" 1 1/4" OUTLET 

128- STD 230 38" 42 1/2 51 1/2" 10" 1 1/4" OUTLET 

132- STD 300 38" 42 1/2" 72 1/2" 10" 1 1/4" OUTLET 

140- STD 525 48" 52 1/2" 75" 10" 2" HD OUTLET WITH SIPHON 

140- HD 525 HD 5 YR 48" 52 1/2" 75" 10" 2" HD OUTLET WITH SIPHON 

136- STD 730 (HOOPS REQ.) 54" 57 1/2" 80" 10" 2" HD OUTLET WITH SIPHON 

136- HD 730 HD 5 YR (HOOPS REQ.) 54" 57 1/2" 80" 10" 2" HD OUTLET WITH SIPHON 

 

LEG TANKS 

PART 

NUMBER 

DESIGN 

TYPE 

TANK CAPACITY 

(GALLONS) 
WIDTH HEIGHT  LENGTH LID FITTING 

130- STD 750 (HOOPS REQ.) 46" 48 1/2" 116 1/2" 18" 2" BOLTED OUTLET WITH SIPHON 

144- STD 1025 (HOOPS REQ.) 48" 50" 139" 18" 2" BOLTED OUTLET WITH SIPHON 

144- HD 1025 HD 5 YR (HOOPS REQ.) 48" 50" 139" 18" 2" BOLTED OUTLET WITH SIPHON 

146- STD 1685 (HOOPS REQ.) 60" 62" 159" 18" 3" BOLTED OUTLET WITH SIPHON 

146- HD 1685 HD 5 YR (HOOPS REQ.) 60" 62" 159" 18" 3" BOLTED OUTLET WITH SIPHON 

751- STD 2000 (HOOPS REQ.) 60" 70 1/2" 160" 18" 3" BOLTED OUTLET WITH SIPHON 

75200 STD 3400 (HOOPS REQ.) 82" 86 1/2" 155" 24" 3" BOLTED OUTLET WITH SIPHON 

 

SUPER NURSE TANKS 

Perfect for nurse applications, Snyder leg tanks eliminate the need for steel mounting saddles and cradles and come in a variety of 

sizes from 30 gallons to 3400 gallons. Snyder leg tanks feature screw-on and hinged leak-proof lids, recessed area for tie downs, 

molded-in gallonage and sturdy self-supporting molded-in legs. All flat areas on bottom of tank must be supported. 

PART 

NUMBER 

DESIGN 

TYPE 

TANK CAPACITY 

(GALLONS) 
WIDTH HEIGHT  LENGTH LID FITTING 

10023- STD 2000 (HOOPS REQ.) 84" 55" 142" 18" 3" BOLTED OUTLET WITH SIPHON 

8470- STD 2600 (HOOPS REQ.) 82" 70" 155" 24" 3" BOLTED OUTLET WITH SIPHON 

7500- STD 3000 (HOOPS REQ.) 92" 76" 142" 18" 3" BOLTED OUTLET WITH SIPHON 

7500- HD 3000 HD 5 YR (HOOPS REQ.) 92" 76" 142" 18" 3" BOLTED OUTLET WITH SIPHON 

 

FEATURES: 

 Molded-in gallonage markers 

 Ribbed for strength with built-in supports 

 UV inhibitors are molded in for longer tank life 

FEATURES: 

 Molded-in gallonage markers 

 Molded-in baffles to reduce sloshing 

 Bolted fitting standard to reduce fitting loosening during use 

 UV inhibitors are molded in for longer tank life 

FEATURES: 

 Molded-in gallonage markers 

 Low profile for ease of transport 

 Molded-in baffles to reduce sloshing 

 UV inhibitors are molded in for longer tank life 

PICK-UP 

TRUCK 

TANK 
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PART NUMBER DISCRIPTION # OF HOOPS 

FS048-HP 735 x 48" GAL HOOPS SET OF 3 

FS062-HP-925 925 x 62" GAL HOOPS SET OF 2 

FS1035-HP 1035 x 78" GAL HOOPS SET OF 3 

FS062-HP-1300 1300 x 62" GAL HOOPS SET OF 3 

 

PART NUMBER DISCRIPTION # OF HOOPS 

459022 730 x 54" GAL HOOPS 2 

459006 750 x 46" GAL HOOPS SET OF 3 

459017 1025 x 48" GAL HOOPS SET OF 4 

459042 1685 x 60" GAL HOOPS SET OF 4 

459023 2000 x 60" GAL HOOPS SET OF 4 

459033 3400 x 82" GAL HOOPS SET OF 4 

458007 2000 x 84" GAL HOOPS ELLIPTICAL SET OF 4 

457004 2600 x 82" GAL HOOPS ELLIPTICAL SET OF 4 

459020 3000 x 92" GAL HOOP ELLIPTICAL SET OF 4 

 

PART 

NUMBER 

DESIGN 

TYPE 

TANK CAPACITY 

(GALLONS) 
WIDTH HEIGHT  LENGTH LID FITTING 

FS0035-18 STD 35 18” 23” 34” 5” 1” OUTLET 

FS0510-57 STD 510 57” 39” 80” 16” 2” OUTLET 

FS0735-48 STD 735 (HOOPS REQ.) 48” 54” 103” 16” 2” OUTLET 

FS0925-DW STD 925 (HOOPS REQ.) 62” 68” 81” 16” 2” OUTLET 

FS1035-78 STD 1035 (HOOPS REQ.) 78” 52” 90” 16” 2” OUTLET 

FS1300-DW STD 1300 (HOOPS REQ.) 62” 66” 114” 16” 2” OUTLET 

 

HOOPS FOR LEG, SUPER NURSE AND ELLIPTICAL TANKS 

FREE STANDING HORIZONTAL TANKS 

HOOPS FOR FREE STANDING HORIZONTAL TANKS 

FEATURES: 

 Molded-in gallonage markers 

 UV inhibitors are molded in for longer tank life 
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CONE BOTTOM TANKS 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

DEGREE 

OF 

TANK 

WIDTH 

HEIGHT 

W/O 

STAND 

OVERALL HEIGHT 

(WITH STAND) 
LID FITTING 

CB0500-52 STD 500 45 52” 81” 92” 12” 2” OUTLET 

 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

DEGREE 

OF 

TANK  

WIDTH 

HEIGHT 

W/O 

STAND 

CYLINDER 

HEIGHT 
LID FITTING 

189- STD 1000 30 86" 62 3/4" 23" 10" 3" TOTAL DRAIN BOLTED OUTLET 

190- STD 1400 30 86" 79 3/4" 38" 10" 3" TOTAL DRAIN BOLTED OUTLET 

5070- STD 2000 30 90" 102" 63 1/2" 18" 3" TOTAL DRAIN BOLTED OUTLET 

5110- STD 2500 30 90" 124 3/4" 83" 18" 3" TOTAL DRAIN BOLTED OUTLET 

5150- STD 3000 30 90" 143 3/4" 102 1/2' 18" 3" TOTAL DRAIN BOLTED OUTLET 

7040- STD 5500 30 90" 240 1/2" 195 1/2" 18" 3" TOTAL DRAIN BOLTED OUTLET 

5280- STD 6900 30 142" 135 1/2" 78 1/2" 18" 3" TOTAL DRAIN BOLTED OUTLET 

5340- STD 11,850 30 142" 214" 157" 18" 3" TOTAL DRAIN BOLTED OUTLET 

To approximate overall height (with stand) add 26” to the height of the tank 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

DEGREE 

OF 

TANK  

WIDTH 

HEIGHT 

W/O 

STAND 

CYLINDER 

HEIGHT 
LID FITTING 

619- HD 500 45 64" 63" 26" 18" 3" TOTAL DRAIN BOLTED OUTLET 

5000- HD 1000 45 64" 102 1/2" 64" 18" 3" TOTAL DRAIN BOLTED OUTLET 

5010- HD 1500 45 64" 141" 102" 18" 3" TOTAL DRAIN BOLTED OUTLET 

 

PART 

NUMBER 

TANK 

WIDTH 

STAND 

CAPACITY 

DEGREE OF 

TANK 
# OF LEGS 

RECOMMENDED TANK 

CAPACITY (GALLONS) 

79000 86” 14 TONS 30 4 CBT500 – CBT1650 

79100 90" 45 TONS 30 8 90" WIDTH 2000-6500 

79500 142" 100 TONS 30 12 CBT 6000 - CBT 11,500 

78800 64" 
 

45 4 64" WIDTH 500, 1000, 1500 

 

PART NUMBER WEIGHT 

DEGREE 

OF 

TANK  

# OF 

LEGS 

CLEARANCE 

(FROM 

GROUND TO 

TANK) 

RECOMMENDE

D TANK 

CAPACITY 

(GALLONS) 

CB052-45ST 174 45 4 13" 345 OR 500 

 

CONE BOTTOM STANDS 
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PART 

NUMBER 

DESIGN 

TYPE 

TANK CAPACITY 

(GALLONS) 
WIDTH HEIGHT LID FITTING 

IN0015-19 STD 15 GAL 19” 24” 12” 2” FPT 

INFD15-19 STD 15 GAL FULL DRAIN 19” 27” 12” 1-1/2” FPT 

IN0030-24 STD 30 GAL 24” 30” 12” 2” FPT 

IN0040-30 STD 40 GAL FULL DRAIN 30” 34” 12” 2” MPT 

INFD60-24 STD 60 GAL x 24 FULL DRAIN 24” 46” 12” 1-1/2” FPT 

INFD60-30 STD G0 GAL x 30 FULL DRAIN 30” 38” 16” 2” MPT 

 

INDUCTOR BULK STORAGE TANKS 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

DEGREE 

OF 

TANK  

WIDTH 

HEIGHT 

W/O 

STAND 

CYLINDER 

HEIGHT 
LID FITTING 

158- HD 35 30 31" 29 1/2" 8" 10" 3/4' OUTLET AND 1 1/2" MOLDED IN HOSE BARB 

156- HD 65 30 31" 37" 15 1/2" 10" 3/4' OUTLET AND 1 1/2" MOLDED IN HOSE BARB 

607- HD 100 30 31" 52" 30 1/2" 10" 3/4' OUTLET AND 1 1/2" MOLDED IN HOSE BARB 

 

PART 

NUMBER 

TANK 

WIDTH 

DEGREE OF 

TANK  
# OF LEGS 

RECOMMENDED TANK 

CAPACITY (GALLONS) 

48600 31" MIX TANKS 3 35, 65, 110 

 

PART NUMBER WEIGHT # OF LEGS 
RECOMMENDED TANK 

CAPACITY (GALLONS) 

IN15-ST 15 3 15 

IN30/60-ST 18 3 24" WIDTH 30 or 60  

IN40/85-ST 40 4 30" WIDTH 40, 60, 85, 110 

 

MIX TANK STANDS 

INDUCTOR STANDS 

MIX TANKS 

FEATURES: 

 Molded-in gallonage markers 

 Slope bottom for easy draining 

and accurate measuring 

 UV inhibitors are molded in for 

longer tank life 

FEATURES: 

 Molded-in gallonage markers 

 Slope bottom for easy draining 

and accurate measuring 

 UV inhibitors are molded in for 

longer tank life 
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RECTANGLE TANKS 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

LENGTH WIDTH HEIGHT 

208001 1 12.5” 6” 5” 

270001 1 16.5” 15.25” 2.75” 

270002 1 12.5” 6” 3” 

550006 1   11.5” 4” 

207001 1.5 15” 7” 4” 

103002 2 23” 6.5” 4” 

300005 5 13.5” 11” 8” 

300005HD 5 13.5” 11” 8” 

209006 6 18” 11.25” 7.5” 

209006HD 6 18” 11.25” 7.5” 

103008 8 17.25” 13.75” 8” 

103008HD 8 17.25” 13.75” 8” 

120008 8 19” 16” 7” 

120008HD 8 19” 16” 7” 

130008 8 18” 11.5” 10” 

130008HD 8 18” 11.5” 10” 

207010 10 16” 12” 12” 

207010HD 10 16” 12” 12” 

208010 10 17” 14” 10” 

208010HD 10 17” 14” 10” 

209010 10 24” 10” 10” 

209010HD 10 24” 10” 10” 

103011 11 18” 15” 9.5” 

208011 11 30” 10” 8” 

208011HD 11 30” 10” 8” 

9999018 11 18” 15” 9.5” 

103012 12 22.75” 9.38” 13.5” 

120012 12 22” 16” 9” 

103013 13 20” 17” 9” 

103013HD 13 20” 17” 9” 

202015 14 24” 14” 10” 

202015HD 14 24” 14” 10” 

207014 14 30” 11” 10” 

207014HD 14 30” 11” 10” 

208014 14 22” 16” 12.5” 

208014HD 14 22” 16” 12.5” 

103015 15 14” 14” 18” 

103016HD 15 16” 11” 20” 

207016 16 27” 14” 10” 

207016HD 16 27” 14” 10” 

207016SD 16 27” 14” 10” 

102018 18 26” 12” 15” 

102018HD 18 26” 12” 15” 

102020 20 24” 12” 16” 

102020HD 20 24” 12” 16” 

103020 20 28” 14” 11.5” 

103020HD 20 28” 14” 11.5” 

120020 20 29” 13” 13” 

120020HD 20 29” 13” 13” 

130020 20 24” 18” 12” 

 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

LENGTH WIDTH HEIGHT 

207020 20 19” 16” 16” 

207020HD 20 19” 16” 16” 

208021 20 29” 19.75” 7” 

209020 20 24.5” 15” 14” 

103023 23 18.5” 18” 16” 

103024 24 30” 18” 10.5” 

103024HD 24 30” 18” 10.5” 

130024 24 19” 16.5” 19.5” 

103026 26 23” 22” 13” 

103026HD 26 23” 22” 13” 

207026 26 38.5” 26” 9” 

103028 28 21” 18” 18” 

103028HD 28 21” 18” 18” 

120028 28 30” 22.5” 10.5” 

209028 28 27.75” 18.75” 12.75” 

209028HD 28 27.75” 18.75” 12.75” 

102030 30 30.5” 23” 10.75” 

103030 30 30” 20” 12” 

103030HD 30 30” 20” 12” 

130030 30 32” 21” 11” 

130030HD 30 32” 21” 11” 

207030 30 42.5” 16” 10.5” 

207030HD 30 42.5” 16” 10.5” 

208030 30 33” 14.5” 16” 

208033 30 40” 14” 13.5” 

209031 30 27” 24.5” 13.5” 

209031HD 30 27” 24.5” 13.5” 

208029 32 46.5” 7.75” 21.5” 

103034 34 35.25” 22.5” 11.5” 

120035 35 27.5” 24.5” 13.75” 

130035 35 29” 22.5” 13” 

130035HD 35 29” 22.5” 13” 

207035 35 37” 28.5” 12” 

208035 35 50” 18.75” 12” 

207036 36 36.25” 18” 14” 

207036HD 36 36.25” 18” 14” 

209037 37 42.5” 17” 12.75” 

207038 38 48” 16” 12” 

207038HD 38 48” 16” 12” 

103040 40 30” 21.5” 13.5” 

103040HD 40 30” 21.5” 13.5” 

103041 40 55” 18” 11” 

120040 40 33.5” 18” 15.5” 

120040HD 40 33.5” 18” 15.5” 

120041 40 61.375” 19.5” 9” 

207040 40 30” 29” 11.5” 

208038 40 55.125” 12” 19.75” 

208040 40 27” 20” 17” 

208040HD 40 27” 20” 17” 

 

FEATURES: 

 No fittings included 

 Rotationally molded = Seamless & Durable 

 UV inhibitors are molded in for longer tank life 

 Your choice of fittings & location at additional cost 
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RECTANGLE TANKS 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

LENGTH WIDTH HEIGHT 

208041 40 40” 14” 17.375” 

208041HD 40 40” 14” 17.375” 

209040 40 24” 21” 21” 

270040 40 37” 22” 11.5” 

270040HD 40 37” 22” 11.5” 

551253NAT 40 47” 23.5” 9.25” 

103042 42 34” 18” 16” 

103042HD 42 34” 18” 16” 

103045 45 58” 20.5” 11.5” 

207045 45 44” 16” 16” 

207045HD 45 44” 16” 16” 

208045 45 34” 33” 13.813” 

207047 47 47” 17.5” 14” 

200048 48 43” 28” 11” 

207049 49 60” 21” 9.25” 

207049HD 49 60” 21” 9.25” 

103050 50 53” 12” 17” 

103051 50 72” 14.5” 12” 

120050 50 48.75” 20.5” 13” 

300050 50 40” 31” 12” 

207051 51 56.5” 21” 10” 

207051HD 51 56.5” 21” 10” 

209051 51 25” 22” 23” 

103052 52 78” 16” 13” 

207052 52 80” 11” 15” 

208052 52 36” 24” 15” 

208052HD 52 36” 24” 15” 

103053 55 62” 15.25” 14.75” 

200055 55 46” 28” 11” 

200055HD 55 46” 28” 11” 

207055 55 32” 20” 20” 

207055HD 55 32” 20” 20” 

209055 55 42” 20” 15” 

209055HD 55 42” 20” 15” 

103058 58 79” 27.25” 6.5” 

209058 58 44.25” 22.5” 18.75” 

207059 59 58.5” 17.5” 13.5” 

207059HD 59 58.5” 17.5” 13.5” 

103060 60 42” 22.5” 16” 

103060HD 60 42” 22.5” 16” 

202060 60 36” 28” 14” 

202060HD 60 36” 28” 14” 

207060 60 37” 29” 13” 

208060 60 57” 16.5” 21.25” 

103062 62 68” 27” 8.25” 

103062HD 62 68” 27” 8.25” 

130072 64 85” 25” 13” 

103066 66 33” 32” 15” 

103066HD 66 33” 32” 15” 

103067 68 43.5” 23” 16” 

103067HD 68 43.5” 23” 16” 

 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

LENGTH WIDTH HEIGHT 

103069 69 47.625” 25.5” 14” 

103069HD 69 47.625” 25.5” 14” 

102070HD 70 54” 23.5” 14” 

103072 72 77” 18” 12” 

103072HD 72 77” 18” 12” 

200072 72 48” 24” 15” 

208072 72 46.5” 17.25” 21.5” 

501975 75 32” 29” 24” 

300086 86 31” 28.5” 24” 

300086HD 86 31” 28.5” 24” 

209090 90 46.5” 20” 24” 

209090HD 90 46.5” 20” 24” 

207095 95 55” 22” 18” 

207095HD 95 55” 22” 18” 

102100 100 80” 21” 15” 

103100 100 78” 22” 14.5” 

102101SD 100 64” 55” 11” 

103107 100 51” 28” 20” 

120100 100 72” 23” 14.5” 

120100HD 100 72” 23” 14.5” 

130052 100 80” 21” 15” 

130100 100 78” 22” 14.5” 

130100HD 100 78” 22” 14.5” 

130101 100 61” 31” 20.625” 

200100 100 46” 20” 28” 

200100HD 100 46” 20” 28” 

300100 100 40.25” 28” 23” 

300100HD 100 40.25” 28” 23” 

103102 102 79” 30” 10.5” 

103103 103 83.5” 25” 12” 

103103HD 103 83.5” 25” 12” 

140105HD 105 78” 24” 23” 

103110 110 89” 21” 14” 

103110HD 110 89” 21” 14” 

102120 120 58.5” 31” 16.5” 

103120 120 75” 24” 16.5” 

103120HD 120 75” 24” 16.5” 

130120 120 55” 20” 26.25” 

130120HD 120 55” 20” 26.25” 

103140 140 69” 40.75” 13.75” 

130140 140 93” 22.5” 16.5” 

103150 150 64” 28.5” 20” 

103150HD 150 65” 29” 20” 

120150 150 84” 25” 18.5” 

130150 150 96” 28” 15.5” 

130150HD 150 96” 28” 15.5” 

140150 150 70.5” 46” 13” 

103200 200 85” 28.5” 20” 

103201 200 44” 40” 28” 

130202 202 73.5” 29” 22.5” 

130292HD 202 73.5” 29” 22.5” 

 

FEATURES: 

 No fittings included 

 Rotationally molded = Seamless & Durable 

 UV inhibitors are molded in for longer tank life 

 Your choice of fittings & location at additional cost 
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PART NUMBER GALLONS WIDTH LENGTH HEIGHT LID FITTING 

SP0056-RT 56 20” 38” 26” 5” ¾” 

 

FLAT BOTTOM 

PART NUMBER GALLONS WIDTH LENGTH HEIGHT LID FITTING 

SP0100-RT 100 27” 43” 29” 8” 1” 

 

TOTAL DRAIN 

RECTANGLE TANKS 

LOW PROFILE 

PART NUMBER GALLONS WIDTH LENGTH HEIGHT LID FITTING 

LP0300-RT 300 48” 80” 21” 8" 2" 

 

FEATURES: 

 Molded-in gallonage markers 

 Sloped bottom for total drain 

 UV inhibitors are molded in for longer tank life 

FEATURES: 

 Molded-in gallonage markers 

 UV inhibitors are molded in for longer tank life 

FEATURES: 

 Molded-in gallonage markers 

 UV inhibitors are molded in for longer tank life 
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HORIZONTAL TANKS 
PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LENGTH LID FITTING 

103- STD 25 23" 26 3/4" 18 1/2" 6" 3/4" OUTLET WITH ANTI-VORTEX 

105- STD 55 23" 26" 38 1/4" 6" 3/4" OUTLET WITH ANTI-VORTEX 

111- STD 110 30" 34 1/4" 49 3/4" 10" TWO 1 1/4" OUTLET (ONE WITH ANTI-VORTEX) 

115- STD 150 32" 36 1/2" 55 1/4" 10" TWO 1 1/4" OUTLET (ONE WITH ANTI-VORTEX) 

123- STD 200 32" 36 1/2" 70 1/2" 10" TWO 1 1/4" OUTLET (ONE WITH ANTI-VORTEX) 

133- STD 300 38" 42" 71 1/2" 10" TWO 1 1/4" OUTLET (ONE WITH ANTI-VORTEX) 

135- STD 400 42" 46 1/4" 72" 10" TWO 1 1/4" OUTLET (ONE WITH ANTI-VORTEX) 

139- STD 500 48" 52 1/4" 74 3/4" 10" TWO 1 1/4" OUTLET (ONE WITH ANTI-VORTEX) 

1431- STD 1000 64" 68" 86 1/2" 10" NO OUTLET 

ALL HORIZONTAL TANKS REQUIRE 100% BASE SUPPORT 

PART NUMBER DESCRIPTION WIDTH LENGTH BANDS WEIGHT 

40200000 25 GAL &55GAL x 23" 12" 18" 2pcs 24 

40400000 110 GAL x 30" & 150 GAL x 32" & 200 GAL x 32" 12" 21" 2pcs 38 

40500000 300 GAL x 38" 12" 28 1/2" 2pcs 57 

40900000 500 GAL x 48" 12" 37 1/2" 2pcs 78 

 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LID FITTING 

HZ0150-30 STD 150 30” 57” 8" ¾” & 1-1/4” 

HZ0200-32 STD 200 32” 68” 8" ¾” & 1-1/4” 

 

PART NUMBER DESCRIPTION BANDS WEIGHT 

HZ0153-C 150 GAL x 30" 2pcs 57 

HZ0232-C 200 GAL x 32" 2pcs 110 

 

SADDLES / CRADLES FOR HORIZONTALTANKS 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LENGTH LID FITTING 

1091- STD 30 19" 22 1/2" 24 1/2" 6" NO OUTLET 

1171- STD 50 19 1/2" 22 1/2" 38" 6" NO OUTLET 

1201- STD 100 30" 31" 38" 10" NO OUTLET 

1571- STD 150 36" 29" 48" 10" NO OUTLET 

1661- STD 200 37" 39 1/2" 48 1/2" 10" NO OUTLET 

1721- STD 325 38” 36 3/4" 69” 18” NO OUTLET 

 

PART NUMBER 
DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LENGTH LID FITTING 

PCO200-37W STD 200 37” 38” 38” 12” 1-1/4” OUTLET 

 

PCO TANKS 

FEATURES: 

 Molded-in gallonage markers 

 UV inhibitors are molded in for 

longer tank life 

FEATURES: 

 Molded-in gallonage markers 

 Flat spots on each end for easy agitation 

 Design requires no additional support or banding 

 UV inhibitors are molded in for longer tank life 
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APPLICATOR TANKS 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LENGTH LID FITTING 

10282- STD 8 12" 14 3/4" 16" 6" 1/2" MOLDED BOTTOM OUTLET 

10482- STD 12 12" 18 3/4" 16" 6" 1/2" MOLDED BOTTOM OUTLET 

11082- STD 15 14" 13 1/4" 32' 6" NO OUTLET 

11482- STD 25 17 3/4" 16 1/4" 36" 6" NO OUTLET 

 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 
CAPACITY 

(GALLONS) 

WIDTH HEIGHT LENGTH LID FITTING 

126- STD 200 24" 45 1/2" 59" 10" TWO 1 1/4" OUTLET (ONE WITH ANTI-VORTEX) 

 

BLOW MOLDED APPLICATOR TANKS 

PART 

NUMBER 

DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LENGTH LID 

SB40YP-DR STD 40 24” 36” 19 5” 

SB00060 STD 60 24” 36” 26 5” 

 

PART NUMBER 
DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LENGTH LID FITTING 

SP002.5-RT STD 2.5 7” 15” 14” 5” ¾” OUTLET 

SP0004-SQ8 STD 4 11” 11” 14” 8’ 1-1/4” OUTLET 

 

RINSE TANKS 

SIDE MOUNT / TRIM-VUE TANKS 

PART NUMBER 
DESIGN 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LENGTH LID FITTING 

CAW0250-24 STD 250 24” 61” 51” 8” ¾” & 1-1/4” OUTLETS 

 

CUT AWAY APPLICATOR TANKS 

CUT AWAY CRADLES 

PART NUMBER DESCRIPTION BANDS WEIGHT 

CAW0250-C 250 2pcs 143 

 

FEATURES: 

 Molded-in gallonage markers 

 Molded-in inserts for 12 volt pump mounting 

 UV inhibitors are molded in for longer tank life 

FEATURES: 

 Molded-in gallonage markers 

 Injection-molded leg inserts that allow the tank to be anchored for transportable application 

 UV inhibitors are molded in for longer tank life 

 Pump platform for Shurflo style pumps 
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PICK UP TRUCK TANKS 

WATER CLOSET TANKS 

TRUCK MOUNTED V-BOX  TANKS 

 

TRUCK MOUNTED TAILGATE TANKS INCLUDES 

STEEL HANGING SYSTEM 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

WIDTH LENGTH HEIGHT LID FITTING 

PU0205-52 205 52” 52” 26” 7” 2” OUTLET 

PU0305-60 305 60” 58” 30” 7” 2” OUTLET 

 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

WIDTH LENGTH HEIGHT LID FITTING 

SP0250-UT 250 29” 62” 46” 16” 1-1/2” OUTLET 

SP0400-UT 400 29” 62” 70” 16” 2” OUTLET 

 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

WIDTH LENGTH HEIGHT MOLDED IN OUTLETS 

400070NYT 80 17” 62” 26” 
2pc 2” OUTLET TOP, 2pc 

1” OUTLET BOTTOM 

TVB100 100 17” 90” 26” 
2pc 2” OUTLET TOP, 2pc 

1” OUTLET BOTTOM 

 

PART 

NUMBER 

TANK 

CAPACITY 

(GALLONS) 

WIDTH LENGTH HEIGHT 

120100 100 23” 72” 14.5” 

TLP210N 210 39” 72” 18” 

 

FITS THROUGH COMMON DOORS 
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PART NUMBER DESCRIPTION 

34701630 3” BOLTED FITTING WITH STRESS RELIEVER & SIPHON TUBE 

34100379 3” STRESS RELIEVER – ADAPTOR ONLY 

 

TANK ACCESSORIES 

STRESS RELIEVER 

PART NUMBER DESCRIPTION 

343038 5” MCPHEE CAP 

343047 6” SCREW-ON CAP 

343011 8” LID ASSEMBLY 

343007 10” SELF-LOCKING CAP 

347088 10” THREADED CAP 

3470649 14" MANWAY  HINGED WEIGHTED "AIR SURGE" 

3471606 18" MANWAY  HINGED WEIGHTED "AIR SURGE" 

341125 18” HINGED LID ASSEMBLY 

343012 18” LID ASSEMBLY 

347352 24” LID ASSEMBLY 

 

LIDS & MANWAYS 

PART NUMBER DESCRIPTION 

ST200 2” POLY SIPHON TUBE 

ST300 3” POLY SIPHON TUBE 

 

POLY SIPHON TUBES 

TANK VALVES LOCATED ON PAGES 67 & 68 

FLEXABLE TANK CONNECTION 

RIGID PIPING 

FLEXIBLE PIPING 

FLEXIBLE PIPING 

SUBSTANTIALLY 

REDUCES STRESS AT 

FITING LOCATIONS. ALL 

TANK FITTINGS MUST 

HAVE A FLEXIBLE 

CONNECTION. 
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TANK FITTINGS 

PART NUMBER DESCRIPTION 

BFC050SS ½” 316SS FPT x FPT 4 BOLT 

BFC075SS ¾” 316SS FPT x FPT 4 BOLT 

BFC100SS 1” 316SS FPT x FPT 4 BOLT 

BFC125SS 1-1/4” 316SS FPT x FPT 4 BOLT 

BFC150SS 1-1/2” 316SS FPT x FPT 4 BOLT 

BFC200SS 2” 316SS FPT x FPT 4 BOLT 

BFC300SS 3” 316SS FPT x FPT 6 BOLT 

BFC400SS 4” 316SS FPT x FPT 8 BOLT 

 

BOLTED STAINLESS STEEL FITTINGS 

PART NUMBER DESCRIPTION 

BFN050SS ½” 316SS MPT x MPT 4 BOLT 

BFN075SS ¾” 316SS MPT x MPT 4 BOLT 

BFN100SS 1” 316SS MPT x MPT 4 BOLT 

BFN125SS 1-1/4” 316SS MPT x MPT 4 BOLT 

BFN150SS 1-1/2” 316SS MPT x MPT 4 BOLT 

BFN200SS 2” 316SS MPT x MPT 4 BOLT 

BFN300SS 3” 316SS MPT x MPT 6 BOLT 

BFN400SS 4” 316SS MPT x MPT 8 BOLT 

 

PART NUMBER DESCRIPTION 

TF038SS 3/8” SS TANK FLANGE 

TF050SS ½” SS TANK FLANGE 

TF075SS ¾” SS TANK FLANGE 

TF100SS 1” SS TANK FLANGE 

TF125SS 1-1/4” SS TANK FLANGE 

TF150SS 1-1/2” SS TANK FLANGE 

TF200SS 2” SS TANK FLANGE 

TF300SS 3” SS TANK FLANGE 

 

STAINLESS STEEL BULKHEAD FITTINGS 

PART NUMBER DESCRIPTION 

TF050 ½” TANK FLANGE 

TF075 ¾” TANK FLANGE 

TF100 1” TANK FLANGE 

TF125 1-1/4” TANK FLANGE 

TF150 1-1/2” TANK FLANGE 

TF200 2” TANK FLANGE 

TF300 3” TANK FLANGE 

TF400 4” TANK FLANGE 

 

POLYPROPYLENE BULKHEAD FITTINGS 

PART NUMBER DESCRIPTION 

TF100AV 1” ANTI VORTEX TANK FLANGE 

TF125AV 1-1/4” ANTI VORTEX TANK FLANGE 

TF150AV 1-1/2” ANTI VORTEX TANK FLANGE 

TF200AV 2” ANTI VORTEX TANK FLANGE 

 

ANTI VORTEX TANK FLANGE 

PART NUMBER DESCRIPTION 

VC200 2” ANTI VORTEX VENT CAP WITH NO SCREEN 

VC230 2” ANTI VORTEX VENT CAP WITH SCREEN 

VC300 3” ANTI VORTEX VENT CAP WITH NO SCREEN 

VC330 3” ANTI VORTEX VENT CAP WITH SCREEN 

 

VENT WITH OR WITHOUT SCREEN 

POLY BOLTED TANK FLANGES 

PART NUMBER DESCRIPTION 

BF075 ¾” x 1” THREADED EPDM FLANGE 

BF100 1” x 1” THREADED EPDM FLANGE 

BF125 1-1/4” x 1” THREADED EPDM FLANGE 

BF150 1-1/2” x 2” THREADED EPDM FLANGE 

BF200 2” x 2” THREADED EPDM FLANGE 

BF220 2” x 2” FULL PORT THREADED EPDM FLANGE 

BF300 3” x 3” THREADED EPDM FLANGE 

 

POLY BOLTED “BOTTOM DRAIN” TANK FLANGES 

PART NUMBER DESCRIPTION 

BF075BD ¾” x 1” THREADED EPDM FLANGE 

BF100BD 1” x 1” THREADED EPDM FLANGE 

BF125BD 1-1/4” x 1” THREADED EPDM FLANGE 

BF150BD 1-1/2” x 2” THREADED EPDM FLANGE 

BF200BD 2” x 2” THREADED EPDM FLANGE 

BF220BD 2” x 2” FULL PORT THREADED EPDM FLANGE 

BF300BD 3” x 3” THREADED EPDM FLANGE 

 FOR VITON GASKET ADD “V” TO THE END OF ANY PART NUMBER FOR EXAMPLE BF075V 

FOR VITON GASKET ADD “V” TO THE END OF ANY PART NUMBER FOR EXAMPLE TF075V 

VITON GASKETS AVAILABLE 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
17 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TANK BAFFLES 

Designed to stabilize the movement of liquid cargo in partially loaded tankers during 

transport 

 Eliminated the “wave” that can form inside the tank from the liquid surging back 

and forth when the truck stops or starts, preventing the dangerous push of the truck 

in the direction the wave is moving  

 Significantly improves the handling of the vehicle during acceleration, braking, and 

lane changes 

 Reduces tank stress 

Baffle systems consist of three high strength plastic interlocking rings, creating a hollow 

core spherical device 

 12 flow restriction ports around each ring, 36 in total 

 Fluid passes through the baffle, but surge is removed 

Baffle rings easily lock together without any fasteners 

 Simple, fast assembly, no tools required 

 No attachment to tank 

 No retrofit problems 

Compatible with metal, poly, and fiberglass tanks 

 Designed for tanks with or without fixed baffles or compartments 

Fits 16” manways or larger 

System packs flat for low cost shipping 

Not recommended for flammable or food grade liquids 

Tanker Without 

Liquid Surge Stabilizers 

Liquid Surge Stabilizers 

Control the Wave 

Liquid Surge 

Stabilizer Baffle 
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TANK AGITATION KIT 

DUAL HEADER KIT 

12” BETWEEN TWO TANKS 

AGITATION IS USED TO KEEP PRODUCT FROM STRATIFYING. THE CONE SHAPED EDUCTOR ON THE 

INSIDE OF THE TANK CAN CIRCULATE FOUR TO FIVE GALLONS OF SOLUTION FOR EACH GALLON 

PUMPED. THE LIQUID COMES INTO THE TANK FROM THE ACCESS VALVE ON THE OUTSIDE. AS IT 

PASSES THROUGH THE VENTURI HORN IT DRAWS MORE LIQUID IN FROM THE EXISTING LIQUID IN 

THE TANK. THIS PROCESS MIXES NEW WITH OLD AND STARTS A MIXING MOTION INSIDE THE TANK. 

EXISTING LIQUID FROM THE TANK CAN ALSO BE DRAWN IN WITH THE PUMP AND REDEPOSITED INTO 

THE TANK THROUGH THE VENTURI THUS MIXING AND ELIMINATING STRATIFYING. THE EDUCTOR IS 

A GLASS-FILLED POLYPROPYLENE MATERIAL THAT WILL NOT CARRODE IN THE SALT BRINE 

LIQUIDS. EDUCTOR IS ANGLED SLIGHTLY DOWN 45 DEGREES, INSIDE THE TANK. THIS IS USED TO 

SWEEP THE TANK FLOOR. USE TWO EDUCTORS FOR 5000 OR MORE GALLONS OF STORAGE. VALVE 

GOES ON OUTSIDE OF TANK, POINTING DOWN SO THAT NO PRESSURE IS PLACED ON THE HOSE OR 

OUTLET OF THE TANK. 

 

CONNECT TWO OR MORE TANKS TOGETHER 
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Description  
Rojo Float Valves are float operated valves for automatic filling of water storage vessels. The Rojo can be mounted above or below water level. It is a 

simple mechanically operated valve. The Rojo is a good choice where its low flow is sufficient and its compact non corrosive construction is beneficial.   

 

Applications 
Maintaining water level in: 

 Animal drinking troughs 

 Water storage tanks 

 Water Cisterns 

 Process applications 

 

Features 
 Side, Bottom, Top Mounting 

 Valves body screws apart by hand for easy servicing 

 Flow stops when unscrewed for servicing  

 Supplied with back nut and seal washer 

 Built in check valve 

 Fully adjustable float angle 

 Pressure range 0 – 150 PSI 

 Non corrosive material construction 

 Has switch to lock valve in off position 

Mounting Positions 
   Top 

 

 
 

 

   Side  
 

 

 
 

 

 Bottom 

PART NUMBER DESCRIPTION 

RJV20 JOBE ROJO FLOAT VALVE 3/4" 

 

Description  
Megaflow trough valves are float operated valves for use in automatic filling of water troughs. The valve is configured for underwater 

mounting only. The float is connected to the valve with a nylon cord, this operated a pilot valve, when the water level drops, the pilot valve is 
opened and the main diaphragm valve is activated. Megaflow is a good choice where high flow, compact, robust, non corrosive construction is 

beneficial. 

 

Applications 
Maintaining water level in: 

 Animal drinking troughs 

 Water storage tanks 

 
Features 

 High flow 

 Compact robust construction 

 3/4” – 2 1/2” water level differential (increases as water pressure increases) 

 Positive on / off operation 

 Lock off with cord lock 

 Pressure rating 5 – 150 PSI  

 Inlet filter 

 Constructed from corrosion resistant materials 

 Under water installation helps avoid freezing 

 Valve is less prone to stock damage 

 

Mounting Positions 

PART NUMBER DESCRIPTION 

MFV1"D JOBE MEGAFLOW 1" DETACH 
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Description  
Topaz trough valves are float operated valves for use in the automatic filling of water troughs, tanks, cisterns etc. The valve is configured for 

above or below water mounting. The float operates a small pilot valve which in turn operated the main diaphragm valve. Topaz trough valves 

are a good choice where their high flow, compact, robust, non corrosive construction and high level of adaptability are needed. 

 

Applications 
Maintaining water level in: 

 Animal drinking troughs 

 Water storage tanks 

 Water Cisterns 

 Air Conditioning Systems 

 High Pressure Cleaning Systems 

 Irrigation Applications 
 

Features 
 High flow 

 Compact robust construction 

 Mounts horizontally or vertically 

 Made from corrosion resistant materials 

 Shuts down slowly to minimize water hammer 

 3/4” – 2 1/2” water level differential (increases as water pressure increases) 

 Pressure rating 5 – 150 PSI  

 Float position easily adjustable with no tools 

 Valve has switch to lock it in off position 

 
 

PART NUMBER DESCRIPTION 

TPV1"D JOBE TOPAZ VALVE 1" DETACH 

TPV1-1/4"D JOBE TOPAZ VALVE 1-1/4" DETACH 

 

Mounting Positions 

Description  
For use in water reservoirs to show water level at a glance. 

 

Applications 
 Easily fitted to Concrete & Plastic tanks to show water level at a glance 

 

Features 
 Highly visible yellow indicator. 

 Double bracing arms on mounting bracket. 

 Constructed from stainless steel. 

 Long stainless steel shaft screws in half for shipping. 

 

PART NUMBER DESCRIPTION 

LIV JOBE RESERVOIR WATER LEVEL INDICATOR 6' 1" TALL 
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PUMP SYSTEM 

Electric Single Phase Basic Pump System 

40 gpm 1 Hp 115 volt, 8 ft power cord 

Marine Grade Bronze Centrifugal Pump 

PVC Piping, 1 1/2” suction port w/ male quick 

coupler. 

1” discharge w/ male quick coupler. 

Highway Safety Yellow Poly Enclosure, lockable 

Hinged, Sloped roof, all weather proof 

No electrical  switch provided NO PLUG 

Gas Basic Pump System 

180 GPM 5.5 Hp Gas power, 2” x 2” Poly Pump 

PVC piping, 2” suction w/ Male quick coupler,  

2” discharge valved w/ quick coupler. 

Thru wall engine breather & thru wall exhaust. 

Highway Safety Yellow Poly Enclosure, lockable 

Hinged, Sloped roof, all weather proof 

Electric Single Phase Multi Tank Pump System    

180 gpm 5hp 1 phase 230 volt 

Poly Self Priming Pump 2” x 2”  

Multi port suction, 3 place 2”  

Multi Port Discharge, 3 place 2” 1 place 1”  

Use for mixing and blending with multi tank sets 

All PVC piping & quick couplers for versatile use. 

All suction and out lets are valved w/quick couplers. 

Highway Safety Yellow Poly Enclosure, lockable 

Hinged, Sloped roof, all weather proof 

Electric Three Phase Multi Tank Pump System      

180 gpm 5hp 3 phase 230/440 volt 

Same as above with three phase motor. 

Single phase motor option avail. 

Gas Multi Tank Pump System      

180 gpm 5hp Honda Powered Gas Motor 

Same system with Poly Pump 2” x 2” 

Electric 1 HP Pump Only                             

1 Hp 115V.  1 1/4” suction, 1” discharge 

Marine Grade Bronze Centrifugal 40gpm 

Poly Base Plate, 8 feet power cord no plug 

Gas Pump Only                             

Gas Powered by Honda 5.5 Hp GX160 Industrial 

2” suction x 2” discharge Glass Reinforced Poly 
180 gpm, 18 foot suction lift,  50 psi 

Electric 1-1/2 HP Pump Only                              

1 1/2 HP 115 V. Marine Grade Bronze Centrifugal Pump 

1 1/4” suction, 1” discharge, poly base plate, 8’ power cord, 

( no plug ) 
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TIRE BALLAST FILL 

PRECISION SPRAYER 

 Air Driven Dual Diaphragm Pump 

 Flow Meter 

 Air Regulator/Filter combo 

 Air Hose 

 Hose Kit 

 Filler nozzles 

 Hand Truck Mounted 

Use for Calcium Chloride or other Calcium base tire 

ballast liquids. 

Quick coupled suction hose for attaching to Bulk 

Storage tanks and Std Totes, in addition the suction 

hose can be simply dropped into the top of drums or 

totes. 

Discharge hose is quick coupled to allow various 

filling devices. 

On/ Off air valve, 25 feet air supply hose, Air 

Regulator with pressure gauge, and air filter. 

Re-setable flow meter with totalizer 

Precision Spraying and Injection Systems 

Up to 3.5 GPM volume, 12/24/115 volt. Use for dye injection, defoamers, waste water 

chemicals, inoculants and other chemical treatment. Sewer, Catch basin, Spray Coatings 

and Odor Controls. 

Variable speed drives, timers, and other system integration available.  
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Skid Mounted Spray Packages  

for De-icing and Dust Control 
No metal wetted parts, Industrial Gas Engine. 12volt on/off spray control 

std. Self loading, Bypass control, DOT reflective markers, Economical.In 

cab control.Includes  spray bar with quick coupled spray tips, Reese Style, 

Spray Bar Mount or Adjustable Height Kit for larger trucks. 

230 GALLON SKIDDED SPRAYER 
 44” WIDE x 6’-4” LONG;  2600# WET WEIGHT 

 MAITENANCE FREE ALL POLY SKID WITH STAINLESS STEEL FASTENERS 

 230 GALLON HIGH DENSITY POLYETHYLENE TANK 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 1-1/2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 

INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

300 GALLON SKIDDED SPRAYER  
 44” WIDE x 8’-2” LONG;  3700# WET WEIGHT  

 MAITENANCE FREE ALL POLY SKID WITH STAINLESS STEEL FASTENERS 

 300 GALLON HIGH DENSITY POLYETHYLENE TANK 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 66” x 1-1/2” SPRAY BAR WITH 9 NOZZLE PORTS & 5 INSTALLED FLAT FAN NOZZLES; 

10’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

 
525 GALLON SKIDDED SPRAYER  
 54” WIDE x 8’-4” LONG;  6100# WET WEIGHT  

 MAITENANCE FREE ALL POLY SKID WITH STAINLESS STEEL FASTENERS 

 525 GALLON HIGH DENSITY POLYETHYELENE TANK W/ 5 YR WARRANTY & 2 HOOP 

SET 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 1-1/2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 

INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 THIS UNIT WILL NOT FIT IN STANDARD PICK-UP TRUCKS DUE TO WIDTH &WEIGHT 

(WILL FIT IN HEAVY DUTY LARGER TRUCKS) 

 

200 GALLON SKIDDED SPRAYER  
 47” WIDE x 6’-1” LONG;  2400# WET WEIGHT  

 MAITENANCE FREE ALL POLY SKID WITH STAINLESS STEEL FASTENERS 

 200 GALLON LOW PROFILE HIGH DENSITY POLYETHYLENE TANK 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 66” x 1-1/2” SPRAY BAR WITH 5 NOZZLE PORTS &5 INSTALLED FLAT FAN NOZZLES; 

10’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 SPECIAL UPWARD DISCHARGE PORTS FOR OVER THE TAILGATE USE 

 SPECIAL FOR THE SHORT BOX PICK-UP TRUCKS 

 

PICTURE COMING SOON 
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1300 GALLON SKIDDED SPRAYER  
 68” WIDE x 11’-6” LONG;  15000# WET WEIGHT  

 PRESSURE TREATED SKID WITH STAINLESS STEEL FASTENERS 

 1300 GALLON HIGH DENSITY POLYETHYELENE TANK W/ 3 HOOP SET 

 MAINTENANCE FREE HEAVY DUTY POLY EQUIPMENT PLATFORM 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1-1/2” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 
INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE  

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

735 GALLON SKIDDED SPRAYER  
 54” WIDE x 10’-7” LONG;  8400# WET WEIGHT  

 PRESSURE TREATED SKID WITH STAINLESS STEEL FASTENERS 

 735 GALLON HIGH DENSITY POLYETHYLENE TANK W/ 3 HOOP SET 

 MAINTENANCE FREE HEAVY DUTY POLY EQUIPMENT PLATFORM 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 1-1/2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 

INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

1035 GALLON SKIDDED SPRAYER  
 84” WIDE x 9’-6” LONG;  12100# WET WEIGHT  

 PRESSURE TREATED SKID WITH STAINLESS STEEL FASTENERS 

 1035 GALLON HIGH DENSITY POLYETHYLENE TANK W/ 3 HOOP SET 

 MAINTENANCE FREE HEAVY DUTY POLY EQUIPMENT PLATFORM 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1-1/2” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 

INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

Skid Mounted Spray Packages  

for De-icing and Dust Control 
No metal wetted parts, Industrial Gas Engine. 12volt on/off spray control 

std. Self loading, Bypass control, DOT reflective markers, Economical.In 

cab control.Includes  spray bar with quick coupled spray tips, Reese Style, 

Spray Bar Mount or Adjustable Height Kit for larger trucks. 

935 GALLON SKIDDED SPRAYER  
 68” WIDE x 8’-9” LONG; 11000 # WET WEIGHT  

 PRESSURE TREATED SKID WITH STAINLESS STEEL FASTENERS 

 935 GALLON HIGH DENSITY POLYETHYLENE TANK W/ 3 HOOP SET 

 MAINTENANCE FREE HEAVY DUTY POLY EQUIPMENT PLATFORM 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1-1/2” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 

INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 
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1650 GALLON SKIDDED SPRAYER  
 77” WIDE x 13’-8” LONG;  20000# WET WEIGHT  

 PRESSURE TREATED SKID WITH STAINLESS STEEL FASTENERS 

 1650 GALLON HIGH DENSITY POLYETHYLENE TANK W/ 3 HOOP SET 

 MAINTENANCE FREE HEAVY DUTY POLY EQUIPMENT PLATFORM 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1-1/2” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN 

NOZZLES & 4 INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE 

MILE  @ 30 MPH RATE  

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

Skid Mounted Spray Packages  

for De-icing and Dust Control 
No metal wetted parts, Industrial Gas Engine. 12volt on/off spray control 

std. Self loading, Bypass control, DOT reflective markers, Economical.In 

cab control.Includes  spray bar with quick coupled spray tips, Reese Style, 

Spray Bar Mount or Adjustable Height Kit for larger trucks. 

3000 GALLON SKIDDED SPRAYER  
 98” WIDE x 14’-0” LONG;  35000# WET WEIGHT  

 PRESSURE TREATED SKID WITH STAINLESS STEEL FASTENERS 

 3000 GALLON HIGH DENSITY POLYETHYLENE TANK W/ 3 HOOP SET 

 MAINTENANCE FREE HEAVY DUTY POLY EQUIPMENT PLATFORM 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1-1/2” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 

INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

2600 GALLON SKIDDED SPRAYER  
 88” WIDE x 14’-11” LONG; 31000 # WET WEIGHT  

 PRESSURE TREATED SKID WITH STAINLESS STEEL FASTENERS 

 2600 GALLON HIGH DENSITY POLYETHYLENE TANK W/ 3 HOOP SET 

 MAINTENANCE FREE HEAVY DUTY POLY EQUIPMENT PLATFORM 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1-1/2” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 

INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

2000 GALLON SKIDDED SPRAYER  
 66” WIDE x 15’-5” LONG;  24000# WET WEIGHT  

 PRESSURE TREATED SKID WITH STAINLESS STEEL FASTENERS 

 2000 GALLON HIGH DENSITY POLYETHYELENE TANK W/ 3 HOOP SET 

 MAINTENANCE FREE HEAVY DUTY POLY EQUIPMENT PLATFORM 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1-1/2” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 90” x 2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES & 4 

INSTALLED PLUGS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 30 MPH RATE  

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

PICTURE COMING SOON 

PICTURE COMING SOON 

PICTURE COMING SOON 
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Spray Bars 
 

66” wide for 10 foot spray path. Use for pickup truck. 

 

90” wide 14 foot path, 1 1/2” PVC with 9 ports & 5 installed Quick coupled 

nozzles for even distribution of de-icer, change nozzle for different capacities 

 

 

FOR FULL LINE OF SPRAY BARS PLEASE SEE PAGES 109 & 110 

Other Size Skids & Platforms Available 

Please call  

Skid Mounted Spray Packages  

for De-icing and Dust Control 
No metal wetted parts, Industrial Gas Engine. 12volt on/off spray control 

std. Self loading, Bypass control, DOT reflective markers, Economical.In 

cab control.Includes  spray bar with quick coupled spray tips, Reese Style, 

Spray Bar Mount or Adjustable Height Kit for larger trucks. 

1” EQUIPMENT PLATFORM  
 66” WIDE x 24” LONG;   

 MAINTENANCE FREE HEAVY DUTY POLY PLATFORM WITH STEEL FRAME 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 1” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 BASIC FITTINGS INCLUDED FOR CONNECTION TO TANK 

 90” x 1-1/2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES, 4 

INSTALLED PLUGS & 9 DRILL TIPS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 

30 MPH RATE  

 REESE HITCH ADAPTOR 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 

 

2” EQUIPMENT PLATFORM  
 66” WIDE x 24” LONG;   

 MAINTENANCE FREE HEAVY DUTY POLY PLATFORM WITH STEEL FRAME 

 5.5 HP INDUSTRIAL GAS HONDA ENGINE W/ LOW OIL ALERT  

 2” 180 GPM, 45 PSI POLY SELF-PRIMING PUMP 

 1 PLACE 12 VOLT 2” ELECRTIC VALVE 

 1 PLACE 1” MANUAL ON/OFF VALVE 

 BASIC FITTINGS INCLUDED FOR CONNECTION TO TANK 

 90” x 2” SPRAY BAR WITH 9 NOZZLE PORTS, 5 INSTALLED FLAT FAN NOZZLES, 4 

INSTALLED PLUGS & 9 DRILL TIPS; 14’ PATH, 10 TO 60 GALLONS PER LANE MILE  @ 
30 MPH RATE  

 REESE HITCH ADAPTOR 

 12 VOLT ON/OFF CONTROLLER, WITH CAB MOUNTED SWITCH 
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Tank Measurements 

 30 gallons  

  19” wide x 22” high x 24” long 

 50 gallons  

  19” wide x 22” high x 38” long 

 60 gallons  

  23” wide x 34” high x 50” long 

 100 gallons 

  30” wide x 31” high x 38” long 

 125 gallons  

  30” wide x 34” high x 50” long 

 150 gallons 

  36” wide x 29” high x 48” long 

 200 gallons 

 36” wide x 39” high x 48” long 

SPOT SPRAYERS & APPLICATORS 

Model: Titan 30SS, 50SS, 60SS, 100SS, 125SS, 150SS, & 200SS 

 Description: Low Pressure Spray System, 45psi, 12volt 3.5gpm 

 Uses for......... Herbicides, Pesticides, Fertilizers, Chemicals 

Specifications: 

 HDPE Tank,  16#/ gal design capacity 6” Screw on lid 

 ShurFlo diaphragm Pump, 12 volt 3.4 gpm 45 psi, demand feature  

 Top suction port  with screen 

 Optional  12volt on/off in Cab Switch, fused & illuminated 

 Hand Spray Wand 

 3, 4 or 5 foot spray boom available 

 Spray Controls,  Variable  speed control  & Red Ball Monitors available 
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Model: Titan 60 Calf 

Description:  Low pressure Mix & Dispensing 

Specifications: 60 Gallon HDPE, Cone Bottom 100% drain. 

Steel Tank Support, Poly Platform, PT Frame 

Clear Hose with disconnects for “all hose cleaning” 

1” Fill port, Dry Weight 145 lbs, Wet Weight 700 lbs  

 

 

SKIDDED SYSTEMS FOR GATOR-ATV MOUNTING 

CALF FEEDER 
 

40 GALLON SPOT SPRAYER 
 

Model: Titan 40 

Description:  Spot Sprayer 

Specifications: 40 Gallon Blow Molded Tank, 12 V pump with ½” inlet 

and outlet, 4’ spray bar with 4 nozzles, Hand Spay Wand 

Dry Weight 26 lbs,  Wet Weight 362 lbs 

 

 

Rotating Ball Wash Nozzle 
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Marine BronzMarine Bronze, 

3/4  Hp or 

1 1/2 Hp115/230  volt 

SINGLE V-BOX PLUMBING 

KIT FOR 3.5 GPM PUMP 

(TANK TO PUMP) 

DUAL V-BOX PLUMBING 

KIT FOR 3.5 GPM PUMP 

(TANK TO PUMP) 

100 GAL TAILGATE 

PLUMBING KIT FOR 

3.5 GPM PUMP  

(TANK TO PUMP) 

PUMP PACK INCLUDING 3.5 GPM PUMP, 

T-STRAINER AND CHECK VALVE 

SPRAY BAR  

FOR 3.5 GPM PUMP 

ADD PLUMBING FOR 

SECOND V-BOX TANK FOR 

3.5 GPM PUMP 

SPRAY BAR KIT 

FOR 3.5 GPM PUMP 

(PUMP TO SPRAY BAR) 

100 GAL TAILGATE TANK 

 

80 GAL &100 GAL V-BOXTANK 

 

PREWETTING SYSTEMS WITH 3.5 GPM PUMP 
 

ON/OFF 

CONTROLLER 

VARIABLE SPEED 

CONTROLLER 

MICRO-TRAC WITH 

MAGNETIC PICK UP 

CONTROLLER 

MICRO-TRAC 

WITH GPS 

CONTROLLER 
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PREWETTING SYSTEMS WITH 13 GPM PUMP 
 

ADD PLUMBING FOR 

SECOND V-BOX TANK 

FOR 13 GPM PUMP 

SINGLE V-BOX TANK 

PLUMBING KIT FOR 

13 GPM PUMP                

(TANK TO PUMP) 

DUAL V-BOX PLUMBING 

KIT FOR 13 GPM PUMP 

(TANK TO PUMP) 

100 GAL TAILGATE 

PLUMBING KIT 

FOR 13 GPM PUMP 

(TANK TO PUMP) 

210 GAL TAILGATE 

PLUMBING KIT 

FOR 13 GPM PUMP 

(TANK TO PUMP) 

SPRAY BAR  

FOR 13 GPM PUMP 

SPRAY BAR KIT 

FOR 13 GPM PUMP 

(PUMP TO SPRAY BAR) 

13 GPM PUMP WITH 

SUCTION AND DICHARGE 
ON/OFF 

CONTROLLER 

VARIABLE SPEED 

CONTROLLER 

MICRO-TRAC WITH 

MAGNETIC PICK UP 

CONTROLLER 

MICRO-TRAC 

WITH GPS 

CONTROLLER 
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PUMP ROLLER COMPARISONS 

HERBICIDE USERS 

Get up to 10 times longer pump life with Hypro Silver Series XL® Roller pumps! 

 

These three pumps were photographed after being 

tested with a 30:1 mix of water and Roundup® 

herbicide.  

The Ni-Resist and Cast Iron indicate damage from 

pitting and corrosion, but the Silver Series XL® is 

in like-new condition after more than 1000 hours 

of use. 

 

Silver Series XL® Ni-Resist Cast Iron 

Floating Design, PTFE Coating 

Ni-Resist Pumps 

IMPROVEMENTS WITH HYPRO ROLLER PUMPS 

Floating PTFE coated rotors 

 Floating rotor design and black PTFE coating on 

metal rotors increases performance and extends 

pump life 

 Standard production in 4001, 4101, 6500, & 7560 

Silver Series XL and Ni-Resist pumps 

 Available at no additional charge 

Clear Coat Finish 

 Offers increased protection from chemical attack 

and from the elements 

 Included on all Ni-Resist roller pumps 

 Available at no additional charge 

 

HERBICIDE USERS: 

Get up to 10 times longer pump life! 

 Cast Iron pumps lasted to 140 hours before failure. 

 Ni-Resist pumps lasted to 332 hours before failure. 

 Silver Series XL® pumps ran over 1000 hours and 

still met new pump specs! 
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APPLICATION SPECIFIC CHEMICALS SUGGESTED PUMP, ROLLERS AND SEALS 

WEED CONTROL 

CHEMICALS 
Emulsions, soluble powders, sodium arsenate 

Use a Silver Series XL®, Ni-Resist, or Cast Iron pump, Super Rollers and 

Viton seals 

Note: For weed control chemicals containing glyphosate (such as Roundup®) 
or other acidic, use only a Silver Series pump with Super or poly rollers and 

Viton seals. Teflon (T2) rollers may be used up to 100psi. 

INSECT CONTROL Emulsions not containing aromatic solvents  

BRUSH CONTROL Heavy-duty sprays using diesel oil for carrier 

Use a Silver Series XL®, Ni-Resist or Cast Iron pump with Super Rollers. 

Use Viton seals. 
PEST CONTROL 

CHEMICALS, FUMIGANTS, 

ETC. 

This category of use includes mosquito sprays, 

termite control liquids, nematocides, soil and 
grain fumigants where any of the following 

chemicals with aromatic solvents are present: 

Pentachlorophenol, xylene, xylol, benzene, 
high sulphur fuel or diesel oil. Fumigants 

containing: ethtlene dichloride, ethylene 

dibromide, carbon tetrachloride, 
perchlorethylene, trighlorethylene, methyl 

bromide, and other aromatic solvents. 

LIQUID FERTILIZERS 

Up to 32% nitrogen content, or others if the 

liquid is atmospheric pressure and the 
temperature is handled. 

Use a Silver Series XL® or Ni-Resist pump with poly rollers and Buna-N 

seals. 

POWDERED FERTILIZERS 
Fertilizer dissolved in water (greenhouse pant 

food) 

Use a Silver Series XL® or Ni-Resist or Cast Iron pump; Super or poly 

rollers; and Buna-N or Viton seals 

PUMPING Large quantities of plain water 

SPRAYING Wettable powder sprays 

MATERIAL HANDLING Heavy abrasive powders in suspension 

ACIDS 
Mild sulfuric acid for spraying. Mild muriatic 

acid, inhibited muriatic, etc 

Use a Silver Series XL® pump, poly or Teflon rollers and Viton seals. 

Note: Limit pressure to 100 psi when using Teflon rollers. 

 

PUMP RECOMMENDATIONS FOR APPLICATIONS 

WHICH ROLLER PUMP, ROLLERS AND SEALS SHOULD YOU USE? 

Material options for rollers and seals are listed in the order of recommendations for usage. These 

recommendations are only a general guide. For suggestions on specific chemicals or applications, 

call Central Equipment, LLC at 1.800.706.5060 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
33 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CAST IRON, NI-RESIST or SILVER SERIES XL®  

Series 4101 4-Roller 

 Performance Information  
 Max. flow: 7 gpm at 2600 rpm  

 Max. pressure:  

o Continuous 100 psi 
o Intermittent 150 psi 

 Max. rated speed: 2600 rpm  

 Max. fluid temperature: 140°F 

Other Attributes  
 Super Rollers™ provide the chemical resistance of polypropylene and the life of nylon (Poly, Teflon and Buna-N rollers available)  

 Viton® seals provide the best overall chemical resistance (Buna-N seals available)  

 Clockwise shaft rotation directly couples to gas engines (Counter-clockwise available for PTO adaption)  

 5/8" solid stainless steel shaft for corrosion resistance (1/2" hollow shaft available)  

 3/4" NPT ports fit most existing sprayer plumbing systems  

 Shaft adapters/couplers are available  

 Special torque arm and base kit is available for gas engines  

 Weight: 5 lbs. 

 
PRESSURE 

IN PSI 

GPM HP GPM HP GPM HP 

@ 1800 RPM @ 2200 RPM @ 2600 RPM 

0 PSI 5.0 0.11 6.2 0.14 7.2 0.16 

25 PSI 4.8 0.21 5.8 0.27 6.9 0.30 

50 PSI 4.5 0.34 5.6 0.40 6.6 0.46 

75 PSI 4.2 0.45 5.4 0.55 6.4 0.62 

100 PSI 3.9 0.56 5.0 0.68 6.0 0.76 

125 PSI 3.7 0.68 4.7 0.82 5.7 0.92 

150 PSI 3.4 0.78 4.4 0.96 5.4 1.08 

*CCW (counterclockwise) and CW (clockwise) are determined when 

looking at the shaft. 

PART 

NUMBER 

MAX 

GPM 
MAX PSI MAX RPM SHAFT OUPUT 

4101C 7.2 150 2600 5/8” SOLID SHAFT 

4101C-H 7.2 150 2600 1/2” HOLLOW SHAFT 

4101N 7.2 150 2600 5/8” SOLID SHAFT 

4101N-H 7.2 150 2600 1/2” HOLLOW SHAFT 

4101XL 7.2 150 2600 5/8” SOLID SHAFT 

4101XL-H 7.2 150 2600 1/2” HOLLOW SHAFT 

Teflon rollers - Add Suffix “T2” - (i.e.: 4101C-T2) 

Polypropylene rollers – Add Suffix “T3” – (i.e.: 4101C-T3) 

Reverse rotation* - Add Suffix “R” – (i.e.: 4101C-R) 

 

CAST IRON, NI-RESIST or SILVER SERIES XL®  

Series 6500 6-Roller 
 Performance Information  

 Max. flow:  

o 9.7 gpm at 540 rpm 
o 18.2 gpm at 1000 rpm 

o 21.8 gpm at 1200 rpm 

 Max. pressure:  
o Continuous 100 – 150 psi 

o Intermittent 300 psi 

 Max. rated speed: 1200 rpm  

 Max. fluid temperature: 140°F 

Other Attributes  
 Super Rollers™ provide the chemical resistance of polypropylene and the life of nylon (Poly, Teflon and Buna-N rollers available)  

 Viton® seals provide the best overall chemical resistance (Buna-N seals available)  

 Counter-clockwise shaft for easy PTO adaption (Clockwise available for gas engines)  

 5/8" solid stainless steel shaft for corrosion resistance (1/2" hollow shaft available)  

 3/4" NPT ports fit most existing sprayer plumbing systems  

 1” hose barb inlet fitting for 1000 rpm operation 

 PTO adapters/couplers are available  

 Recommended PTO torque arm kit: 3430-0540 

 Weight: 9 lbs. 

 

PRESSURE 

IN PSI 

GPM HP GPM HP GPM HP 

@ 540 RPM @ 1000 RPM @ 1200 RPM 

0 PSI 9.7 .08 18.2 .20 21.8 .30 

50 PSI 8.0 .38 16.5 .71 20.1 .90 

100 PSI 7.2 .68 15.4 1.26 19.1 1.51 

150 PSI 6.6 .97 14.7 1.80 18.2 2.14 

200 PSI 5.6 1.29 14.0 2.34 17.3 2.84 

250 PSI 4.9 1.65 13.4 2.91 16.5 3.48 

300 PSI 4.3 1.91 12.7 3.47 15.7 4.17 

*CCW (counterclockwise) and CW (clockwise) are determined when 

looking at the shaft. 

 

PART 

NUMBER 
MAX GPM MAX PSI MAX RPM SHAFT OUPUT 

6500C 21.8 300 1200 5/8” SOLID SHAFT 

6500N 21.8 300 1200 5/8” SOLID SHAFT 

6500XL 21.8 300 1200 5/8” SOLID SHAFT 

Teflon rollers - Add Suffix “T2” - (i.e.: 6500C-T2) 

Polypropylene rollers – Add Suffix “T3” – (i.e.: 6500C-T3) 

Reverse rotation* - Add Suffix “R” – (i.e.: 6500C-R) 
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CAST IRON, NI-RESIST or SILVER SERIES XL®  

Series 7560 8-Roller 
 Performance Information  

 Max. flow:  

o 12 gpm at 540 rpm 
o 22.5 gpm at 1000 rpm 

 Max. pressure:  

o Continuous 100 psi 
o Intermittent 300 psi 

 Max. rated speed: 1000 rpm  

 Max. fluid temperature: 140°F 

Other Attributes  
 Super Rollers™ provide the chemical resistance of polypropylene and the life of nylon (Poly, Teflon and Buna-N rollers available)  

 Viton® seals provide the best overall chemical resistance (Buna-N seals available)  

 Counter-clockwise shaft for easy PTO adaption (Clockwise available for gas engines)  

 15/16" solid stainless steel shaft for corrosion resistance  

 3/4" NPT ports fit most existing sprayer plumbing systems  

 1” hose barb inlet fitting for 1000 rpm operation 

 PTO adapters/couplers are available  

 Recommended PTO torque arm kit: 3430-0540 

 Weight: 13 lbs. 

 

PRESSURE 

IN PSI 

GPM HP GPM HP GPM HP 

@ 540 RPM @ 800 RPM @ 1000 RPM 

0 PSI 12 .33 18.3 .89 22.5 1.56 

50 PSI 11.1 .74 17.5 1.26 22.0 1.78 

100 PSI 10.3 1.25 16.9 1.95 21.3 2.53 

150 PSI 9.5 1.77 16.1 2.65 20.6 3.5 

200 PSI 8.6 2.26 15.5 3.4 20.0 4.2 

250 PSI 7.0 2.78 14.5 4.2 18.9 5.3 

300 PSI 7.1 3.3 18.9 5.3 18.0 6.1 

*CCW (counterclockwise) and CW (clockwise) are determined when 

looking at the shaft. 

 

PART 

NUMBER 
MAX GPM MAX PSI MAX RPM SHAFT OUPUT 

7560C 22.5 300 1200 15/16” SOLID SHAFT 

7560N 22.5 300 1200 15/16” SOLID SHAFT 

7560XL 22.5 300 1200 15/16” SOLID SHAFT 

Teflon rollers - Add Suffix “T2” - (i.e.: 7560C-T2) 
Polypropylene rollers – Add Suffix “T3” – (i.e.: 7560C-T3) 

Reverse rotation* - Add Suffix “R” – (i.e.: 7560C-R) 

 

CAST IRON, NI-RESIST or SILVER SERIES XL®  

Series 7700 7-Roller 

 Performance Information  
 Max. flow:  

o 14.2 gpm at 540 rpm 
o 22.1 gpm at 800 rpm 

 Max. pressure:  

o Continuous 100 psi 
o Intermittent 200 psi 

 Max. rated speed: 800 rpm  

 Max. fluid temperature: 140°F 

Other Attributes  
 Super Rollers™ provide the chemical resistance of polypropylene and the life of nylon (Poly, Teflon and Buna-N rollers available)  

 Viton® seals provide the best overall chemical resistance (Buna-N seals available)  

 Counter-clockwise shaft for easy PTO adaption (Clockwise available for gas engines)  

 15/16" solid stainless steel shaft for corrosion resistance  

 3/4" NPT ports fit most existing sprayer plumbing systems  

 PTO adapters/couplers are available  

 Recommended PTO torque arm kit: 3430-0540 

 Weight: 14 lbs. 

 PRESSURE 

IN PSI 

GPM HP GPM HP GPM HP 

@ 540 RPM @ 600 RPM @ 800 RPM 

0 PSI 14.2 .23 15.3 .28 22.1 .37 

50 PSI 12.9 .56 14.0 .62 20.7 .86 

100 PSI 11.9 1.10 13.0 1.20 19.5 1.66 

150 PSI 11.2 1.64 12.3 1.80 18.6 2.40 

200 PSI 10.3 2.22 11.6 2.44 17.8 3.26 

*CCW (counterclockwise) and CW (clockwise) are determined when 

looking at the shaft. 

 

PART 

NUMBER 
MAX GPM MAX PSI MAX RPM SHAFT OUPUT 

7700C 22.1 200 800 15/16” SOLID SHAFT 

7700N 22.1 200 800 15/16” SOLID SHAFT 

7700XL 22.1 200 800 15/16” SOLID SHAFT 

Teflon rollers - Add Suffix “T2” - (i.e.: 7700C-T2) 
Polypropylene rollers – Add Suffix “T3” – (i.e.: 7700C-T3) 

Reverse rotation* - Add Suffix “R” – (i.e.: 7700C-R) 
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CAST IRON, NI-RESIST or SILVER SERIES XL®  

Series 1700 5-Roller 
 Performance Information  

 Max. flow:  
o 25 gpm at 540 rpm 

o 45 gpm at 1000 rpm 

 Max. pressure:  
o Continuous 100 psi 

o Intermittent 200 psi 

 Max. rated speed: 1000 rpm  

 Max. fluid temperature: 140°F 

Other Attributes  
 Super Rollers™ provide the chemical resistance of polypropylene and the life of nylon (Poly, Teflon and Buna-N rollers available)  

 Viton® seals provide the best overall chemical resistance (Buna-N seals available)  

 Counter-clockwise shaft for easy PTO adaption (Clockwise available for gas engines)  

 15/16" solid stainless steel shaft for corrosion resistance  

 1” hose barb inlet fitting for 1000 rpm operation 

 PTO adapters/couplers are available (forged steel recommended) 

 Recommended PTO torque arm kit: 3430-0540 

 Weight: 19 lbs. 

 

PRESSURE 

IN PSI 

GPM HP GPM HP GPM HP 

@ 540 RPM @ 600 RPM @ 1000 RPM 

0 PSI 25.0 2.7 28.0 .34 45.0 1.42 

50 PSI 21.0 1.18 24.5 1.39 43.0 3.0 

100 PSI 19.0 2.13 22.0 2.36 41.0 4.67 

150 PSI 17.0 2.89 20.0 3.34 39.0 6.07 

200 PSI 15.0 3.85 18.0 4.39 ------- ------ 

*CCW (counterclockwise) and CW (clockwise) are determined when 

looking at the shaft. 

 

PART 

NUMBER 
MAX GPM MAX PSI MAX RPM SHAFT OUPUT 

1700C 45 200 1000 15/16” SOLID SHAFT 

1700N 45 200 1000 15/16” SOLID SHAFT 

1700XL 45 200 1000 15/16” SOLID SHAFT 

Teflon rollers - Add Suffix “T2” - (i.e.: 1700C-T2) 

Polypropylene rollers – Add Suffix “T3” – (i.e.: 1700C-T3) 
Reverse rotation* - Add Suffix “R” – (i.e.: 1700C-R) 

 

CAST IRON, NI-RESIST or SILVER SERIES XL®  

Series 1502 6-Roller 
 Performance Information  

 Max. flow:  

o 33.1 gpm at 540 rpm 

o 62.1 gpm at 1000 rpm 

 Max. pressure:  

o Continuous 100 psi 
o Intermittent 150 psi 

 Max. rated speed: 1000 rpm  

 Max. fluid temperature: 140°F 

Other Attributes  
 Super Rollers™ provide the chemical resistance of polypropylene and the life of nylon (Poly, Teflon and Buna-N rollers available)  

 Buna-N seals (standard on Cast Iron and Ni-Resist models); Viton® seals provide the best overall chemical resistance (standard on Silver Series XL models) 

 Counter-clockwise shaft for easy PTO adaption (Clockwise available for gas engines)  

 15/16" solid stainless steel shaft for corrosion resistance  

 1-1/2” NPT ports fit most existing sprayer plumbing systems 

 PTO adapters/couplers are available (forged steel recommended) 

 Weight: 30 lbs. 

 

PRESSURE 

IN PSI 

GPM HP GPM HP GPM HP 

@ 540 RPM @ 600 RPM @ 1000 RPM 

0 PSI 33.1 .51 36.8 .66 62.1 2.02 

25 PSI 29.7 1.02 33.6 1.15 58.5 3.04 

50 PSI 27.8 1.45 31.7 1.68 56.9 3.69 

100 PSI 24.3 2.46 28.3 2.78 53.9 5.31 

150 PSI 21.0 3.54 25.0 3.95 50.9 7.12 

*CCW (counterclockwise) and CW (clockwise) are determined when 

looking at the shaft. 

 

PART 

NUMBER 
MAX GPM MAX PSI MAX RPM SHAFT OUPUT 

1502C 62 200 1000 15/16” SOLD SHAFT 

1502N 62 200 1000 15/16” SOLD SHAFT 

1502XL 62 200 1000 15/16” SOLD SHAFT 

Teflon rollers - Add Suffix “T2” - (i.e.: 1502C-T2) 

Polypropylene rollers – Add Suffix “T3” – (i.e.: 1502C-T3) 

Reverse rotation* - Add Suffix “R” – (i.e.: 1502C-R) 
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PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 
PORT SIZE 

MAX 

DRAW 

8000-343-236 

ALL VITON® PUMP: 
VITON® VALVES, 

VITON® DIAPHRAGM, 

60 PSI DEMAND SWITCH 

1.2 60 
3/8” NPT - 
FEMALE 

5.8 

8000-541-236 

LAWN AND GARDEN PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

60 PSI DEMAND SWITCH 

1.0 60 
3/8” NPT - 
FEMALE 

3.8 

8000-542-136 

LOW FLOW STANDARD  PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

60 PSI DEMAND SWITCH 

1.2 60 
1/2” MSPT* 

- MALE 
6.0 

8000-543-136 

LOW FLOW STANDARD  PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
60 PSI DEMAND SWITCH 

1.2 60 
1/2” MSPT* 

- MALE  
7.3 

8000-543-138 

HIGH PRESSURE PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
100 PSI DEMAND SWITCH 

1.8 100 
1/2” MSPT* 

- MALE  
8.7 

8000-543-236 

STANDARD PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

60 PSI DEMAND SWITCH 

1.8 60 
3/8” NPT - 
FEMALE 

6.4 

8000-543-238 

HIGH PRESSURE PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

100 PSI DEMAND SWITCH 

1.8 100 
3/8” NPT – 
FEMALE 

8.7 

8000-543-936 

STANDARD PUMP w/WIRE HARNESS: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

PREWIRED WITH TWO WIRE MOLDED 
CONNECTORS, 

60 PSI DEMAND SWITCH 

1.8 50 
3/8’ NPT – 

FEMALE 
6.4 

8000-643-236 

TRANSFER PUMP: 
BUNA VALVES, 

GEOLAST® DIAPHRAGM, 

60 PSI DEMAND SWITCH 

1.8 60 
3/8” NPT - 

FEMALE 
6.8 

8030-813-239 

HIGH PRESSURE PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

150 PSI DEMAND SWITCH 

1.6 150 
3/8” NPT - 

FEMALE 
12.0 

 

*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

8000 SERIES DIAPHRAGM PUMP 

Automatic-Demand Pumps 12 VDC 
 
FEATURES  

 Self-priming up to 8 vertical feet  

 Chemical-resistant materials  

 Designed for heavy-duty spraying and fluid transfer applications  

 Can run dry without damage  

 Built-in check valve  

The 8000 Series diaphragm pump is SHURflo’s most widely used agriculture pump. Viton® 

valve material assures maximum chemical resistance. The unique conical valve design delivers 

high flow rates at maximum discharge pressures, making the 8000 Series the pump of choice 

for sprayers used on the farm or around the yard. These 12 VDC pumps deliver up to 1.8 GPM 

providing maximum performance in a wide range of applications. 

MODEL PSI GPM AMPS 

8000-343-236 

20 

40 
50 

60 

0.93 

0.84 
0.80 

0.76 

3.9 

4.9 
5.3 

5.8 

8000-541-236 

20 

30 
40 

60 

0.79 

0.75 
0.70 

0.62 

2.3 

2.8 
3.2 

3.8 

8000-542-136 

20 
40 

50 

60 

1.11 
0.98 

0.93 

0.90 

4.1 
5.1 

5.6 

6.0 

800-543-136 

20 
40 

50 
60 

1.26 
1.14 

1.08 
1.02 

5.0 
6.2 

6.8 
7.3 

8000-543-138 

20 

40 

60 
100 

1.45 

1.31 

1.33 
0.96 

4.2 

5.5 

6.5 
8.7 

8000-543-236 

30 

40 
50 

1.47 

1.41 
1.36 

5.7 

5.8 
6.4 

8000-543-238 

20 

40 

60 
100 

1.45 

1.31 

1.22 
0.96 

4.2 

5.5 

6.5 
8.7 

8000-543-936 

30 

40 
50 

1.47 

1.41 
1.36 

5.7 

5.8 
6.4 

8000-643-236 

20 

40 

50 
60 

1.44 

1.33 

1.27 
1.22 

4.1 

5.4 

6.1 
6.8 

8030-813-239 

20 

30 
40 

80 

100 
150 

1.55 

1.49 
1.43 

1.20 

1.10 
0.83 

5.5 

6.2 
6.8 

9.1 

10.1 
12.0 

 

PUMP USED 

FOR SPOT 

SPRAY AND 

CHEMICALS 
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8000 SERIES DIAPHRAGM PUMP 

Bypass Pumps 12 VDC 
 FEATURES  

 Self-priming up to 8 vertical feet  

 Chemical-resistant materials  

 Internal Bypass 

 Can run dry without damage  

 

8000 Series internal bypass pumps are ideal for applications where an automatic demand 

switch is not desired. Pumps with bypass will continue to run without damage once the bypass 

pressure is reached. They incorporate a triple chamber design with Viton® elastomers to 

withstand the toughest applications. Perfect for spot sprayers, foam markers and transfer 

applications where smooth, consistent flow is needed. 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 
PORT SIZE 

MAX 

DRAW 

8000-543-210 

STANDARD BYPASS PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

35 PSI INTERNAL BYPASS 

1.3 40 
3/8” NPT - 

FEMALE 
5.5 

8000-543-220 

STANDARD BYPASS PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

60 PSI INTERNAL BYPASS 

1.5 60 
3/8” NPT - 

FEMALE 
7.1 

8000-543-250 

STANDARD BYPASS PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
45 PSI INTERNAL BYPASS 

1.8 45 
3/8” NPT - 

FEMALE 
5.5 

8000-643-210 

STANDARD BYPASS PUMP: 
BUNA VALVES, 

GEOLAST® DIAPHRAGM, 
35 PSI INTERNAL BYPASS 

1.8 35 
3/8” NPT - 

FEMALE 
5.6 

8006-142-220 

STANDARD BYPASS PUMP: 
BUNA VALVES, 

SANTOPRENE® DIAPHRAGM, 

35 PSI INTERNAL BYPASS 

1.42 35 
3/8” NPT - 
FEMALE 

6.0 

8006-543-250 

STANDARD BYPASS PUMP WITH 

REVERSED PUMPHEAD: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
45 PSI INTERNAL BYPASS 

1.4 50 
3/8” NPT - 

FEMALE 
5.5 

 

MODEL PSI GPM AMPS 

8000-543-210 

10 

20 
30 

40 

1.28 

1.19 
1.07 

0.05 

3.8 

4.4 
5.0 

5.5 

8000-543-220 

10 
20 

30 

60 

1.52 
1.45 

1.39 

1.12 

3.8 
4.5 

5.2 

7.1 

8000-543-250 

20 
30 

40 

50 

1.30 
1.11 

0.69 

0.18 

4.0 
4.7 

5.2 

5.5 

8000-643-210 

10 

20 

30 
40 

1.64 

1.56 

1.10 
0.05 

3.9 

4.6 

5.2 
5.6 

8006-142-220 

10 

20 

30 
60 

1.4 

1.32 

1.24 
1.0 

2.9 

3.4 

4.0 
5.6 

8006-543-250 

10 

20 

40 

50 

1.40 

1.30 

0.69 

0.18 

3.4 

4.0 

5.2 

5.5 
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PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

8007-543-836 
DEMAND PUMP w/ELECTRICAL 

PACKAGE: 

VITON® VALVES,  

SANTOPRENE® DIAPHRAGM,  
60 PSI DEMAND SWITCH,  

MANUAL ON/OFF SWITCH 2 PIN 

CONNECTOR  
(8007-543-836 INCLUDES FUSE) 

1.0 60 
3/8” NPT - 

FEMALE 
6.4 

8007-591-236 1.8 50 
3/8” NPT - 
FEMALE 

3.7 

8007-593-836 1.8 50 
3/8” NPT - 

FEMALE 
6.4 

 

8007 SERIES DIAPHRAGM PUMP 

Automatic-Demand Pumps 12 VDC with Electrical Package 
FEATURES 

 Self-priming up to 8 vertical feet  

 Chemical-resistant materials  

 Can run dry without damage 

NEW AND IMPROVED ELECTRICAL PACKAGE 

 Built in on/off switch included 

 2 pin connector on power leads 

 Available with or without integral fuse 

 Rocker switch protected from the elements by a clear boot 

 

These models include an aesthetically-pleasing molded assembly, housing a rocker-type 

manual switch with international on/off switch symbols. Wiring is neatly routed into the 

molded assembly through form fitting entries and strain relieved inside the housing. Fused 

versions come with an automotive-type fuse housed under a snug fitting cap marked “fuse.” 

Non-fused versions have a raised section. 

MODEL PSI GPM AMPS 

8007-543-836 
30 
40 

50 

1.47 
1.41 

1.36 

5.3 
5.8 

6.4 

8007-591-236 
30 
40 

50 

0.74 
0.69 

0.65 

2.9 
3.2 

3.7 

8007-593-836 

30 

40 
50 

1.47 

1.41 
1.36 

5.3 

5.8 
6.4 

 

8007 SERIES DIAPHRAGM BYPASS PUMP 

Bypass Pump 12 VDC with Electrical Package 
FEATURES 

 Self-priming up to 8 vertical feet  

 Chemical-resistant materials  

 Internal Bypass 

 Can run dry without damage 

NEW AND IMPROVED ELECTRICAL PACKAGE 

 Built in on/off switch included 

 2 pin connector on power leads 

 Available with or without integral fuse 

 Rocker switch protected from the elements by a clear boot 

 

These models include an aesthetically-pleasing molded assembly, housing a rocker-type 

manual switch with international on/off switch symbols. Wiring is neatly routed into the 

molded assembly through form fitting entries and strain relieved inside the housing. Fused 

versions come with an automotive-type fuse housed under a snug fitting cap marked “fuse.” 

Non-fused versions have a raised section. 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 
PORT SIZE 

MAX 

DRAW 

8007-543-850 

BYPASS PUMP w/ELECTRICAL 

PACKAGE: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

45 PSI BYPASS, 

MANUAL ON/OFF SWITCH 2 PIN 
CONNECTOR AND FUSE 

1.8 45 
3/8” NPT - 

FEMALE 
5.5 

 

MODEL PSI GPM AMPS 

8007-543-850 

10 

20 

30 
40 

50 

1.40 

1.30 

1.11 
0.69 

0.18 

3.4 

4.0 

4.7 
5.2 

5.5 
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8000 AND 8020 SERIES DIAPHRAGM PUMP 

Automatic-Demand and Bypass Pumps 115 VAC 

 FEATURES  

 Self-priming up to 8 vertical feet  

 Built-in check valve 

 Chemical-resistant materials  

 Corded pump optional 

 Can run dry without damage  

 

These SHURflo 8000 and 8020 Series demand pumps provide the same reliability as the 12 

VDC version, except in a 115 VAC capacity. They are ideal in agricultural applications that 

require high pressure with flow rates up to 1.6 GPM [6.1 l/min] and low amp draw. They can 

be mounted in any position, are compact, and are designed for easy maintenance. 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 
PORT SIZE 

MAX 

DRAW 

8000-033-236 

ALL VITON® DEMAND PUMP: 
VITON® VALVES, 

VITON® DIAPHRAGM, 
60 PSI DEMAND SWITCH 

1.0 60 
3/8” NPT - 

FEMALE 
0.54 

8000-533-236 

STANDARD DEMAND PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
60 PSI DEMAND SWITCH 

1.4 60 
3/8” NPT - 

FEMALE 
0.64 

8000-713-238 

HIGH PRESSURE DEMAND PUMP: 
EPDM VALVES, 

SANTOPRENE® DIAPHRAGM, 

100 PSI DEMAND SWITCH 

1.6 100 
3/8” NPT - 
FEMALE 

0.84 

8020-513-236 

STANDARD DEMAND PUMP 

WITH 6’ POWER CORD: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
60 PSI DEMAND SWITCH 

1.5 60 
3/8” NPT - 
FEMALE 

0.57 

8020-833-238 

HIGH PRESSURE DEMAND PUMP 

WITH 6’ POWER CORD: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

100 PSI DEMAND SWITCH 

1.5 100 
3/8” NPT - 

FEMALE 
0.95 

8030-863-239 

HIGH PRESSUREDEMAND PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

150 PSI DEMAND SWITCH 

1.4 150 
3/8” NPT - 

FEMALE 
1.0 

 

MODEL PSI GPM AMPS 

8000-033-236 

20 

40 
50 

60 

0.89 

0.76 
0.71 

0.64 

0.40 

0.48 
0.51 

0.54 

8000-533-236 

20 
40 

50 

60 

1.15 
0.97 

0.91 

0.85 

0.46 
0.55 

0.60 

0.64 

8000-713-238 

20 
40 

60 

100 

1.30 
1.16 

1.04 

0.87 

0.49 
0.59 

0.68 

0.84 

8020-513-236 

20 

40 

50 
60 

1.15 

0.96 

0.90 
0.84 

0.40 

0.49 

0.54 
0.57 

8020-833-238 

20 

40 
60 

100 

1.32 

1.14 
1.07 

0.91 

0.45 

0.58 
0.70 

0.95 

8030-863-239 

20 

60 
120 

150 

1.24 

1.04 
0.77 

0.63 

0.45 

0.66 
0.92 

1.00 

 

AUTOMATIC DEMAND PUMPS 115 VAC 

CONTINUED ON NEXT PAGE 
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PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 
PORT SIZE 

MAX 

DRAW 

8000-533-250 

STANDARD BYPASS PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
45 PSI INTERNAL BYPASS 

1.4 50 
3/8” NPT - 

FEMALE 
0.54 

8000-812-280 

HIGH PRESSURE BYPASS PUMP: 

VITON® VALVES, 

VITON® DIAPHRAGM, 
100 PSI INTERNAL BYPASS 

1.4 100 
3/8” NPT - 

FEMALE 
0.77 

8005-932-260 

STANDARD BYPASS PUMP: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

120 PSI INTERNAL BYPASS 

1.4 120 
3/8” NPT - 
FEMALE 

0.7 

8020-503-250 

STANDARD BYPASS PUMP w/ 6’ 

POWER CORD: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
60 PSI INTERNAL BYPASS 

1.5 60 
3/8” NPT - 
FEMALE 

0.56 

8020-822-299 

EXTERNALLY ADJUSTABLE BYPASS 

PUMP w/ 6’ POWER CORD: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

EXTERNALLY ADJUSTABLE BYPASS 

1.1 150 
3/8” NPT - 

FEMALE 
0.70 

 

MODEL PSI GPM AMPS 

8000-533-250 

10 
30 

40 

50 

1.36 
1.05 

0.65 

0.19 

0.34 
0.46 

0.51 

0.54 

8000-812-280 

20 

30 

40 

100 

1.21 

1.13 

1.07 

.038 

0.42 

0.47 

0.52 

0.77 

8005-932-260 

20 

40 

60 
100 

1.17 

0.98 

0.87 
0.36 

0.47 

0.60 

0.71 
0.91 

8020-503-250 

10 

20 
30 

40 

1.40 

1.30 
1.10 

0.80 

0.37 

0.44 
0.50 

0.56 

8020-822-299 

20 
40 

60 

80 

1.14 
1.00 

0.92 

0.80 

0.45 
0.54 

0.63 

0.70 

 

BYPASS PUMPS 115 VAC 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 
PORT SIZE 

MAX 

DRAW 

8000-532-256 

STANDARD DEMAND PUMP w/ 

INTERNAL BYPASS: 
EPDM VALVES, 

SANTOPRENE® DIAPHRAGM, 

60 PSI DEMAND SWITCH, 

45 PSI INTERNAL BYPASS 

1.4 60 
3/8” NPT - 
FEMALE 

0.54 

8000-812-288 

HIGH PRESSURE DEMAND PUMP w/ 

INTERNAL BYPASS: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

100 PSI DEMAND SWITCH, 

80 PSI INTERNAL BYPASS 

1.3 100 
3/8” NPT - 
FEMALE 

0.67 

8000-912-288 

HIGH PRESSURE DEMAND PUMP w/ 

INTERNAL BYPASS: 
EPDM VALVES, 

SANTOPRENE® DIAPHRAGM, 
100 PSI DEMAND SWITCH, 

80 PSI INTERNAL BYPASS 

1.4 100 
3/8” NPT - 

FEMALE 
0.68 

8005-733-155 

STANDARD DEMAND PUMP w/ 

INTERNAL BYPASS: 
EPDM VALVES, 

SANTOPRENE® DIAPHRAGM, 
60 PSI DEMAND SWITCH, 

45 PSI INTERNAL BYPASS 

1.5 60 
1/2" MPT-

MALE 
0.54 

8020-832-288 

HIGH PRESSURE  DEMAND PUMP w/ 

INTERNAL BYPASS & 6’ POWER 

CORD: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

100 PSI DEMAND SWITCH, 

80 PSI INTERNAL BYPASS 

1.4 100 
3/8” NPT - 

FEMALE 
0.78 

8025-933-289 

HIGH PRESSURE  DEMAND PUMP w/ 

INTERNAL BYPASS & 6’ POWER 

CORD: 
EPDM VALVES, 

SANTOPRENE® DIAPHRAGM, 

95 PSI DEMAND SWITCH, 

80 PSI INTERNAL BYPASS 

1.7 95 
3/8” NPT - 

FEMALE 
1.0 

8030-863-299 

STANDARD DEMAND PUMP w/ 

INTERNAL BYPASS: 
VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

150 PSI DEMAND SWITCH, 

125 PSI INTERNAL BYPASS 

1.5 150 
3/8” NPT - 
FEMALE 

1.2 

 

MODEL PSI GPM AMPS 

8000-832-256 

20 

40 

50 

60 

1.14 

0.49 

0.14 

0.01 

0.35 

0.43 

0.48 

0.54 

8000-812-288 

20 

40 

60 
100 

1.13 

1.02 

0.94 
0.60 

0.39 

0.47 

0.55 
0.67 

8000-912-288 

20 

40 

60 
100 

1.19 

1.04 

0.93 
0.51 

0.41 

0.49 

0.56 
0.68 

8005-733-155 

20 

40 
50 

60 

1.29 

0.67 
0.19 

0.05 

0.40 

0.49 
0.52 

0.54 

8020-832-288 

20 

30 
40 

100 

1.14 

1.06 
1.00 

0.48 

0.45 

0.50 
0.54 

0.78 

8025-933-289 

20 
30 

40 

90 

1.50 
1.42 

1.34 

0.68 

0.42 
0.48 

0.55 

0.90 

8030-863-299 N/A N/A N/A 

 

AUTOMATIC DEMAND PUMPS WITH INTERNAL BYPASS 115 VAC 
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PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

2087-593-135 

STANDARD DEMAND PUMP: 

VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3 45 

1/2” 

MSPT* - 
MALE 

8 

 

*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

 

2087 SERIES DIAPHRAGM PUMP 

Automatic-Demand Pump 12 VDC with Electrical Package 
FEATURES 

 Self-priming up to 12 vertical feet  

 Chemical-resistant materials  

 Can run dry without damage 

NEW AND IMPROVED ELECTRICAL PACKAGE 

 Built in on/off switch included 

 2 pin connector on power leads 

 Rocker switch protected from the elements by a clear boot 

 

These models include an aesthetically-pleasing molded assembly, housing a rocker-type 

manual switch with international on/off switch symbols. Wiring is neatly routed into the 

molded assembly through form fitted entries and strain relieved inside the housing. 

MODEL PSI GPM AMPS 

2087-593-135 

10 

20 

30 

40 

50 

2.80 

2.69 

2.36 

2.05 

1.42 

5.3 

5.5 

6.7 

7.7 

8.0 

 

2088 SERIES DIAPHRAGM PUMP 

Automatic-Demand Pumps 12 VDC  

FEATURES 

 Self-priming up to 12 vertical feet  

 Chemical-resistant materials  

 Can run dry without damage 

 Automatic demand 

 Built-in check valve (varies by model) prevents back flow of fluid into the solution tank 

 Continuous duty motor on fin-cooled version only 

 

SHURflo 2088 Series diaphragm pumps deliver reliable performance in high flow, moderate 

pressure applications. They are used in a variety of spot spraying, multi-tip spraying and 

fertilizer drip applications that require flows of up to 3.6 GPM . They are available in a variety 

of chemical-resistant materials. 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

2088-313-145 

PREMIUM DEMAND PUMP w/ 

FIN COOLED MOTOR: 

VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
45 PSI DEMAND PUMP 

3.6 45 

1/2” 

MSPT* - 

MALE 

9.5 

2088-343-135 

STANDARD PUMP: 

VITON® VALVES, 
SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.0 45 

1/2” 

MSPT* - 

MALE 

7.7 

2088-443-144 

STANDARD PUMP: 

VITON® VALVES, 
SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.5 45 

1/2” 

MSPT* - 

MALE 

9.1 

2088-643-144 

STANDARD PUMP: 

BUNA-N VALVES, 

SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.2 45 

1/2” 

MSPT* - 
MALE 

8.8 

2088-713-534 

STANDARD PUMP: 

SANTOPRENE® VALVES, 

SANTOPRENE® DIAPHRAGM, 
45 PSI DEMAND PUMP 

3.6 45 
1/2” 

MSPT* - 

MALE 

9.0 

2088-813-544 

STANDARD PUMP: 

BUNA-N VALVES, 

GEOLAST DIAPHRAGM, 
45 PSI DEMAND PUMP 

3.3 45 
1/2” 

MSPT* - 

MALE 

12.5 

 

*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

 

MODEL PSI GPM AMPS 

2088-313-145 

10 

20 

30 
40 

3.09 

2.82 

2.49 
2.15 

6.4 

7.6 

8.7 
9.5 

2088-343-135 

10 

20 
30 

40 

2.80 

2.69 
2.36 

2.05 

5.3 

5.5 
6.7 

7.7 

2088-443-144 

10 

20 
30 

40 

2.83 

2.56 
2.31 

2.02 

5.8 

7.0 
8.0 

9.1 

2088-643-144 

10 
20 

30 

40 

2.70 
2.50 

2.20 

2.0 

5.5 
6.7 

7.9 

8.8 

2088-713-534 

10 
20 

30 

40 

2.90 
2.60 

2.30 

2.07 

5.6 
7.1 

8.4 

9.0 

2088-813-544 N/A N/A N/A 

 

PUMP USED 

FOR DE-ICING 

AND ROW 

CROP SPRAY 
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PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

2088-343-170 

FRONT ADAPTOR PUMP WITH 

ELECTRICAL PACKAGE: 

VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 
¼” FPT ADAPTOR MOUNTED ON 

SWITCH PORT,  

BUILT-IN ON/OFF POWER 
SWITCH,  

FUSE HOLDER PRE-WIRED w/2-

WIRE MOLDED CONNECTOR,  
NO DEMAND SWITCH 

3.3 50 

1/2” 

MSPT* - 

MALE 

9.1 

2088-343-500 

FRONT ADAPTOR PUMP: 

VITON® VALVES, 
SANTOPRENE® DIAPHRAGM, 

¼” FPT ADAPTOR MOUNTED ON 

SWITCH PORT,  
NO DEMAND SWITCH 

3.3 50 

1/2” 

MSPT* - 
MALE 

10.1 

 

*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

 

2088 SERIES DIAPHRAGM PUMP 

No Control Pumps 12 VDC  

FEATURES 

 Self-priming up to 12 vertical feet  

 Chemical-resistant materials  

 Can run dry without damage 

 Built-in check valve (varies by model) prevents back flow of fluid into the solution tank 

 

SHURflo 2088 Series diaphragm pumps deliver reliable performance in high flow, moderate 

pressure applications. They are used in a variety of spraying and transferring applications that 

require flows of up to 3.3 GPM. They are available in a variety of chemical-resistant materials. 

They can be mounted in any position and are designed for easy maintenance. 

MODEL PSI GPM AMPS 

2088-343-170 

10 

30 
40 

50 

3.00 

2.38 
3.14 

1.86 

5.0 

7.5 
8.3 

9.1 

2088-343-500 

10 

30 

40 

50 

2.79 

2,26 

1.99 

1.69 

5.8 

8.3 

9.3 

10.1 

 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

2088-514-500 

STANDARD BYPASS PUMP: 

SANTOPRENE® VALVES, 

SANTOPRENE® DIAPHRAGM, 

45 PSI BYPASS PUMP 

4.0 45 
1/2” 

MSPT* - 

MALE 

13.0 

 

*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

 

2088 SERIES DIAPHRAGM BYPASS PUMP 

Bypass Pump 12 VDC  
FEATURES  

 Self-priming up to 12 vertical feet  

 Chemical-resistant materials  

 Can run dry without damage 

 Continuous duty motor (fin-cooled version only) 

 Built-in check valve (varies by model) prevents back flow of fluid into the solution tank 

 

SHURflo 2088 Series diaphragm pumps deliver reliable performance in high flow, moderate 

pressure applications. They are used in a variety of spraying and transferring applications that 

require flows of up to 4.0 GPM. They are available in a variety of chemical-resistant materials. 

They can be mounted in any position and are designed for easy maintenance. 

MODEL PSI GPM AMPS 

2088-514-500 

10 
20 

30 

40 
50 

3.5 
3.2 

2.5 

1.6 
0.6 

8.0 
9.5 

11.0 

11.6 
13.0 
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PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

2088-474-144 

STANDARD DEMAND PUMP: 

SANTOPRENE®VALVES, 

SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.0 40 

1/2” 

MSPT* - 
MALE 

2.71 

2088-573-534 

PREMIUM DEMAND PUMP w/    

E-COAT MOTOR: 

SANTOPRENE®VALVES, 
SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.6 40 

1/2” 

MSPT* - 
MALE 

4.5 

2088-574-434 

STANDARD DEMAND PUMP: 

SANTOPRENE®VALVES, 
SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.2 45 

1/2” 

MSPT* - 

MALE 

4.0 

 
*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

 

2088 SERIES DIAPHRAGM PUMP 

Automatic-Demand Pumps 24 VDC  
FEATURES  

 Self-priming up to 12 vertical feet  

 Chemical-resistant materials  

 Can run dry without damage 

 Built-in check valve (varies by model) prevents back flow of fluid into the solution tank 

 

SHURflo 2088 Series diaphragm pumps provide the same reliability as the 12 VDC versions, 

except in a 24 VDC capacity. They are ideal in industrial applications that require flow rates up 

to 3.6 GPM with low amp draw. They are used in a variety of spraying and transferring 

applications. They are available in a variety of chemically resistant materials. These 24 VDC 

pumps are ideal for off road or road maintenance equipment applications. 

MODEL PSI GPM AMPS 

2088-474-144 

10 

20 
30 

40 

2.80 

2.25 
1.75 

1.25 

2.41 

2.63 
2.73 

2.71 

2088-573-534 

10 

20 

30 

40 

3.17 

2.92 

2.63 

2.34 

3.1 

3.6 

4.1 

4.5 

2088-574-434 N/A N/A N/A 

 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

2088-394-144 

STANDARD DEMAND PUMP w/ 6’ 

POWER CORD: 

VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.0 45 
1/2” 

MSPT* - 

MALE 

.70 

2088-394-154 

STANDARD DEMAND PUMP: 

VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.2 45 

1/2” 

MSPT* - 
MALE 

.98 

2088-594-144 

STANDARD DEMAND PUMP w/ 6’ 

POWER CORD: 

SANTOPRENE® VALVES, 
SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.0 45 

1/2” 

MSPT* - 
MALE 

.70 

2088-594-154 

STANDARD DEMAND PUMP: 

SANTOPRENE® VALVES, 
SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.3 45 

1/2” 

MSPT* - 

MALE 

.85 

 
*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

 

2088 SERIES DIAPHRAGM PUMP 

Automatic-Demand Pumps 115 VAC 
FEATURES  

 Self-priming up to 12 vertical feet  

 Chemical-resistant materials  

 Automatic Demand 

 Can run dry without damage 

 Built-in check valve (varies by model) prevents back flow of fluid into the solution tank 

 

SHURflo 2088 Series diaphragm pumps offer the same reliability as the 12 VDC versions 

except in 115 VAC capacities. They are used in a variety of spot spraying, mini-bulk transfer 

and fertilizer applications that require flows of up to 3.2 GPM. They are available in a variety 

of chemical-resistant materials. 

MODEL PSI GPM AMPS 

2088-394-144 

10 

20 
30 

30 

2.4 

2.2 
1.9 

1.6 

0.55 

0.60 
0.65 

0.70 

2088-394-154 

10 

20 

30 

40 

2.71 

2.41 

2.10 

1.84 

0.65 

0.77 

0.89 

0.98 

2088-594-144 

10 
20 

30 

40 

2.4 
2.2 

1.9 

1.6 

0.55 
0.60 

0.65 

0.70 

2088-594-154 

10 

20 

30 
40 

2.60 

2.34 

2.08 
1.85 

0.58 

0.67 

0.76 
0.85 
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PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

4111-035 

VITON® VALVES 

SANTOPRENE® DIAPHRAGM 

45 PSI DEMAND SWITCH, 
MANIFOLD WITH 5/8” BARB PORTS 

6.25 40 
1/2” MPT 

- MALE 
17.2 

4211-035 
VITON® VALVES 

SANTOPRENE® DIAPHRAGM 

45 PSI DEMAND SWITCH 

6.25 40 
1/2” MPT 

- MALE 
17.2 

94-389-00 MANIFOLD KIT 

 

POWER TWIN PUMP 

Demand Pumps 12 VDC  
FEATURES 

 Up to 6.25 GPM 

 Thermally-protected motor with heat sink 

 Self-priming  

 Quiet, balanced operation 

 Long-life pressure switch 

 Intake/Discharge manifold optional 

 

Take all the performance and features of the time-tested 2088 series, double it, and the result is 

the high-flow Power Twin. Delivers an open flow of 6.25 GPM at a mere 8.7 amps. At 40 PSI 

it delivers 3.5 GPM and draws only 17.2 amps. One of the most efficient high-flow self-

priming pumps available today, the Power Twin is excellent for transferring, light-duty 

spraying, and use as a 1:1 proportioning pump. 

MODEL PSI GPM AMPS 

4111-035 

0 
10 

20 

30 
40 

6.25 
5.7 

5.0 

4.3 
3.5 

8.7 
12.2 

14.5 

16.1 
17.2 

4211-035 

0 

10 

20 
30 

40 

6.25 

5.7 

5.0 
4.3 

3.5 

8.7 

12.2 

14.5 
16.1 

17.2 

 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

2088-564-144 

STANDARD DEMAND PUMP: 

SANTOPRENE® VALVES, 

SANTOPRENE® DIAPHRAGM, 

45 PSI DEMAND PUMP 

3.0 45 

1/2” 

MSPT* - 
MALE 

.55 

 

*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

 

2088 SERIES DIAPHRAGM PUMP 

Automatic-Demand Pump 230 VAC 

MODEL PSI GPM AMPS 

2088-564-144 

10 
20 

30 

40 

2.80 
2.50 

2.20 

2.00 

0.35 
0.45 

0.50 

0.55 

 

FEATURES  

 Self-priming up to 12 vertical feet  

 Chemical-resistant materials  

 Automatic Demand 

 Can run dry without damage 

 Built-in check valve (varies by model) prevents back flow of fluid into the solution tank 

 

SHURflo 2088 Series diaphragm pumps offer the same reliability as the 12 VDC version 

except in 230 VAC capacity. They are used in a variety of spot spraying, mini-bulk transfer and 

fertilizer applications that require flows of up to 3.0 GPM. They are available in a variety of 

chemical-resistant materials. 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

2088-594-500 
WATER DELIVERY PUMP: 

SANTOPRENE® VALVES, 

SANTOPRENE® DIAPHRAGM, 

3.3 40 

1/2” 

MSPT* - 

MALE 

0.85 

 

*1/2” – 14 NATIONAL AMERICAN STRAIGHT PIPE THREAD 

 

2088 SERIES DIAPHRAGM PUMP 

Water Delivery Pump 115 VAC 

MODEL PSI GPM AMPS 

2088-594-500 

10 

20 
30 

40 

2.65 

2.30 
2.00 

1.80 

0.6 

0.7 
0.8 

0.85 

 

Water Delivery Pump ONLY 

No Internal Bypass 

No Automatic Demand 
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PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

SLV10-AA40 

DEMAND PUMP: 

VITON® VALVES, 

SANTOPRENE® DIAPHRAGM, 

40 PSI DEMAND SWITCH, 

INTEGRAL ON/OFF SWITCH 

INCLUDED 

1 40 3/8” BARB 2.5 

SLV10-AA41 

DEMAND PUMP: 

VITON® VALVES, 
SANTOPRENE® DIAPHRAGM, 

40 PSI DEMAND SWITCH 

 

1 40 3/8” BARB 2.5 

 

 

 

SLV SERIES DIAPHRAGM PUMP 

Demand Pumps 
FEATURES  

 Automatic Demand; 25 PSI on/ 40 PSI 

 Self-Priming up to 2.5 vertical feet 

 Long-life pressure switch 

 Thermally-protected ball bearing motor with splash-proof housing 

 Internal fan radiates heat; external heat sink not required 

 Integral on/off switch optional 

 

The SHURflo SLV is ideal for low volume, intermittent-duty applications requiring a compact pump with low power consumption. Unique design has no 

metals in the fluid path for maximum chemical resistance. Pump features include automatic demand operation elastomers that handle a wide variety of 

chemicals. Perfect for low volume spraying and transfer. Cost effective yet with high performance and reliability; the SLV offers tremendous value.  

MODEL PSI GPM AMPS 

SLV10-AA40 

3 
 10 

20 

30 

0.90 
0.73 

0.62 

 0.49 

1.8 
2.1 

2.3 

2.5  

SLV10-AA41 

3 

 10 

20 
30 

0.90 

0.73 

0.62 
 0.49 

1.8 

2.1 

2.3 
2.5  

 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 
PORT SIZE 

MAX 

DRAW 

3000-350 
PREMIUM  

FLEX-VANE 12 VDC PUMP. 
2.5 15 

3/4” MGHT 
& 

3/8” FPT 

7.5 

 

 

 

MODEL PSI 

DISCHG. 

FEET OF 

HEAD 

GPM AMPS 

3000-350 

0 

5 

10 

0.0 

11.5 

23.0 

3.8 

3.4 

2.5 

6.5 

7.1 

7.4 

 

3000 SERIES FLEXIBLE IMPELLER PUMP 

12 VDC 
FEATURES  

 Self-priming to 7.5 vertical feet  

 Maximum head of 28 feet (12 PSI) 

 Liquid temps from 40° F to 185° F 

 Thermal overload protection 

 Stainless steel shaft 

 BUNA-N impeller and lip seal 

 Built-in reverse switch and 8 foot cable with battery clips 

 

A variety of uses for these pumps has been made possible by the use of a Buna impeller for applications in pumping water to changing oil in cars, trucks, 

farm equipment and machinery. Pumps incorporate thermal overload protection. The premium model includes a built-in 3 position switch to simplify flow 

reversal. Dual ports, 3/4" male garden hose and 3/8" NPT (F).Not intended for use with flammable liquids or in flammable environments. 

PART 

NUMBER 
DESCRIPTION 

MAX 

GPM 

MAX 

PSI 

PORT 

SIZE 

MAX 

DRAW 

100-000-21 
12 VDC MODEL 

WITH MOTOR INCLOSURE,  
BUNA LIPSEAL 

1.0 15 
3/8” HOSE 

BARB  
2.4 

 

 

 

MODEL PSI GPM AMPS 

100-000-21 

5 

10 

15 

.70 

.30 

0 

1.7 

2.0 

2.4 

 

100 SERIES PUMP 

12 VDC 
FEATURES  

 Small size 

 Easy installation 

 Unique design eliminates valves 

 

Compact, rugged and reliable, the 100 is a positive displacement pump for flooded inlet, low volume, and low pressure applications. Perfect where a 

low volume fill pump is needed, the unique wobbler design has no valves, and can pump a wide range of chemicals and fluids. Available in 12 VDC 

and 24 VDC. Pump must be mounted below the supply tank to prime. Not for applications that require dry running. 
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PART NUMBER DESCRIPTION MAX GPM MAX PSI 

477-400-01 SANTOPRENE AIR OPERATED PUMP 10 100 

477-400-02 VITON AIR OPERATTED PUMP 9 100 

 

477 SERIES DOUBLE DIAPHRAGM PUMP 

Air-Driven 

FEATURES 

 Displacement: 3.04 Ounces per Stroke 

 Flow Rate: 9 Gallons per Minute Max 

 Power Source: CO2, Nitrogen, or Compressed Filtered Air 

 Operating Pressure: 40 PSI Min – 100 PSI Max 

 Temperature Limits: 34°F - 120°F 

 Suction Lift: 25 Inches Hg (Not intended for extended dry run) 

 Particulate Passage: .125 in. round soft particulates max 

 Weight: 2.5 Lbs. 

 Fittings: 1/2” and 3/4” Barb (2 of each) 

 

PART NUMBER DESCRIPTION MAX GPM MAX PSI 

9700B 12V CENTRIFUGAL PUMP 19 7 

 

AQUA-TIGER MODEL 9700B 

FEATURES 

 12-volt DC motor drive 

 Port Sizes: ¾” NPT inlet, ¾” NPT outlet 

 Max. fluid temperature: 140°F 

 Housing: bronze 

 Impeller: bronze 

 Weight: 6 lbs. 

 Seal: lip-type Viton 

 

PART NUMBER DESCRIPTION MAX GPM MAX PSI PORT SIZE 
MAX 

DRAW 

5059-1311-D011 5 GPM AUTOMATIC DEMAND PUMP 5.3 60 1/2” NPSM* 17.0 

*1/2” – 14 American National Standard Straight Pipe Thread 

5059 SERIES DIAPHRAGM PUMP 

5 GPM Automatic-Demand Pumps 12 VDC 
FEATURES 

 Delivers 5 GPM free flow - 3.8 GPM at 40 PSI with current draw of 13 amps 

 • Field-proven pump head design 

 • Driven by a 12-volt, continuous-duty, sealed motor 

 • Self-priming capabilities, up to 8 feet  

 •Santoprene diaphragm for chemical resistance and maximum life 

 •Viton valves provide maximum chemical resistance 

 • Built-in pressure switch, set at 60 PSI, protects the pump in the event of dead-

heading 

 • Available in the same footprint as other SHURflo pumps, allowing users to 
upgrade to a higher performance on existing installations 

 

MODEL PSI GPM AMPS 

9700B 

2 
3 

4 

5 
6 

7 

16.9 
14.0 

12.5 

10.0 
6.5 

2.7 

5.3 
5.0 

4.9 

4.9 
4.1 

3.7 

 

MODEL PSI GPM AMPS 

5059-1311-D011 

0 
10 

20 

30 

40 

50 

60 

5.3 
4.7 

4.3 

4.1 

3.8 

3.6 

3.4 

6.5 
9.0 

11.8 

12.4 

14.0 

15.4 

17.0 
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PART NUMBER DESCRIPTION MAX GPM MAX PSI 

166-200-36 VITON® VALVES & DIAPHRAGM 0.6 30-60 

166-200-56 EPDM VALVES AND DIAPHRAGM 0.6 30-60 

 

166 SERIES DIAPHRAGM PUMPS 

Air-Driven 

FEATURES 

 2 chamber dual diaphragm 

 Positive displacement 

 On-demand operation 

 Chemical-resistant polypropylene body 

 30 to 60 PSI 

 

The SHURflo 166 air-operated demand pumps employ a dual diaphragm design, with a 

patented fast action switching mechanism allowing for consistent flow and pressure. They are 

built for the toughest pumping applications and are available in a variety of elastomers that 

allow them to be compatible with most caustic or acidic fluids. Ideal for chemical transfer, 

liquid fertilizer injection and agricultural spraying. 

ACCUMULATOR TANK, HEAT SINK 

SHURFLO™ BOWL STYLE STRAINERS 

PART NUMBER DESCRIPTION 

181-101 

ACCUMULATOR TANK: 24 oz. TOTAL 

COMPACITY (LIQUID & AIR),  

PRE-PRESSURIZED TO 20 PSI,  
(0-100 PSI RANGE OF ADJUSTMENT), 

SANTOPRENE® BLADDER, 

 MOUNTING BRACKET.  
1/2” FPT PORTS,  

NSF APPROVED 

34-007 
5” HEAT SINK TO ASSIST COOLING IN 

CONTINOUS-DUTY APPLICATIONS 

34-006 
3” HEAT SINK TO ASSIST COOLING IN 

CONTINOUS-DUTY APPLICATIONS 

 

PART NUMBER DESCRIPTION 

255-213 
50 MESH SCREEN, 1/2” MPT INLET x 1/2” 

FPT OUTLET, EPDM O-RING 

255-323 
50 MESH SCREEN, 1/2” HOSE BARB INLET 

x 1/2” FPT OUTLET, EPDM O-RING 

255-613 
50 MESH SCREEN, 1/2” MPT INLET x 1/2” 

FPT OUTLET, VITON O-RING 

 

PART NUMBER DESCRIPTION 

94-178-01 3/8” POLY HOSE BARB ELBOW INLET FITTING FOR 166 PUMPS  

94-178-03 3/8” HOSE BARB STAIGHT INLET FITTING FOR 166 PUMPS 
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PART NUMBER DESCRIPTION 

JDS-10 12 VOLT, 10 AMP VARIABLE SPEED CONTROLLER 

 

SHURFLO PUMP CONTROLLER FOR VARIABLE FLOW OUTPUT 

FOR ALL 12 VOLT PUMPS AND 12 VOLT SYSTEMS  

PART NUMBER DESCRIPTION 

99019281 2-1/2” FACE ¼” MPT 0-60 P.S.I. 

99019282 2-1/2” FACE ¼” MPT 0-100 P.S.I. 

99019284 2-1/2” FACE ¼” MPT 0-400 P.S.I. 

GG604 4” FACE ¼” MPT 0-60 P.S.I. 

 

GLYCERINE FILLED GUAGES 

PART NUMBER DESCRIPTION 

234-2916 1/2” FPT WINGNUT x 3/8” SWIVEL HOSE BARB STRAIGHT 

234-2926 1/2” FPT WINGNUT x 1/2” SWIVEL HOSE BARB STRAIGHT 

234-2936 1/2” FPT WINGNUT x 5/8” SWIVEL HOSE BARB STRAIGHT 

234-2946 1/2” FPT WINGNUT x 3/4” SWIVEL HOSE BARB STRAIGHT 

 

SWIVEL WINGNUT STRAIGHT 

PART NUMBER DESCRIPTION 

234-3916 1/2” FPT WINGNUT x 3/8” SWIVEL HOSE BARB ELBOW 

234-3926 1/2” FPT WINGNUT x 1/2” SWIVEL HOSE BARB ELBOW 

234-3936 1/2” FPT WINGNUT x 5/8” SWIVEL HOSE BARB ELBOW 

234-3946 1/2” FPT WINGNUT x 3/4” SWIVEL HOSE BARB ELBOW 

 

SWIVEL WINGNUT ELBOW 

PART NUMBER DESCRIPTION 

244-2356 1/2” FPT WINGNUT x 3/4” SWIVEL MALE GARDEN HOSE THREAD STRAIGHT 

 

SWIVEL WINGNUT STRAIGHT 
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PUMPS 

PART NUMBER DESCRIPTION 

200PH-5 2" Polypropylene Pump w/ 5.5HP Honda Engine w/ Oil Alert 

 

MOTOR FEATURES 

 CAST IRON CYLINDER SLEEVE 

 HEAY DUTY FLYWHEEL 

 OVERHEAD VALVE 

 HIGH OIL FILL 

 OIL GUARD LOW OIL SENSOR 

 BREATHER THROUGH AIR CLEANER 

 GAS DRIVEN 

 SELF PRIMING 

PART NUMBER DESCRIPTION 

SS415BX731 12 VDC DIAPHRAGM PUMP 

 

PART NUMBER DESCRIPTION 

700C PUMP ONLY FOR SINGLE PHASE MOTOR 

 

FEATURES 

 Rugged bronze Construction 

 Quiet Operation 

 O-Ring housing seal eliminates gasket problems 

 Wide Hydraulic Range - Four Impeller sizes 

 Handles contaminated liquids 

 Discharge port orientation flexibility - 8 positions 

 Mechanical Seal - Carbon/Ceramic 

 Pump heads mount to standard footed NEMA 56J Jet Pump Motors 

 Shafts: 416 Stainless 

 Multiple motor options available 
 

12VDC Electric Diaphragm Pump with reciprocating, spring driven configuration that maintains constant pressure 

regardless of load.  Pump automatically goes neutral when the end of hose valve is shut off.  Glass-reinforced 

polypropylene pump housing provides integrity and excellent material compatibility inside and out.  Motor is UL 
listed, non-explosion proof. 

Santoprene Diaphragms, EPDM Elastomers and 2" bung integral to the inlet.  Pump/motor only. 

 12Volt DC Motor 

 Santoprene Diaphragms 

 EPDM Seals 

 Glass-filled Polypropylene Housing 

 Thermal overload protection 

 13gpm 

 15psi 

 130 Degree F max temperature 

 10ft Suction Lift 

 Up to 0.1" diameter solids 

 2" bung integral to inlet 

 

 

PUMP FEATURES 

 PRECISION MOLDED CONSTRUCTION 

 CORROSION RESISTANT 

 LOW MAINTENANCE 

 LIGHTWEIGHT 

 SUPERIOR DESIGN 

 EPDM STANDRD (FKM VITON STYLE AVAILABLE) 
190 GALLONS PER MINUTE 

PUMP FEATURES 

 HIGH STRENGTH POLYPROPELENE 

 CORROSION RESISTANT 

 LIGHTWEIGHT- PORTABLE 

 HIGH PERFORMANCE IMPELLERS 

PART NUMBER DESCRIPTION 

300PH-6 3" Polypropylene Pump w/ 6.5HP Honda Gas Engine & 3/4" Shaft 

 

APPLICATION 

 AGRICULTURE PUMP 

 CONTRACTOR PUMP 

 EMERGANCY USE: FIRES & FLOODS 

300 GALLON PER MINUTE 

MORE PUMPS AVAILABLE, 

PLEASE CALL 1.800.706.5060 

SO WE CAN FIT A PUMP TO YOUR NEEDS 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
50 

 

 

  

MP PUMPS 

PART NUMBER DESCRIPTION 

35322 FRX 75-SP ¾” x ¾” SELF PRIMING CENTRIFUGAL PUMP 

 

FEATURES 

 Suction and Discharge: 3/4" NPT x 3/4" NPT 

 Materials of Construction: 316 stainless steel 

 Flow: Up to 21 GPM  

 Head Feet: Up to 23'  

 Impeller: 316 stainless steel semi-open  

 Motor: ISO 8846 motor available  

 Drive Options:  Close coupled 115V AC  
Close coupled 12V DC  

Close coupled 230V AC  

Close coupled 24V DC 

 Seal: Special seals upon request  

 Standard - carbon / ceramic / Viton 

 Applications:  Agricultural 

Commercial 
Industrial 

Marine 

OEM 

 

 

PART NUMBER DESCRIPTION 

34141 FRX 75 ¾” x ¾” END SUCTION CENTRIFUGAL PUMP 

 

FEATURES 

 Suction and Discharge: 3/4" NPT x 3/4" NPT 

 Materials of Construction: 316 stainless steel 

 Flow: Up to 28GPM  

 Head Feet: Up to 38'  

 Impeller: 316 stainless steel  
        Semi-Open (sintered PM) 

 Motor: ISO 8846 motor available  

 Drive Options:  Close coupled 115V AC  

Close coupled 12V DC 

Close coupled 230V AC  

Close coupled 24V DC 

Close coupled 32V DC 

 Seal: Special seals upon request  

 Standard - carbon / ceramic / Viton 

Carbon / Ceramic / Viton bellows 150 PSI 

 Applications:  Agricultural 

Commercial 
Industrial 

Marine 

OEM 
Transportation 

 

 

MP OFFERS: 

 HYDRAULIC DRIVEN, ENGINE DRIVEN, AND PEDESTAL MOUNT 

 FLOWMAX, SERIES, CHEMFLOW AND FRX 

 PETROLMAX 

o PO SERIES / SP SERIES (HANDLE DIESEL FUEL, BIODESEL, AND FUEL OIL) 

o PG SERIES / SG SERIES (HANDLE KEROSENE, JET FUEL A/B, AND GASOLINE) 

o PE SERIES / SE SERIES (HANDLE ETHONOL AND E85) 

 

Please call for more information. 
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CLEANLOAD CHEMICAL EDUCTOR 

For Safe Loading of Chemicals into Spray Tanks  

FEATURES 

 The Cleanload is a self-contained eduction system which 

allows the operator to mix liquid and dry chemicals safely 
and quickly 

 All crop protection chemistry is mixed at ground level, 
ensuring the safety of both the operator and the environment 

 316 stainless steel venturi provides the highest eduction 
rate, as fast as 1 gallon per second, and durability against 

all chemicals 

 Available in a range of hopper capacities suited to your 
application 

o 4.5 gallon versions provide convenient loading 

capabilities in a compact configuration 
o 5.5 gallon versions are our most compact 

full-feature models and will hold a full 20-35 pound 

bag of dry material 
o 7 gallon versions feature a wider 16-inch lid, hold 

a full 51 lb. bag of dry material, and will rinse large 

20-liter (5.2gal) jugs 

 Equipped with tank rinse, designed to completely wash the 

Cleanload hopper 

 Ideal for nurse tank applications when floor mounted, using 

optional base frame bracket 

 Optional suction lance allows the operator to educt bulk 

liquid and dry chemicals (wettable powders, dry flowables 
and water-dispersible granules) from large containers 

without secondary handling 

 ProClean™ bottle rinse (see page 44) 
allows operator to triple rinse chemical containers on-site 

(05T5, 05T7 models only) 

 Eductor inlet and outlet ports are flynut-ready, offering a 

wrench-free connection of hoses for easy installation and servicing 

PART NUMBER 
INLET BALL 

VALVE 
HOPPER SIZE TANK RINSE STYLE 

BOTTLE 

RINSE 

SUCTION 

LANCE 

3375P-05T4 YES 4.5 GALLONS 
TANK CAN NE IN OPERATION WHILE LID IS OPEN FOR 

COMPLETE RINSING OF DRY CHEMICALS 
NO NO 

3375P-05T5 YES 5.5 GALLONS ROBUST TANK RINSE SYSTEM ATTACHED TO THE LID 
FOR COMPLETE RINSING OF DRY CHEMICALS 

YES YES 

3375P-05T7 YES 7.0 GALLONS YES NO 

 

PRESSURE & REQULATOR 

REQUIREMENTS 

EDUCTOR RATES (SECONDS / GALLONS) 

TANK  SUCTION LANCE 

INLET PRESSURE 

(PSI) 

REQUIRED FLOW 

(GPM) 

1-1/2”  

OUTLET HOSE 

1-1/4”  

OUTLET HOSE 

1-1/2”  

OUTLET HOSE 

1-1/4”  

OUTLET HOSE 

20 30 3.6 7.7 6.7 ---- 

30 35 2.3 4.6 4.3 6.9 

40 40 1.8 3.4 3.3 5.0 

50 45 1.5 2.8 2.9 4.0 

60 50 1.3 2.3 2.6 3.5 

70 54 1.1 2.0 2.4 3.1 

80 57 1.0 1.8 2.3 2.9 

90 61 1.0 1.7 2.2 2.7 

100 64 0.9 1.6 2.2 2.6 

 

PART NUMBER  DESCRIPTION 

SUCTION LANCE 

3430-0594 
 

SNAP-IN ATTACHMENT FOR THE REMOTE LOADING OF BULK 

CHEMICAL CONTAINERS (05T5 MODELS ONLY) 

BASE KIT  
3430-0596 

 QUICKLY BOLTS ONTO CLEANLOAD FRAM FOR FLOOR MOUNTING 

 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
52 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

PROCLEAN™ HIGH PERFORMANCE TANK & CONTAINER WASH NOZZLES 

PHOTO REFERENCE PART NUMBER DESCRIPTION 

A & B PC1/2-36075-PV PROCLEAN™ CONTAINER WASH NOZZLE & VALVE 

A PC1/2F-36075 PROCLEAN™ CONTAINER WASH NOZZLE 

B PV1/2F1/2M-MA PROCLEAN™ PUSH VALVE ASSEMBLY 

C PC1/2F-235120 PROCLEAN™ TANK WASH NOZZLE 

 

SRS-600 PROPACK™ 

Rechargeable Electrical Backpack Sprayer  
The ProPack is a battery-powered backpack sprayer designed for professional 

spraying. The ProPack utilizes an electric pump that allows applicators to 
spray continuously without manual pumping and provides constant spray 

pressure for consistent spray applications. The pump and battery are managed 

by a microprocessor that maximizes spray time and offers four pump speeds 
for various spray needs. The adjustable nozzle offers the ability to spray from 

a fine mist to a high volume stream. The ProPack tank is designed for 

comfort with a breathable back pad and thick shoulder pads. 

Features: 

 4 gallon tank 

 120 gallons (454 liters) of spray per charge 

 4 speed pump control 

 Variable pattern nozzle 

 Comfort designed back and shoulder pads 

Specifications: 

Pump and Control 

 12 volt DC 

 1.0 gpm max 

 Polypropylene pump body 

 Viton valves 

 Santoprene diaphragm 

 40 psi demand switch 

 Status lamp indicates power, blinks when chargeis needed 

Battery and Charger 

 12-volt sealed lead acid battery 

 7.0 Amp/hour 

 Charger input: 

o 120 volt, 60 Hz 
o 230 volt, 50 Hz 

 Charger output: 
o 12 volt DC, 1.0 amp 

Tank 

 4.0 US gallons (15.1 litres) Polyethylene 

Spray Hose 

 Reinforced/Braided PVC 

Spray Wand 

 All Polypropylene with an adjustable cone nozzle 

PART NUMBER DESCRIPTION 

94-534-00 SHOULDER HARNESS KIT 

94-536-00 COMPLETE BATTERY PACK ASSEMBLY 

94-537-00 WALL CHARGER AND CABLE 

94-538-00 COMPLETE PUMP ASSEMBLY WITH INLET AND OUTLET HOSES AND HARDWARE 

94-539-00 PCB WITH WIRE HARNESS 

94-541-00 TANK ONLY 

94-542-00 SPRAY WAND WITH HOSE CLAMP AND INLINE STAINER 

94-543-00 PUMP COVER AND MOUNTING SCREWS 

94-544-00 SPRAY HOSE AND HARDWARE 

 

PART NUMBER DESCRIPTION 

SRS-600 
PROPACK RECHARGABLE ELECTRICAL 

BACKPACK SPRAYER 

 

PROPACK™ PARTS LIST 
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N3000LR (SYRUP/ SAP) 

      FEATURES 
• Bronze corrosion resistant castings 

• Special cast bronze helical gears for quiet operation  

• Stainless steel shafts & fasteners 

• Synthetic braided compression packing (with Teflon®dispersion) is standard 

• Optional lip seals are available 

• Positive displacement flow 

 • Bronze bearing surfaces with grease fittings 

      N4000L (SYRUP/ SAP) 

      FEATURES 
• Bronze corrosion resistant castings 

• Special cast bronze helical gears for quiet operation 

• Stainless steel shafts & fasteners                                               

• Synthetic braided compression packing (with Teflon®dispersion) is standard 

• Optional lip seals are available 

• Positive displacement flow 

         • Bronze bearing surfaces with grease fittings 

 

    N4000LR (SYRUP/ SAP)  

      FEATURES 
• Bronze corrosion resistant castings 

• Special cast bronze helical gears for quiet operation 

• Stainless steel shafts & fasteners  

• Synthetic braided compression packing (with Teflon®dispersion) is standard 

• Optional lip seals are available 

• Positive displacement flow 

  • Bronze bearing surfaces with grease fittings 

               S4000L (FOOD GRADE)   

  FEATURES 
• Rugged Investment Cast Stainless Steel Housing  

• Drop-in replacement for N4000L  

• Fully "Biofood" grade 

• Taylored to serve Maple Syrup Filter Press applications. 

• Graphitized Silicon Carbide Sleeve Bearings 

• Hardened Stainless Steel Shafts 

• Stainless Steel Gears 

    • Viton Cover O-ring 

   • Lubrication Fittings    

  • Synthetic braided compression packing with teflon dispersion   

 

 

 

 

OBERDORFER PUMPS 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
54 

 

 

 

 

N7000L (SYRUP/ SAP) 

FEATURES 
• Bronze corrosion resistant castings 

• Special cast bronze helical gears for quiet operation 

• Stainless steel shafts & fasteners  

• Synthetic braided compression packing (with Teflon®dispersion) is standard 

• Optional lip seals are available 

• Positive displacement flow 

 • Bronze bearing surfaces with grease fittings 
  

 N7000LR (SYRUP/ SAP) 

      FEATURES 
• Bronze corrosion resistant castings 

• Special cast bronze helical gears for quiet operation 

• Stainless steel shafts & fasteners  

• Synthetic braided compression packing (with Teflon®dispersion) is standard 

• Optional lip seals are available 

• Positive displacement flow 

 • Bronze bearing surfaces with grease fittings 

N9000L (GREASE, LUBE, OILS) 

      FEATURES 
• Bronze corrosion resistant castings 

• Special cast bronze helical gears for quiet operation 

• Stainless steel shafts & fasteners 

• Synthetic braided compression packing (with Teflon® dispersion) is standard 

• Optional lip seals are available 

• Positive displacement flow 

  • Bronze bearing surfaces with grease fittings 

 N992R(GREASE, LUBE, OILS, DE-ICER) 

 

FEATURES 
• Compact design eases installation and use in limited space areas. 

• Construction is bronze and stainless steel wetted components. 

• Close tolerance design allows for consistent performance. 

• Self-Lubricating Bearings                                           

• Complete Units Available                      
• Slotted Motor Base                                  
• Permanent Magnet Rigid Base Motors 

 

OTHER APPLICATIONS FOR THESE PUMPS INCLUDE:  

TRANSFER PUMP FOR DISEL FUEL, LUBE OILS; PRESSURE PUMP FOR DECK WASHDOWN, CLEANING 

BOUYS & AUXILIARY STEERING PUMPS FOR BARGES 

 

OBERDORFER PUMPS 

VARIABLE SPEED DRIVES AVAILABLE 
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MICRO TRAK CONTROLS 

PART NUMBER DESCRIPTION 

01514 2” FLANGED FLOW METER 

 

MICRO-TRAK 2” Flanged Flow Meter 

 Glass-filled nylon 

 Rating: 10 to 100 GPM (38 to 380 lpm) 

 175 PSI (13-bar) max 

The MT-2405F II offers 5 Boom Control that provides the target application rate in one display, the second display allows the 

option to select between several monitored display functions: speed, distance, tank level, flow rate per minute and area per hour 

plus 3 separate gallon counters and acre counters with independent resets. 

NEW FEATURES! 

 Designed for use with existing boom control switches 

 Custom harness kits available to update manual sprayer control systems 

STANDARD FEATURES 

 On-the-go rate adjustment  

 New dual display readout provides uninterrupted application rate numbers  

 Heavy-duty console with built-in boom controls for up to 5 separate boom sections  

 Flash memory for simple customization 

 Built-in capability for future VRA  

 Records area and volume in 3 independent counters so individual jobs can be tracked  

 Tank counter shows amount remaining in tank  

 Enhanced reliability, precision and accuracy  

 Push-button auto/manual feature for spot treatments  

 Minimum flow feature to ensure proper application pattern as ground speed slows to extremes  

 Precise rate control regardless of field conditions  

 Flow based control  

 Controls electric and hydraulic valves/motors  
 

 PART NUMBER DESCRIPTION 

01226 MT-2405F SPRAY CONSOL 

 

PART NUMBER DESCRIPTION 

01425 ASTRO 5 GPS SPEED SENSOR 

 

The Astro GPS Speed Sensors are a direct replacement for magnetic wheel speed sensors or radar guns and can interface to 
most brands of monitors and controllers. 

The magnetic mount bracket is standard and allows for quick installation and easy transfer from one vehicle to another. 

Optional mount kits are available. 
Not affected by crop canopies or adverse ground conditions. 

Improve productivity and efficiency! 

 

PART NUMBER DESCRIPTION 

17140 1-1/2” FLANGED SERVO VALVE 

 

MICRO-TRAK 1-1/2” Flanged Servo Valve 

 Glass-filled nylon 

 150 PSI (10-bar) max 

PART NUMBER DESCRIPTION 

01590 ROADMASTER 

 

The RoadMaster is an electronic control system that can help you operate more cost-effectively by providing the 
information you need to maintain proper application rates of liquid de-icer, anti-icing chemicals, and dust 

control. 

 Four Operating Modes 

 Built-in VRA/AVL Communications 

 Extensive Downloadable Data List 

 Keylock Switch 

 Built-in Alarm Messages 

 Emergency Stop 

 

BEST SELLER 
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FLOW METERS 

PART NUMBER DESCRIPTION 

FM-1100 PUMP MOUNTED METER KIT – 1” MNPT INLET & OUTLET 

FM-1100i INLINE METER KIT – 1” FNPT INLET & OUTLET 

 

The FM-1100 Series Electronic Flow Meter is designed for accurate and easy measuring of transferred chemicals. The 
FM-1100 Series Flow Meter is an integral component for a complete bulk chemical transfer system. 

 Accurate nutating disk design 

 Large LCD display makes meter reading easy from a distance 

 Simple calibration steps and control button layout 

 Long-life lithium battery 

 Easy-to-service electronics and batteries 

 Available in pump-mounted and hose-end configurations 

PART NUMBER DESCRIPTION 

901N1.5 1 ½” NICKLE PLATED MECHANICAL FLOW METER 

 

PART NUMBER DESCRIPTION 

FM100 1” FULL PORT FNPT FLOW METER 

MFM100 1” FULL PORT MANIFOLD FLOW METER 

MFM220 2” FULL PORT MANIFOLD FLOW METER 

MFM300 3” FULL PORT MANIFOLD FLOW METER 

NOTE: IT IS RECOMMENDED TO HAVE AT LEAST 24 INCHES OF STRAIGHT PIPE 

BEFORE AND AFTER THE FLOW METER 

FEATURES: 

 Displays overall total volume & batch total volume! 

 Flow rate allows for Gallons of Liters Per Minute 

 The display reads 6 digits for Rate, 8 digits for Total and 1 decimal place reading in tenths 

 Magnetic style meter with stainless steel electrodes 

 Self calibrating meter 

 Measures water and most conductive liquids 

 Easy to change six (6) AA batteries 

 No moving parts to fail during use 

 Glass-reinforced polypropylene 

 Temperature range from 0˚F to 150˚F 

 Accuracy is 99% from 2 to 110 GPM for 1” 

 Accuracy is 99% from 6 to 300 GPM for 2” 

 Accuracy is 99% from 14 to 670 GPM for 3” 

 There are 3 photoeyes located on the face of the flow meter(push & hold for 2-4 seconds) 

The 901N1.5 Mechanical flow meter has a large easy to read display, flow ports can be positioned vertically or 
horizontally, UL/cUL listed, handles fluid of any viscosity. Fill-Rite meters provide precision and durability in a cost-

effective design. The 901N1.5 meter is a 4 wheel mechanical meter designed for transfer pumps with a flow rate of 6 to 

40 GPM. This meter has a 1.5" inlet and outlet. 

 +/- 2% Accuracy 

 UL/cUL, CE Listed 

 6-40 GPM 

 50 PSI 

 1.5" inlet/outlet 

 Large Easy to Read Display 

 NPT Threads 

PART NUMBER DESCRIPTION 

825 PUMP MOUNTED METER KIT – 1” MNPT INLET & OUTLET 

 

 The 825 Series digital chemical meter is designed for both petro chemical and chemical metering, and can handle a wide 
range of flows and compatibilities. This meter is designed for in-line use or mounting to a rotary vane or diaphragm pumps. 

 2-20gpm 

 Pressure to 125psi max 

 -10°F-130°F Temperature range 

 360° positioning display 

 Quick, one step calibration 

 Waterproof, corrosion-resistant 

 Glass-filled Polypropylene housing 

 1 FNPT ports 

 Fluorocarbon seals 

 LCD Display 
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DEF SYSTEMS 

PART NUMBER DESCRIPTION 

VN19MM 19MM POLY DISPENSING NOZZLE W/ 1” FPT INLET 

 

FEATURES 

• Glass filled polypropylene. 
• 304 stainless steel handle, spring and pin. 

• FKM (viton type) rubber parts only. 

• Resists corrosion. 

• 75 P.S.I. Maximum. 

PART 

NUMBER 

DESIG

N 

TYPE 

TANK 

CAPACITY 

(GALLONS) 

BRIMFUL 

CAPACITY 

(GALLONS) 

WIDTH HEIGHT LID FITTING 

VT0300-35 STD 300 300 35” 81” 8” 2” OUTLET WITH SIPHON TUBE 

180- HD 550 560 48” 74” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

183- HD 1100 1100 64” 90 ¼” 18” 2” BOLTED OUTLET WITH SIPHON TUBE 

 

DEF HOSE & FITTINGS 

DEF PUMPS & METERS 

DEF TANKS 

PART NUMBER DESCRIPTION MAX GPM MAX PSI 

D52-966 
1/2” HUSKY 515 POLY DUAL DIAPHRAGM AIR PUMP 

W/ SANTOPRENE FLUID CHAMBER MATERIALS 
15.0 100 

477-400-02 
1/2” & 3/4” POLY DUAL DIPHRAGM AIR PUMP W/ 

VITON FLUID CHAMBER MATERIALS 
9.0 100 

825 
PUMP MOUNTED METER KIT – 1” MNPT INLET & 

OUTLET 
- - 

901N1.5 1 ½” NICKLE PLATED MECHANICAL FLOW METER - - 

 

SEE PAGES 56 - 62 FOR MORE INFORMATION ON HOSE 
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MANUAL “HAND CRANK” STEEL HOSE REEL 

SM SERIES 

 1/2” OR 1” INLET/OUTLET AVAILABLE 

 CAPACITY UP TO 750’ OF 3/8” HOSE 

 STEEL CRANK HANDLE WITH FREE TURNING 

HAND GRIP 

HOSE REEL 

HOSE GUIDE 

STEEL HOSE – GUIDE 

 Keeps hose under control at any angle 

 4 way roller operation 

 Replaceable rollers. PVC, metal or stainless steel 

 Pre-drilled holes, anchor bolts included 

 Easily mounted 

http://www.summithosereels.com/assets/images/hoseguide.jpg
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ALL HOSE CAN BE CUT TO YOUR SPECICFIC LENGTH 

PART NUMBER I.D. x O.D. LENGTH VAC. RATE M.B.R. W.P. WT. EA. 

12012795 1” x 1.34” 100’ 28 in/HG 4.0” 80# 23# 

12012797 1-1/4” x 1.61” 100’ 28 in/HG 5.0” 70# 30# 

12012800 1-1/2” x 1.96 100’ 28 in/HG 6.0” 60# 47# 

12012805 2” x 2.49” 100’ 28 in/HG 9.0” 60# 69# 

12012810 3” x 3.60” 100’ 28 in/HG 12.0” 50# 119# 

12012815 4” x 4.69” 100’ 28 in/HG 17.0” 45# 181# 

 

EPDM RUBBER WITH POLYETHYLENE HELIX (YELLOW) 

Applications: A lightweight, rugged, flexible suction / discharge hose for the agricultural, rental, mining, and construction industries. 

Hose is resistant to herbicides and pesticides, including Lasso and has good flexibility even in cold weather.  

Construction: EPDM with polyethylene helix reinforcement that serves as a scuff strip.  

Temperature Range: -30˚F to 140˚F.  

W.P., M.B.R., and Vac. Rating: Applicable @ 68˚F. 

Assemblies available upon request. 

WARNING: Not for transfer of anhydrous ammonia. For undiluted chemicals, please call for hose recommendations. 

PART NUMBER I.D. x O.D. LENGTH M.B.R. W.P. WT. EA. 

12013590 ¾” x 1.00” 100’ 2.0” 100# 20# 

12015003 1” x 1.25” 100’ 3.0” 90# 26# 

12016506 1-1/4” x 1.515” 100’ 4.0” 70# 32# 

12017006 1-1/2” x 1.81” 100’ 5.0” 70# 45# 

12017502 2” x 2.34” 100’ 7.0” 60# 63# 

12017515 3” x 3.42” 100’ 10.0” 50# 116# 

 

PVC SUCTION HOSE – STYLE K (CLEAR) 

Applications: A PVC suction / discharge hose for water, light chemicals, and pumping service in the agricultural, rental, construction, 

marine, and irrigation industries.  

Construction: A smooth bore hose made of flexible abrasion resistant extruded clear PVC with a rigid PVC helix.  

Temperature Range: -10˚F to 130˚F (under static conditions) 

W.P. and M.B.R. (continuous service): Applicable @ 68˚F  

Assemblies available upon request. 

 

HOSE / TUBING 

PART NUMBER I.D. x O.D. LENGTH VAC. RATE M.B.R. W.P. WT. EA. 

12012960 1-1/4” x 1.60” 100’ 29.8 in/HG 3.0” 100# 34# 

12012962 1-1/2” x 1.87 100’ 29.8 in/HG 3.0” 100# 47# 

12012964 2” x 2.66” 100’ 29.8 in/HG 5.5” 100# 87# 

12012966 3” x 3.86” 100’ 29.8 in/HG 7.0” 85# 205# 

 

ENFORCER- REINFORCED SUCTION/DISCHARGE HOSE (BLACK) 
 

Applications: A reinforced, flexible suction / discharge hose for the agricultural and construction industries. Hose is resistant to 

diluted herbicides and pesticides with good flexibility in sub-zero weather. 

Construction: EPDM tube with polyethylene helix and a high tensile fabric reinforcement. 

Temperature Range: -30˚F to 140˚F. 

W.P., M.B.R., and Vac. Rating: Applicable @ 72˚F. 

Assemblies available upon request. 

WARNING: Not for transfer of anhydrous ammonia. For undiluted chemicals, please call for hose recommendations. 
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PART NUMBER I.D.  LENGTH W.P. WT. EA. 

13026505 1-1/2”  300’ 75# 42# 

13027005 2” 300’ 70# 51# 

 

PVC LAY FLAT DISCHARGE HOSE (BLUE) 

Applications: Discharge hose for water, light chemicals, and pumping service in the agricultural, rental, construction, marine, and 

irrigation industries. Recommended for open-end discharge, connect to the discharge side of the pump system only.  

Construction: Tube / cover are PVC, reinforced with 3 ply polyester yarns, one longitudinal ply and two spiral plies. Both tube / cover 

are extruded simultaneously to obtain maximum bonding.  

Features: Strong, lightweight, non-water absorbing, and mildew proof hose that rolls flat for easy storage. Resistant to oils, grease, 

many chemicals, and acids. 

Temperature Range: -5˚F to 130˚F  

W.P.: Applicable @ 70˚F  

Assemblies available upon request. 

WARNING: Coupling shank type and method of attachment can reduce working pressure of the assembly to less than the hose’s 

maximum working pressure. 

PART NUMBER I.D.  LENGTH W.P. WT. EA. 

13030014 1-1/2”  300’ 150# 63.9# 

13030022 2” 300’ 150# 84.9# 

 

MEDIUM DUTY PVC LAY FLAT DISCHARGE HOSE (BROWN) 

Applications: Discharge hose for water, light chemicals, and pumping service in the agricultural, rental, construction, mining, marine, 

and irrigation industries. Recommended for open-end discharge, connect to the discharge side of the pump system only.  

Construction: Tube / cover are PVC, reinforced with 3 ply polyester yarns, one longitudinal ply and two spiral plies. Both tube / cover 

are extruded simultaneously to obtain maximum bonding.  

Features: Strong, lightweight, non-water absorbing, and mildew proof hose that rolls flat for easy storage. Resistant to oils, grease, 

many chemicals, and acids. 

Flame Resistant: USMSHA IC-150/1  

Temperature Range: -5˚F to 130˚F  

W.P.: Applicable @ 70˚F  

Assemblies available upon request. 

WARNING: Coupling shank type and method of attachment can reduce working pressure of the assembly to less than the hose’s 

maximum working pressure. 

PART NUMBER I.D. x O.D. LENGTH M.B.R. W.P. WT. EA. 

12003485 1” x 1-1/2” 100’ 4.0” 150# 60# 

12003501 1-1/2” x 2” 100’ 8.0” 150# 80# 

12004001 2” x 2.5” 100’ 10.0” 120# 114# 

 

EPDM RUBBER SUCTION HOSE (BLACK) 

Applications: A lightweight and flexible suction / discharge hose for the agriculture and construction industries. Will handle full 

vacuum ratings and pressures up to 150 P.S.I., smooth EPDM tube is adaptable as a material handling, vacuum, or ducting hose. 

Construction: EPDM tube reinforced with synthetic cord and dual spiral helix wire (adds flexibility / crush resistance). EPDM cover 

is resistant to abrasion and rough handling conditions. 

Assemblies available upon request. 

WARNING: Not for transfer of anhydrous ammonia. For undiluted chemicals, please call for hose recommendations. 

 

 

ALL HOSE CAN BE CUT TO YOUR SPECICFIC LENGTH 

HOSE / TUBING 
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ALL HOSE CAN BE CUT TO YOUR SPECICFIC LENGTH 

HOSE / TUBING 

PART NUMBER I.D. x O.D.  LENGTH WT. EA. 

15016000 3/8” x 0.625” 500’ 28# 

15017007 1/2” x 0.75” 500’ 35.5# 

15017503 3/4” x 1.0” 250’ 35# 

 

NON-REINFORCED EVA TUBING (CLEAR) 

Applications: Used in agricultural, lawn, and chemical transfers. Handles common herbicides and insecticide solutions, including 

Monsanto’s LASSO. Used for the application of anhydrous ammonia, aqua ammonia, phosphates, and all liquid fertilizers.  

Construction: Ethyl vinyl acetate plastic tubing. 

Temperate Range:For natural EVA tubing -50˚F to 125˚F  

Features: Good chemical / weather resistance.  

Assemblies available upon request. 

WARNING: Not for transfer of anhydrous ammonia under pressure. Recommended for open-end discharge only. 

 

PART NUMBER I.D. x O.D.  LENGTH W.P. WT. EA. 

15011505 1/4” x 0.438” 300’ 250# 16.8# 

15012501 3/8" x 0.594" 300’ 225# 27.6# 

15013001 1/2" x 0.75" 300’ 200# 40.5# 

15013508 5/8” x 0.875” 300’ 200# 16.2# 

15014008 3/4” x 1.025” 300’ 150# 63.3# 

15014504 1” x 1.312” 200’ 125# 62.4# 

 

REINFORCED CLEAR VINYL TUBING (CLEAR) 

Applications: Use when a clear hose needing reinforcement and higher working pressures is required. Good for applications such as 

air, water and pneumatic lines. 

Construction: Profile formulated to comply with FDA requirements. Clear polyvinyl chloride reinforced with synthetic cord. 

Temperature Range: -20˚F to 150˚F (higher temperatures = lower working pressures) 

Assemblies available upon request. 

WARNING: Not for transfer of anhydrous ammonia.  

PART NUMBER I.D. x O.D.  LENGTH W.P. WT. EA. 

15003006 1/4” x 0.0625” 100’ 50# 3.2# 

15005505 3/8” x 0.125” 100’ 60# 10.3# 

15006005 1/2” x 0.125” 100’ 45# 12.9# 

 

NON-REINFORCED CLEAR VINYL TUBING (CLEAR) 

Applications: Ideal for liquids and also used as sight gauge on storage tanks.  

Construction: Polyvinyl chloride 

Features:A clear, flexible, and lightweight tubing that provides full-flow viewing. 

Benefits: Good to excellent resistance to acids, fair to excellent resistance to alkalies, and excellent resistance to most solvents, except 

ketones, esters, and some aromatic hydrocarbons. 

Assemblies available upon request. 
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ALL HOSE CAN BE CUT TO YOUR SPECICFIC LENGTH 

HOSE / TUBING 

PART NUMBER I.D. x O.D.  LENGTH W.P. WT. EA. 

15010002 3/8" x 0.65" 300’ 600# 40.2# 

15010006 1/2" x 0.79" 300’ 600# 52.8# 

15010009 3/4” x 1.14” 300’ 600# 103.5# 

 

PVC 600# SPRAY HOSE (YELLOW) 

Applications: PVC high pressure spray hose for use with fertilizers, herbicides, and insecticides in agricultural and lawn spray 

service, carpet cleaning, and roof cleaning industries. 

Construction: PVC tube and cover, co-extruded with a single braided synthetic cord. 

Features: Black tube and yellow ribbed non-marking cover, lightweight, flexible / abrasion resistant hose. 

Temperature Range: 25˚F to 150˚F  

W.P.: Applicable @ 68˚F  

Assemblies available upon request. 

WARNING: Not for transfer of anhydrous ammonia. Not for use with aromatic based hydrocarbons (Xylene) 

PART NUMBER I.D. x O.D.  LENGTH W.P. WT. EA. 

10031600 1/4” x 0.5” 500’ 200# 45# 

10031620 3/8” x 0.6875” 500’ 200# 70# 

13001630 1/2” x 0.8125” 500’ 200# 105# 

10031640 5/8” x 0.9375” 500’ 200# 120# 

10031650 3/4” x 1.125” 500’ 200# 160# 

10031660 1” x 1.3906 500’ 200# 220# 

 

EPDM RUBBER SPRAY HOSE (BLACK) 

Applications: Versatile general purpose hose, which is excellent for air and water service as well as many agricultural chemicals 

including LASSO herbicide. The EPDM tube and cover resists heat, sunlight, ozone, and weathering. Exceeds RMA class C medium 

oil resistance requirements.Suitable for applications such as oil mist lubricating air lines, but NOT suitable for the transfer of 

petroleum oils. 

Construction: Closely plied reinforcement of 2 spiral high textile cord provides excellent coupling retention and kink resistance. 

Assemblies available upon request. 

WARNING: Not for transfer of anhydrous ammonia.  

PART NUMBER I.D. x O.D.  LENGTH W.P. WT. EA. 

10060052 3/8" x 0.625" 500' 300# 56# 

10074506 1/2" x 0.750" 500' 300# 77# 

 

PVC SPRAY HOSE (3/8” BLUE) & (1/2” RED) 

Applications: Spray hose for air, water, mild water soluble chemicals and pneumatic lines in the agricultural, rental, and construction 

industries.  

Construction: Tube made of a Black PVC compound; Reinforced with high tensile strength yarn and Cover is made of a PVC 

compound. 

Features: Economical, flexible, lightweight, excellent abrasion resistance, U.V. and weather resistant, Silicone-free core and cover, 

and complies with RMA’s Class B designed for medium/ high oil resistance. 

Temperature Range: 14˚F to 150˚F  

W.P.: Applicable @ 70˚F  

Assemblies available upon request. 
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ALL HOSE CAN BE CUT TO YOUR SPECICFIC LENGTH 

HOSE / TUBING 

PART NUMBER I.D.  LENGTH WT. EA. 

98108804 3/4”  50’ 18.1# 

98108809 3/4" 100’ 35.8# 

 

CONTRACTORS INDUSTRIAL WATER / GARDEN HOSE (BLACK) 

Applications: 100% rubber, heavy duty MGHT x FGHT solid brass couplings and one bend restrictor. 

Benefits: Resists sunlight, abrasion, kinking, and cracking, flexible in freezing temperatures. Bend restrictor promotes longer life. 

Temperature Range: -40˚F to 200˚F  

Note:Hoses used to transport hot water MUST NOT be used to transport pressurized steam. General and multi-purpose hoses are NOT 

intended to transport water for human consumption.  

Assemblies available upon request. 

 

PART NUMBER I.D.  LENGTH W.P. WT. EA. 

98108760 1/4”  25’ 300# 2.3# 

 

300# PREMIUM PVC AIR HOSE 

Applications: For use with are compressors, staplers, nailers and pneumatic tools. 

Construction: Premium PVC air hose assemblies feature oil and abrasion resistant tube and cover, flexible / kink proof construction 

and excellent temperature range. 

Assemblies: Coupled ¼” brass male pipe thread. Hose includes PVC bend restrictors.  

 

PART NUMBER THREADS 

70000008 1-1/2” FEMALE PIPE THREADS 

70000504 2” FEMALE PIPE THREADS 

70001500 3” FEMALE PIPE THREADS 

 

ROUND HOLE – PLATED STEEL SUCTION STRAINERS 

Applications: For use when foot valve is not required. Strainer helps to keep pump damaging solids from entering the pump. 

Construction: Plated steel for rust resistance. 

 

PART NUMBER THREADS 

150SBS 1-1/2” FEMALE PIPE THREADS 

200SBS 2” FEMALE PIPE THREADS 

300SBS 3” FEMALE PIPE THREADS 

 

POLYETHYLENE SUCTION STRAINERS 

Applications: For use when foot valve is not required. Strainer helps to keep pump damaging solids from entering the pump. 

Construction: Polyethylene strainer is rust, chemical, and salt water resistant. 
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HOSE KIT 
(2” BANJO PUMP) 

HOSEKIT 
(OBERDORFER PUMP) 

PART NUMBER DESCRIPTION MIN/MAX DIAMETER MAX TORQUE 

TC120 1” T-BOLT HOSE CLAM 1.20”/1.34” 75 IN-LBS 

TC130 1-1/4” T-BOLT HOSE CLAM 1.30”/1.70” 75 IN-LBS 

TC162 1-1/4” T-BOLT HOSE CLAM 1.62”/1.87” 125 IN-LBS 

TC181 1-1/2” T-BOLT HOSE CLAM 1.81”/2.06” 125 IN-LBS 

TC218 2” T-BOLT HOSE CLAM 2.18”/2.50” 125 IN-LBS 

TC231 2” T-BOLT HOSE CLAM 2.31”/2.62” 125 IN-LBS 

TC331 3” T-BOLT HOSE CLAM 3.31”/3.62” 125 IN-LBS 

TC343 3” T-BOLT HOSE CLAM 3.43”/3.75” 125 IN-LBS 

TC456 4” T-BOLT HOSE CLAM 4.56”/4.94” 125 IN-LBS 

 

PART NUMBER DESCRIPTION MIN/MAX DIAMETER MAX TORQUE 

BC114 1” 300 SS FLOATING BRIDGE WITH LOCKWASHER 1.14”/1.22” 75 IN-LBS 

 

HOSE CLAMPS  

HOSE KITS 

FEATURES 

• Perfect for tight, hard to reach spaces! 
• Minimizes parts that protrude by tightening together versus tightening away from. 

• Deep socket tools not required. 

• 300 Stainless steel construction. 

FEATURES 

• Stainless steel construction. 
• Stainless steel bolt with silver plated nut to prevent seizing. 

• 360° sealing surface. 

• Ideal for high torque applications. 
• Nylon lock nut feature. 

• Strong, positive connections where ordinary hose clamps fail. 

• T-bolt design. 

• 3 spot welds for extra strength. 

PART NUMBER DESCRIPTION 
MIN/MAX 

DIAMETER 

236302 3/8” WORM SCREW CLAMP (5/16” BAND) SAE 4 0.2188”/0.625” 

236402 1/2” WORM SCREW CLAMP (5/16” BAND) SAE 6 0.4375”/0.7813” 

236702 3/4” WORM SCREW CLAMP (1/2” BAND) SAE 10 0.5625”/1.0625” 

236902 1” WORM SCREW CLAMP (1/2” BAND) SAE 16 0.8125/1.50” 

 

FEATURES 

 Total stainless steel construction makes these clamps extra tough and durable. 

 Idea for use in corrosive environments and applications such as plumbing, 

sprinkler systems, swimming pools, automotive, marine and agricultural 

environments. 
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75A1/4 ¾" Male Adapter-¼" Female Thread  

¾" x 3⁄8" POLY CAM LEVER COUPLINGS 

75A3/8 ¾" Male Adapter-3⁄8" Female Thread  

075D3/8 ¾" Female Coupler-3⁄8" Female Thread  

 

75A1/2 ¾" Male Adapter-½" Female Thread  

75B1/2 ¾" Female Coupler-½" Male Thread  

050C ¾" Female Coupler-½" Hose Shank  

050D ¾" Female Coupler-½" Female Thread  

050E ¾" Male Adapter-½" Hose Shank  

050F ¾" Male Adapter-½" Male Thread  

075CAP ¾" Cap-Male Adapter  

75PL ¾" Plug-Female Coupler  

¾" POLY CAM LEVER COUPLINGS 

75A3/4 ¾" Male Adapter-¾" Female Thread  

75B3/4 ¾" Female Coupler-¾" Male Thread  

075C ¾" Female Coupler-¾" Hose Shank  

075D ¾" Female Coupler-¾" Female Thread  

075E ¾" Male Adapter-¾" Hose Shank  

075F ¾" Male Adapter-¾" Male Thread  

075CAP ¾" Cap-Male Adapter  

75PL ¾" Plug-Female Coupler  

1" POLY CAM LEVER COUPLINGS 

100A 1" Male Adapter-1" Female Thread  

100B 1" Female Coupler-1" Male Thread  

100C 1" Female Coupler-1" Hose Shank  

100D 1" Female Coupler-1" Female Thread  

100E 1" Male Adapter-1" Hose Shank  

100F 1" Male Adapter-1" Male Thread  

100125CAP 1" Cap-Male Adapter  

100125PL 1" Plug-Female Coupler  

POLY CAM LEVER COUPLINGS 

125A 1" Male Adapter-1¼" Female Thread  

125B 1" Female Coupler-1¼" Male Thread  

125C 1" Female Coupler-1¼" Hose Shank  

125D 1" Female Coupler-1¼" Female Thread  

125E 1" Male Adapter-1¼" Hose Shank  

125F 1" Male Adapter-1¼" Male Thread  

100125CAP 1" Cap-Male Adapter  

100125PL 1" Plug-Female Coupler  

1½" x 1¼" POLY CAM LEVER COUPLINGS 

150125A 1½" Male Adapter-1¼" Female Thread  

150125B 1½" Female Coupler-1¼" Male Thread  

150125C 1½" Female Coupler-1¼" Hose Shank  

150125D 1½" Female Coupler-1¼" Female Thread  

150125E 1½" Male Adapter-1¼" Hose Shank  

150125F 1½" Male Adapter-1¼" Male Thread  

150CAP 1½" Cap-Male Adapter  

150PL 1½" Plug-Female Coupler  

NOTE: 1½" x 1¼" couplings interchange with 1½" size couplings. 

Coupling and Adapter ends are 1½" size. Only the threads and barbs are 1¼". 

1½" POLY CAM LEVER COUPLINGS 

150A 1½" Male Adapter-1½" Female Thread  

150B 1½" Female Coupler-1½" Male Thread  

150C 1½" Female Coupler-1½" Hose Shank  

150D 1½" Female Coupler-1½" Female Thread  

150E 1½" Male Adapter-1½" Hose Shank  

150F 1½" Male Adapter-1½" Male Thread  

150CAP 1½" Cap-Male Adapter  

150PL 1½" Plug-Female Coupler  

 

200150C 2" Female Coupler- 1½" Hose Shank  

2" POLY CAM LEVER COUPLINGS 

200A 2" Male Adapter-2" Female Thread  

200B 2" Female Coupler-2" Male Thread  

201B 2" Female Coupler-2" Extended Male Thread  

200C 2" Female Coupler-2" Hose Shank  

200D 2" Female Coupler-2" Female Thread  

200E 2" Male Adapter-2" Hose Shank  

200F 2" Male Adapter-2" Male Thread  

200CAP 2" Cap-Male Adapter  

200CAPSH 2" Cap-Male Adapter w/Short Arms  

200PL 2" Plug-Female Coupler  

 

 
303B200A 3" Female Coupler w/3 Arms-2" Male Adapter  

 

300A 3" Male Adapter-3" Female Thread  

300B 3" Female Coupler-3" Male Thread  

303B 3" Female Coupler-3" Extended Male Thread  

300C 3" Female Coupler-3" Hose Shank  

303C 3" Female Coupler w/3 Arms-3" Hose Shank  

300D 3" Female Coupler-3" Female Thread  

300E 3" Male Adapter-3" Hose Shank  

300F 3" Male Adapter-3" Male Thread 

300CAP 3" Cap-Male Adapter  

300PL 3" Plug-Female Coupler  

 

 

400A 4" Male Adapter-4" Female Thread  

400B 4" Female Coupler-4" Male Thread  

400C 4" Female Coupler-4" Hose Shank  

400D 4" Female Coupler-4" Female Thread  

400E 4" Male Adapter-4" Hose Shank  

400F 4" Male Adapter-4" Male Thread  

400CAP 4" Cap-Male Adapter (w/2 arms)  

400PL 4" Plug-Female Coupler  

 

 

200FF 2" Male Adapter-2" Male Adapter  

300F200F 3" Male Adapter-2" Male Adapter  

300FF 3" Male Adapter-3" Male Adapter  

 

 

 

 

 

 

 

150A90 1½" 90° Male Adapter-1½" Female Thread  

150C90 1½" 90° Female Coupler-1½" Hose Shank  

150D90 1½" 90° Female Coupler-1½" Female Thread  

150F90 1½" 90° Male Adapter-1½" Male Thread ° POLY CAM LEVER COUPLINGS 

200A90 2" 90° Male Adapter-2" Female Thread  

200B90 2" 90° Female Coupler-2" Female Thread  

200C90 2" 90° Female Coupler-2" Hose Shank  

200D90 2" 90° Female Coupler-2" Female Thread  

200F90 2" 90° Male Adapter-2" Male Thread  

200F45 2" 45° Male Adapter-2" Male Thread 

 

 

NIP025-SH ¼" Short Poly Nipple  

NIP038-SH 3⁄8" Short Poly Nipple  

NIP050-SH ½" Short Poly Nipple  

NIP050-3 ½" x 3" Poly Nipple  

NIP075-SH ¾" Short Poly Nipple  

NIP075-4 ¾" x 4" Poly Nipple  

NIP075-6 ¾" x 6" Poly Nipple  

NIP100-SH 1" Short Poly Nipple  

NIP100-4 1" x 4" Poly Nipple  

NIP100-6 1" x 6" Poly Nipple  

NIP125-SH 1¼" Short Poly Nipple  

NIP125-4 1¼" x 4" Poly Nipple  

NIP125-6 1¼" x 6" Poly Nipple  

NIP150-SH 1½" Short Poly Nipple  

NIP150-3 1½" x 3" Poly Nipple  

NIP150-4 1½" x 4" Poly Nipple  

NIP150-5 1½" x 5" Poly Nipple  

NIP150-6 1½" x 6" Poly Nipple  

NIP200-SH 2" Short Poly Nipple  

NIP200-4 2" x 4" Poly Nipple  

NIP200-6 2" x 6" Poly Nipple  

NIP300-SH 3" Short Poly Nipple  

NIP300-4 3" x 4" Poly Nipple  

NIP300-6 3" x 6" Poly Nipple  

NIP400-SH 4" Short Poly Nipple 

 

CPLG025 ¼" Poly Pipe Coupling  

CPLG038 3⁄8" Poly Pipe Coupling  

CPLG050 ½" Poly Pipe Coupling  

CPLG075 ¾" Poly Pipe Coupling  

CPLG100 1" Poly Pipe Coupling  

CPLG125 1¼" Poly Pipe Coupling  

CPLG150 1½" Poly Pipe Coupling  

CPLG200 2" Poly Pipe Coupling  

CPLG300 3" Poly Pipe Coupling 

A B C D 

E F _CAP _ PL 

A B C D F 

POLYPROPYLENE PIPE FITTINGS 
CAM LEVER COUPLINGS AVAILABLE IN STAINLESS STEEL& FDA GRADE 

CAM LEVER COUPLINGS 
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RC100-075 1" x ¾" Poly Reducing Coupling  

RC150-100 1½" x 1" Poly Reducing Coupling  

RC150-125 1½" x1¼" Poly Reducing Coupling  

RC200-050 2" x ½" Poly Reducing Coupling  

RC200-100 2" x 1" Poly Reducing Coupling  

RC200-125 2" x 1¼" Poly Reducing Coupling  

RC200-150 2" x 1½" Poly Reducing Coupling  

RC300-200 3" x 2" Poly Reducing Coupling  

 

OLY REDUCING NIPPLES 

RN050-038 ½" x 3⁄8" Poly Reducing Nipple  

RN075-050 ¾" x ½" Poly Reducing Nipple  

RN100-050 1" x ½" Poly Reducing Nipple  

RN100-075 1" x ¾" Poly Reducing Nipple  

RN125-075 1¼" x ¾" Poly Reducing Nipple  

RN125-100 1¼" x 1" Poly Reducing Nipple  

RN150-100 1½" x 1" Poly Reducing Nipple  

RN150-125 1½" x1¼" Poly Reducing Nipple  

RN200-125 2" x 1¼" Poly Reducing Nipple  

RN200-150 2" x 1½" Poly Reducing Nipple  

RN300-200 3" x 2" Poly Reducing Nipple  

 

 

RB038-025 3⁄8" MPT x ¼" FPT Reducing Bushing  

RB050-025 ½" MPT x ¼" FPT Reducing Bushing  

RB050-038 ½" MPT x 3⁄8" FPT Reducing Bushing  

RB075-018 ¾" MPT x 1⁄8" FPT Reducing Bushing  

RB075-025 ¾" MPT x ¼" FPT Reducing Bushing  

RB075-038 ¾" MPT x 3⁄8" FPT Reducing Bushing  

RB075-050 ¾" MPT x ½" FPT Reducing Bushing  

RB100-018 1" MPT x 1⁄8" FPT Reducing Bushing  

RB100-025 1" MPT x ¼" FPT Reducing Bushing  

RB100-050 1" MPT x ½" FPT Reducing Bushing  

RB100-075 1" MPT x ¾" FPT Reducing Bushing  

RB125-038 1¼" MPT x 3⁄8" FPT Reducing Bushing  

RB125-075 1¼" MPT x ¾" FPT Reducing Bushing  

RB125-100 1¼" MPT x 1" FPT Reducing Bushing  

RB150-075 1½" MPT x ¾" FPT Reducing Bushing  

RB150-100 1½" MPT x 1" FPT Reducing Bushing  

RB150-125 1½" MPT x1¼" FPT Reducing Bushing  

RB200-075 2" MPT x ¾" FPT Reducing Bushing  

RB200-100 2" MPT x 1" FPT Reducing Bushing  

RB200-125 2" MPT x 1¼" FPT Reducing Bushing  

RB200-150 2" MPT x 1½" FPT Reducing Bushing  

RB300-150 3" MPT x 1½" FPT Reducing Bushing  

RB300-200 3" MPT x 2" FPT Reducing Bushing  

RB400-300 4" MPT x 3" FPT Reducing Bushing  

 

 

CAP025 ¼" Poly Pipe Cap  

CAP038 3⁄8" Poly Pipe Cap  

CAP050 ½" Poly Pipe Cap  

CAP075 ¾" Poly Pipe Cap  

CAP100 1" Poly Pipe Cap  

CAP125 1¼" Poly Pipe Cap  

CAP150 1 ½” Poly Pipe Cap  

CAP200 2" Poly Pipe Cap  

CAP300 3" Poly Pipe Cap  

 
 

PLUG025 ¼" Poly Pipe Plug  

PLUG038 3⁄8" Poly Pipe Plug  

PLUG050 ½" Poly Pipe Plug  

PLUG075 ¾" Poly Pipe Plug  

PLUG100 1" Poly Pipe Plug  

PLUG125 1¼" Poly Pipe Plug  

PLUG150 1½" Poly Pipe Plug  

PLUG200 2" Poly Pipe Plug  

PLUG300 3" Poly Pipe Plug 

 

 

CR025 ¼" Poly Cross 

CR038 3⁄8" Poly Cross  

CR050 ½" Poly Cross  

CR075 ¾" Poly Cross  

CR100 1" Poly Cross  

CR125 1¼" Poly Cross  

CR150 1½" Poly Cross  

CR200 2" Poly Cross  

 

 

 

TEE025 ¼" Poly Tee  

TEE038 3⁄8" Poly Tee  

TEE050 ½" Poly Tee  

TEE075 ¾" Poly Tee  

TEE100 1" Poly Tee  

TEE125 1¼" Poly Tee  

TEE150 1½" Poly Tee  

TEE200 2" Poly Tee  

TEE300 3" Poly Tee  

 

POLY GAUGE TEE (GAUGE NOT INCLUDED) 

TEG075 ¾" Poly Tee w/ ¼" Female Thread  

TEG100 1" Poly Tee w/ ¼" Female Thread  

 

90° POLY ELBOWS 

EL025-90 ¼" 90° Poly Elbow  

EL038-90 3⁄8" 90° Poly Elbow  

EL050-90 ½" 90° Poly Elbow  

EL075-90 ¾" 90° Poly Elbow  

EL100-90 1" 90° Poly Elbow  

EL125-90 1¼" 90° Poly Elbow  

EL150-90 1½" 90° Poly Elbow  

EL200-90 2" 90° Poly Elbow  

EL300-90 3" 90° Poly Elbow  

 

 

EL100-45 1" 45° Poly Street Elbow  

 

 

 

SL025-90 ¼" 90° Poly Street Elbow  

SL038-90 3⁄8" 90° Poly Street Elbow  

SL050-90 ½" 90° Poly Street Elbow  

SL075-90 ¾" 90° Poly Street Elbow  

SL100-90 1" 90° Poly Street Elbow  

SL125-90 1¼" 90° Poly Street Elbow  

SL150-90 1½" 90° Poly Street Elbow  

SL200-90 2" 90° Poly Street Elbow  

SL300-90 3" 90° Poly Street Elbow  

 
 

SL075-45 ¾" 45° Poly Street Elbow  

SL100-45 1" 45° Poly Street Elbow  

SL125-45 1¼" 45° Poly Street Elbow  

SL150-45 1½" 45° Poly Street Elbow  

SL200-45 2" 45° Poly Street Elbow 

SL300-45 3" 45° Poly Street Elbow  

 

 
HBEL100-90 1" 90° Poly Hose Barb Elbow  

FOR MORE SIZES GO TO PAGE 75 

HM025 ¼" x ¼" Hose Barb  

HM038 3⁄8" x 3⁄8" Hose Barb  

HM050 ½" x ½" Hose Barb  

HM075 ¾" x ¾" Hose Barb  

HM100 1" x 1" Hose Barb  

HM125 1¼" x 1¼" Hose Barb  

HM150 1½" x 1½" Hose Barb  

HM200 2" x 2" Hose Barb  

HM300 3" x 3" Hose Barb 

 

 

HBT025 ¼" Hose Barb Tee  

HBT038 3⁄8" Hose Barb Tee  

HBT050-038 ½" x ½" x 3⁄8" Hose Barb Tee  

HBT050 ½" Hose Barb Tee  

HBT050-075 ½" x ½" x ¾" Hose Barb Tee  

HBT075-050 ¾" x ¾" x ¾" Hose Barb Tee  

HBT075 ¾" Hose Barb Tee  

HBT075-100 ¾" x ¾" x 1" Hose Barb Tee  

HBT100-075 1" x 1" x ¾" Hose Barb Tee  

HBT100 1" Hose Barb Tee 

HBT200 2” Hose Barb Tee 

HBT300 3” Hose Barb Tee 

FOR MORE SIZES GO TO PAGE 75 
 
HBT100-100 1"Hose Barb x 1"Hose Barb x 1"Male Thread Hose Barb Tee  

HBT150-100 1½" Hose Barb x 1½" Hose Barb x 1" Male Thread Hose Barb Tee  

HBT150-150 1½" Hose Barb x 1½" Hose Barb x1½" Male Thread Hose Barb Tee 

POLYPROPYLENE PIPE FITTINGS 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
67 

 

 

  
HB025 ¼" Male Thread x ¼" Hose Barb  

HB025-038 ¼" Male Thread x 3⁄8" Hose Barb  

HB025-050 ¼" Male Thread x ½" Hose Barb  

HB038 3⁄8" Male Thread x 3⁄8" Hose Barb  

HB038-025 3⁄8" Male Thread x ¼" Hose Barb  

HB038-050 3⁄8" Male Thread x ½" Hose Barb  

HB050-025 ½" Male Thread x ¼" Hose Barb  

HB050-038 ½" Male Thread x 3⁄8" Hose Barb  

HB050 ½" Male Thread x ½" Hose Barb  

HB050-075 ½" Male Thread x ¾" Hose Barb  

HB075-038 ¾" Male Thread x 3⁄8" Hose Barb  

HB075-050 ¾" Male Thread x ½" Hose Barb  

HB075-058 ¾" Male Thread x 5⁄8" Hose Barb  

HB075 ¾" Male Thread x ¾" Hose Barb  

HB075-100 ¾" Male Thread x 1" Hose Barb  

HB100-075 1" Male Thread x ¾" Hose Barb  

HB100 1" Male Thread x 1" Hose Barb  

HB100-125 1" Male Thread x 1¼" Hose Barb  

HB125-075 1¼" Male Thread x ¾" Hose Barb  

HB125-100 1¼" Male Thread x 1" Hose Barb  

HB125 1¼" Male Thread x 1¼" Hose Barb  

HB125-150 1¼" Male Thread x 1½" Hose Barb  

HB150-100 1½" Male Thread x 1" Hose Barb  

HB150-125 1½" Male Thread x 1¼" Hose Barb  

HB150 1½" Male Thread x 1½" Hose Barb  

HB150-200 1½" Male Thread x 2" Hose Barb  

HB200-150 2" Male Thread x 1½" Hose Barb  

HB200 2" Male Thread x 2" Hose Barb  

HB300 3" Male Thread x 3" Hose Barb  

HB400 4" Male Thread x 4" Hose Barb  

FOR MORE SIZES GO TO PAGE 75 
 FEMALE HOSE BARBS 

HBF075 ¾" Female Thread  

HBF075-100 ¾" Female Thread x 1" Hose Shank  

HBF100 1" Female Thread x 1" Hose Shank  

 
 
HB025-90 ¼" Male Thread x ¼" 90° Hose Barb  

HB025/038-90 ¼" Male Thread x 3⁄8" 90° Hose Barb  

HB025/050-90 ¼" Male Thread x ½" 90° Hose Barb  

HB038-90 3⁄8" Male Thread x 3⁄8" 90° Hose Barb  

HB050/038-90 ½" Male Thread x 3⁄8" 90° Hose Barb  

HB050-90 ½" Male Thread x ½" 90° Hose Barb  

HB050/075-90 ½" Male Thread x ¾" 90° Hose Barb  

HB075/050-90 ¾" Male Thread x ½" 90° Hose Barb  

HB075-90 ¾" Male Thread x ¾" 90° Hose Barb  

HB075/100-90 ¾" Male Thread x 1" 90° Hose Barb  

HB100/075-90 1" Male Thread x ¾" 90° Hose Barb  

HB100-90 1" Male Thread x 1" 90° Hose Barb  

HB100/125-90 1" Male Thread x 1¼" 90° Hose Barb  

HB125/100-90 1¼" Male Thread x 1" 90° Hose Barb  

HB125-90 1¼" Male Thread x 1¼" 90° Hose Barb  

HB125/150-90 1¼" Male Thread x 1½" 90° Hose Barb  

HB150/125-90 1½" Male Thread x 1¼" 90° Hose Barb  

HB150-90 1½" Male Thread x 1½" 90° Hose Barb  

HB200/150-90 2" Male Thread x 1½" 90° Hose Barb  

HB200-90 2" Male Thread x 2" 90° Hose Barb  

HB300-90 3" Male Thread x 3" 90° Hose Barb  

FOR MORE SIZES GO TO PAGE 75 
 
 

 

 

 

 

 

TA283 2” Buttress x 2” Male NPT Threads with Gasket 

 

 

 

 

 

 

 

TA283QD 2” Buttress x 2” Male Adaptor QDC with Gasket 

 

 

 

 

 

 

60FDIN 60MM DIN Cap (Buttress Thread) 

 

 

 

 

 

 

 

 

 

WSMT223MR 2” Poly Spinweld Valve with NPT Outlet (Mamor Collar # V22283 C & D) 

 

 

 

 

 

WSF223MR 2” Poly Spinweld Valve with QDC Outlet (Mamor Collar # V22283 C & D) 

 

 

 

 

 

WSMT210 2” Poly Spinweld Valve with QDC Outlet (Schutz Collar # V20280 A & B) 

 

 

 

 

 

WSF211A 2” Poly Spinweld Valve with QC Outlet (Schutz Collar # V20280 A & B) 

 

 

 

 

 

WSF210 2” Poly Spinweld Valve with NPT Outlet (Schutz Collar # V20280 A & B) 

 

 

 

 

 

VSF202MR 2” Male QC x V20283 Metal Collar (Greif Collar # V20283 A & B) 

 

 

 

 

 

VSMT202MR 2” Male NPT x V20283 Metal Collar (Greif Collar # V20283 A & B) 

 

 

 

 

 

VFB201 2” Male QC x 2” Female QC 

 

 

 

 

 

VSFB201 2” Male QC Stubby Valve x 2” Female QC 

 

 

V050 ½" Full Port Valve (4 BOLT) 

V075 ¾" Full Port Valve (4 BOLT) 

V100 1" Standard Port Valve (4 BOLT)   

V100FP 1" Full Port Valve (4 BOLT) 

V125 1¼" Standard Port Valve (4 BOLT) 

V125FP 1¼" Full Port Valve (4 BOLT) 

V150 1½" Full Port Valve (4 BOLT) 

V200 2" Standard Port Valve (4 BOLT) 

V204FP 2" Full Port Valve (4 BOLT) 

 

 

V200FP 2" Full Port Valve (6 BOLT) 

V300 3" Standard Port Valve (6 BOLT) 

V300FP 3" Full Port Valve (6 BOLT) 

V400 4" Standard Port Valve (6 BOLT) 

 

 

 

 

 

VFMT200FP 2" Full Port Valve Male NPT x Male Adapter (6 BOLT) 

VFMT200FPSH 2" Full Port Valve Male NPT x Male Adapter (6 BOLT) 

 

 

 

 

 

VFMT204FP 2" Full Port Valve Male NPT x Male Adapter (4 BOLT) 

 

POLYPROPYLENE PIPE FITTINGS& VALVES 
HOSE BARB STRAIGHTSAVAILABLE IN STAINLESS STEEL  
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VSF200 2" Male Adapter x 2" Female NPT (4 BOLT) 

VSF204FP 2" Male Adapter x 2" Female NPT (4 BOLT)  

 

 

 

 

 

VSF300 3" Female NPT x 3" Male Adapter (6 BOLT) 

 

 

 

 

 

VSMT200 2" Male NPT x 2" Female NPT (4 BOLT)  

VSMT204FP 2" Male NPT x 2" Female NPT (4 BOLT) 

 

 

 

 

 

VSMT300 3" Female NPT x 3" Male NPT (6 BOLT) 

 

 

 

 

 

VSFMT200 2" Male Adapter x 2" Male NPT (4 BOLT) 

VSFMT204FP 2" Male Adapter x 2" Male NPT (4 BOLT) 

 

 

 

 

 

VSFMT300 3" Male NPT x 3" Male Adapter (6 BOLT) 

VSFMT300FP 3" Male NPT x 3" Male Adapter (6 BOLT) 

 

 

 

 

 

VSFHB200 2" Male Adapter x 2" Hose Barb (4 BOLT) 

 

 

 

 

 

VS204FP 2" Female NPT x 2" Female NPT (4 BOLT) 

 

 

V075BL ¾" 3-Way Bottom Load Poly Valve  

V100BL 1" 3-Way Bottom Load Poly Valve  

V125BL 1¼" 3-Way Bottom Load Poly Valve  

V150BL 1½" 3-Way Bottom Load Poly Valve 

 

 

 

 

 

V200BL 2" 3-Way Bottom Load Poly Valve  

 

 

 

 

 

V125SL 1¼" 3-Way Side Load Poly Valve  

V150SL 1½" 3-Way Side Load Poly Valve  

 

 

V075SL ¾" 3-Way Side Load Poly Valve  

V100SL 1" 3-Way Side Load Poly Valve  

V200SL 2" 3-Way Side Load Poly Valve 

 

 

UV050FP ½" Full Port Union Valve  

UV075FP ¾" Full Port Union Valve  

UV100FP 1" Full Port Union Valve  

UV125FP 1¼" Full Port Union Valve  

UV150FP 1½" Full Port Union Valve  

UV200FP 2" Full Port Union Valve 

LSTM050-30C ½” x ½” Clear Bowl Strainer with 30 Mesh Screen 

LSTM050-50C ½” x ½” Clear Bowl Strainer with 50 Mesh Screen 

LSTM050-80C ½” x ½” Clear Bowl Strainer with 80 Mesh Screen 

LSTM050-100C ½” x ½” Clear Bowl Strainer with 100 Mesh Screen 

LSTM075-30C ¾” x ¾” Clear Bowl Strainer with 30 Mesh Screen 

LSTM075-50C ¾” x ¾” Clear Bowl Strainer with 50 Mesh Screen 

LSTM075-80C ¾” x ¾” Clear Bowl Strainer with 80 Mesh Screen 

LSTM075-100C ¾” x ¾” Clear Bowl Strainer with 100 Mesh Screen 

 

LST075-16 ¾” x ¾”T Strainer with 16 Mesh Screen 

LST075-30 ¾” x ¾”T Strainer with 30 Mesh Screen 

LST075-50 ¾” x ¾”T Strainer with 50 Mesh Screen 

LST075-80 ¾” x ¾”T Strainer with 80 Mesh Screen 

LST075-100 ¾” x ¾”T Strainer with 100 Mesh Screen 

 

LST100-16 1” x 1”T Strainer with 16 Mesh Screen 

LST100-30 1” x 1”T Strainer with 30 Mesh Screen 

LST100-50 1” x 1”T Strainer with 50 Mesh Screen 

LST100-80 1” x 1”T Strainer with 80 Mesh Screen 

LST100-100 1” x 1”T Strainer with 100 Mesh Screen 

 

LST125-16 1-1/4” x 1-1/4”T Strainer with 16 Mesh Screen 

LST125-30 1-1/4” x 1-1/4”T Strainer with 30 Mesh Screen 

LST125-50 1-1/4” x 1-1/4”T Strainer with 50 Mesh Screen 

LST125-80 1-1/4” x 1-1/4”T Strainer with 80 Mesh Screen 

LST125-100 1-1/4” x 1-1/4”T Strainer with 100 Mesh Screen 

 

LST150-16 1-1/2” x 1-1/2”T Strainer with 16 Mesh Screen 

LST150-30 1-1/2” x 1-1/2”T Strainer with 30 Mesh Screen 

LST150-50 1-1/2” x 1-1/2”T Strainer with 50 Mesh Screen 

LST150-80 1-1/2” x 1-1/2”T Strainer with 80 Mesh Screen 

LST150-100 1-1/2” x 1-1/2”T Strainer with 100 Mesh Screen 

 

LS050-20 ½” x ½” Y Strainer with20 Mesh Screen 

LS050-40 ½” x ½” Y Strainer with40 Mesh Screen 

LS050-80 ½” x ½” Y Strainer with80 Mesh Screen 

 

LS075-20 ¾” x ¾”Y Strainer with20 Mesh Screen 

LS075-40 ¾” x ¾”Y Strainer with40 Mesh Screen 

LS075-80 ¾” x ¾”Y Strainer with80 Mesh Screen 

 

LS100-20 1” x 1”Y Strainer with20 Mesh Screen 

LS100-40 1” x 1”Y Strainer with40 Mesh Screen 

LS100-80 1” x 1”Y Strainer with80 Mesh Screen 

 

LS125-20 1-1/4” x 1-1/4”Y Strainer with20 Mesh Screen 

LS125-40 1-1/4” x 1-1/4”Y Strainer with40 Mesh Screen 

LS125-80 1-1/4” x 1-1/4”Y Strainer with80 Mesh Screen 

 

LS150-06 1-1/2” x 1-1/2”Y Strainer with6 Mesh Screen 

LS150-12 1-1/2” x 1-1/2”Y Strainer with12 Mesh Screen 

LS150-20 1-1/2” x 1-1/2”Y Strainer with20 Mesh Screen 

LS150-30 1-1/2” x 1-1/2”Y Strainer with30 Mesh Screen 

LS150-50 1-1/2” x 1-1/2”Y Strainer with50 Mesh Screen 

LS150-80 1-1/2” x 1-1/2”Y Strainer with80 Mesh Screen 

LS150-120 1-1/2” x 1-1/2”Y Strainer with120 Mesh Screen 

 

LS200-06 2” x 2”Y Strainer with6 Mesh Screen 

LS200-12 2” x 2”Y Strainer with12 Mesh Screen 

LS200-20 2” x 2”Y Strainer with20 Mesh Screen 

LS200-30 2” x 2”Y Strainer with30 Mesh Screen 

LS200-50 2” x 2”Y Strainer with50 Mesh Screen 

LS200-80 2” x 2”Y Strainer with80 Mesh Screen 

LS200-120 2” x 2”Y Strainer with120 Mesh Screen 

 

LSQ150-06 1-1/2” x 1-1/2”LSQ Strainer with6 Mesh Screen 

LSQ150-12 1-1/2” x 1-1/2”LSQ Strainer with12 Mesh Screen 

LSQ150-20 1-1/2” x 1-1/2”LSQ Strainer with20 Mesh Screen 

LSQ150-30 1-1/2” x 1-1/2”LSQ Strainer with30 Mesh Screen 

LSQ150-50 1-1/2” x 1-1/2”LSQ Strainer with50 Mesh Screen 

LSQ150-80 1-1/2” x 1-1/2”LSQ Strainer with80 Mesh Screen 

LSQ150-120 1-1/2” x 1-1/2”LSQ Strainer with120 Mesh Screen 

 

LSQ200-06 2” x 2”LSQ Strainer with6 Mesh Screen 

LSQ200-12 2” x 2”LSQ Strainer with12 Mesh Screen 

LSQ200-20 2” x 2”LSQ Strainer with20 Mesh Screen 

LSQ200-30 2” x 2”LSQ Strainer with30 Mesh Screen 

LSQ200-50 2” x 2”LSQ Strainer with50 Mesh Screen 

LSQ200-80 2” x 2”LSQ Strainer with80 Mesh Screen 

LSQ200-120 2” x 2”LSQ Strainer with120 Mesh Screen 

 

LSM300-04 3” x 3”Y Strainer with4 Mesh Screen 

LSM300-08 3” x 3”Y Strainer with8Mesh Screen 

LSM300-12 3” x 3”Y Strainer with12 Mesh Screen 

LSM300-20 3” x 3”Y Strainer with20 Mesh Screen 

LSM300-50 3” x 3”Y Strainer with50 Mesh Screen 
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M101GSA 1" Manifold Flange x 1" PVC Glue Socket Fitting  

M221GSA 2" Manifold Full Port Flange x 2" PVC Glue Socket Fitting  

M301GSA 3" Manifold Full Port Flange x 3" PVC Glue Socket Fitting  

 

 

 

 

 

 

M100CPG 1" x 1" Flange  

M200CPG 2" x 2" Flange  

M220CPG 2" x 2" Full Port Flange  

M220CPG6 2" x 2" Full Port Flange x 6" Long  

M300CPG 3" x 3" Full Port Flange x 4" Long  

M300CPG7 3" x 3" Full Port Flange x 7" Long  

 

9NGED COUPLINGS 

 

 

 

 

M100CPG90 1" x 1" 90° Flange  

M200CPG90 2" x 2" 90° Flange  

M200CPG90SH 2" x 2" 90° Full Port Flange  

M220CPG90 2" x 2" 90° Full Port Flange  

M300CPG90 3" x 3" 90° Full Port Flange  

NGED COUPLINGS 

 

 

 

 

 

M100CPG45 1" x 1" 45° Flange  

M200CPG45 2" x 2" 45° Flange  

M220CPG45 2" x 2" 45° Full Port Flange  

M300CPG45 3" x 3" 45° Full Port Flange ED REDUCER COUPLINGS 

 

 

 

 

 

 

M200100CPG 2" Port x 1" Reducer Flange  

M220100CPG 2" Full Port x 1" Reducer Flange  

M220200CPG 2" Full Port x 2" Reducer Flange  

M300200CPG 3" x 2" Port Reducer Flange  

M300220CPG 3" x 2" Full Port Reducer Flange  

 

FLANGED TEE 

 

 

 

 

M100TEE 1" Flanged Tee  

M101TEE 1" Flanged Tee - Long  

M200100TEE 2" Port x 1" Flanged Tee  

M200TEE 2" Port Flanged Tee  

M200100TEEB 2" x 1" Port Flanged Tee w/Mounting Bracket  

M220100TEE 2" Full Port Flanged Tee x 1" Flanged Tee  

M220200TEE 2” Full Port Flanged Tee x 2” Flanged Tee 

M220TEE 2" Full Port Flanged Tee  

M300TEE 3" Flanged Tee  

 

45° Y FLANGED COUPLINGS 

 

 

 

 

M220Y45 2" Full Port 45° Y Flange  

M220YG45 2" Full Port 45° Y Flange w/ ¾" gauge port*  

M300Y45 3" Full Port 45° Y Flange  

M300YG45 3" Full Port 45° Y Flange w/ ¾" gauge port* 

 

 

 

 

 

M100BSP 1" Manifold Flange x 1" Male BSP  

M200BSP 2" Manifold Flange x 2" Male BSP  

M220BSP 2" Full Port Manifold Flange x 2" Male BSP  

M300BSP 3" Full Port Manifold Flange x 3" Male BSP 

 

  

M101G 1" EPDM Manifold Gasket with Rib 

M201G2" EPDM Manifold Gasket with Rib 

M221G2" Full Port EPDM Manifold Gasket with Rib 

M301G3" EPDM Manifold Gasket with Rib 

 

FC1001" Worm Screw Clamp 

FC2002" Worm Screw Clamp 

FC2202" Full PortWorm Screw Clamp 

FC3003" Worm Screw Clamp 

 

M100050FPT 1" Flange x ½" Pipe Thread  

M100075FPT 1" Flange x ¾" Pipe Thread  

M100FPT 1" Flange x 1" Pipe Thread  

M200FPT 2" Flange x 2" Pipe Thread  

M220FPT 2" Full Port Flange x 2" Pipe Thread  

M300FPT 3" Flange x 3" Pipe Thread  

 

M100075MPT 1" Flange x ¾" Male Thread  

M100MPT 1" Flange x 1" Male Thread  

M100125MPT 1" Flange x 1¼" Male Thread  

M200125MPT 2" Flange x 1¼" Male Thread  

M200150MPT 2" Flange x 1½" Male Thread  

M200MPT 2" Flange x 2" Male Thread  

M220MPT 2" Full Port Flange x 2" Male Thread  

M300MPT 3" Flange x 3" Male Thread  

 

M100PLG 1" Flange Plug  

M200PLG 2" Flange Plug  

M220PLG 2" Full Port Flange Plug  

M300PLG 3" Flange Plug  

M100PLG025 1" Flange Plug with ¼" FPT 

M100PLG050 1” Flange Plug with ½” FPT 

M200PLG018 2" Flange Plug with 1⁄8" FPT  

M200PLG025 2" Flange Plug with ¼" FPT  

M200PLG038 2" Flange Plug with 3⁄8" FPT  

M200PLG050 2" Flange Plug with ½" FPT  

M200PLG075 2" Flange Plug with ¾" FPT  

M200PLG100 2" Flange Plug with 1" FPT  

M220PLG075 2" Full Port Flange Plug with ¾" FPT  

M300PLG075 3" Flange Plug with ¾" FPT  

M300PLG100 3" Flange Plug with 1" FPT  

 

M100CR 1" Flanged Cross  

M200CR 2" Flanged Cross  

M220CR 2" Full Port Flanged Cross  

M300CR 3" Flanged Cross  

 

M100A 1" Flange x 1" Male Adapter  

M200A 2" Flange x 2" Male Adapter  

M220A 2" Full Port Flange x 2" Male Adapter  

M300A 3" Full Port Flange x 3" Male Adapter 

HOSE BARB 

M100075BRB 1" Flange x ¾" Hose Barb  

M100BRB 1" Flange x 1" Hose Barb  

M100125BRB 1" Flange x 1¼" Hose Barb  

M200100BRB 2" Flange x 1" Hose Barb  

M200125BRB 2" Flange x 1¼" Hose Barb  

M200150BRB 2" Flange x 1½" Hose Barb  

M200BRB 2" Flange x 2" Hose Barb  

M220100BRB 2" Full Port Flange x 1" Hose Barb  

M220125BRB 2" Full Port Flange x 1¼" Hose Barb  

M220150BRB 2" Full Port Flange x 1½" Hose Barb  

M220BRB 2" Full Port Flange x 2" Hose Barb  

M300220BRB 3" Flange x 2" Hose Barb  

M300BRB 3" Flange x 3" Hose Barb 

 

M100BRB45 1" Flange x 1" 45° Hose Barb Elbow  

M200BRB45 2" Flange x 2" 45° Hose Barb Elbow  

M220BRB45 2" Full Port Flange x 2" 45° Hose Barb Elbow  

M300BRB45 3" Flange x 3" 45° Hose Barb Elbow  

 

 

M100075BRB90 1" Flange x ¾" 90° Hose Barb Elbow  

M100BRB90 1" Flange x 1" 90° Hose Barb Elbow  

M100125BRB90 1" Flange x 1¼" 90° Hose Barb Elbow  

M100150BRB90 1" Flange x 1½" 90° Hose Barb Elbow  

M200100BRB90 2" Flange x 1" 90° Hose Barb Elbow  

M200125BRB90 2" Flange x 1¼" 90° Hose Barb Elbow  

M200150BRB90 2" Flange x 1½" 90° Hose Barb Elbow  

M200BRB90 2" Flange x 2" 90° Hose Barb Elbow  

M220150BRB90 2" Full Port Flange x 1½" 90° Hose Barb Elbow  

M220BRB90 2" Full Port Flange x 2" 90° Hose Barb Elbow  

M300220BRB90 3" Flange x 2" 90° Hose Barb Elbow  

M300BRB90 3" Flange x 3" 90° Hose Barb Elbow  

 

POLYPROPYLENE MANIFOLD FITTINGS 
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M100100HBT 1" Flange x 1" Hose Barb Tee  

M100125HBT 1" Flange x 1¼" Hose Barb Tee F 

M220200TEE 2” Full Port Flange x 2” Hose Barb Tee 

M300300HBT 3” Flange x 3” Hose Barb TeeLANGE x MALE NPT THREAD -

316SANGE x  

MALE QDC 

 

 

 

M220D 2" Full Port Flange x 2" Female Coupler  

FLANGE x 4 5° HOSE BARB ELBOW 

 

 

 

 

MV100CF 1" Flange Ball Valve  

MV200CF 2" Flange Ball Valve  

MV220CF 2" Full Port Flange Ball Valve  

 

 

 

 

 

MV300 3" Standard Flange Ball Valve  

MV300CF 3" Full Port Flange Ball Valve  

 

 

 

 

 

VSMT200CF 2" Flange x 2" Male NPT 

 

 

 

 

 

MVSMT220FP 2" FP Flange x 2" Male NPT  

 

 

 

 

 

MVSMT300 3" Flange x 3" Male NPT 

 

 

 

 

 

VSF200CF 2" Flange x 2" Male Adapter 2 

MVSF220FP 2" FP Flange x 2" Male Adapter  

 

 

 

 

 

MVSF300 3" Flange x 3" Male Adapter  

 

 

 

 

 

MVS220FP 2" FP Flange x 2" Female NPT  

 

 

 

 

 

MVS220CF 2" FP Flange x 2" FP Flange  

 

 

 

 

 

MVS300CF 3" Flange x 3" Flange  

 

 

 

 

 

MVS300CFFP 3" FP Flange x 3" FP Flange 

 

 

  
MV100BL 1" Manifold Flanged Valve  

MV200BL 2" Manifold Flanged Valve  

 

 

 

 

 

MV220BL 2" Full Port Manifold Flanged Valve  

 

 

 

 

 

MV300BL 3" Manifold Flanged Valve  

 

 

 

 

 

 

MV100SL 1" Manifold Flanged Valve  

 

 

 

 

 

 

MV200SL 2" Manifold Flanged Valve  

MV220SL 2" Full Port Manifold Flanged Valve 

MLST100-161" Manifold T Strainer with 16 Mesh Screen 

MLST100-30 1" Manifold T Strainer with 30 Mesh Screen 

MLST100-501" Manifold T Strainer with 50 Mesh Screen 

MLST100-80 1" Manifold T Strainer with 80 Mesh Screen 

MLST100-1001" Manifold T Strainer with 100 Mesh Screen 

 

MLST150-161-1/2" Manifold T Strainer with 16 Mesh Screen 

MLST150-30 1-1/2" Manifold T Strainer with 30 Mesh Screen 

MLST150-501-1/2" Manifold T Strainer with 50 Mesh Screen 

MLST150-80 1-1/2" Manifold T Strainer with 80 Mesh Screen 

MLST150-1001-1/2" Manifold T Strainer with 100 Mesh Screen 

 

MLS100-20 1" Manifold Y Strainer with 20 Mesh Screen 

MLS100-40 1" Manifold Y Strainer with 40 Mesh Screen 

MLS100-501" Manifold Y Strainer with 50 Mesh Screen 

MLS100-80 1" Manifold Y Strainer with 80 Mesh Screen 

 

MLS200-06 2" Manifold Y Strainer with 6 Mesh Screen 

MLS200-12 2" Manifold Y Strainer with 12 Mesh Screen 

MLS200-20 2" Manifold Y Strainer with 20 Mesh Screen 

MLS200-30 2" Manifold Y Strainer with 30 Mesh Screen 

MLS200-50 2" Manifold Y Strainer with 50 Mesh Screen 

MLS200-80 2" Manifold Y Strainer with 80 Mesh Screen 

MLS200-100 2" Manifold Y Strainer with 100 Mesh Screen 

MLS200-120 2" Manifold Y Strainer with 120 Mesh Screen 

 

MLS222-06 2" Full Port Manifold Y Strainer with 6 Mesh Screen 

MLS222-12 2" Full Port Manifold Y Strainer with 12 Mesh Screen 

MLS222-20 2" Full Port Manifold Y Strainer with 20 Mesh Screen 

MLS222-30 2" Full Port Manifold Y Strainer with 30 Mesh Screen 

MLS222-50 2" Full Port Manifold Y Strainer with 50 Mesh Screen 

MLS222-80 2" Full Port Manifold Y Strainer with 80 Mesh Screen 

MLS222-100 2" Full Port Manifold Y Strainer with 100 Mesh Screen 

MLS222-120 2" Full Port Manifold Y Strainer with 120 Mesh Screen 

 

MLS300-04 3" Manifold Y Strainer with 4 Mesh Screen 

MLS300-08 3" Manifold Y Strainer with 8 Mesh Screen 

MLS300-12 3" Manifold Y Strainer with 12 Mesh Screen 

MLS300-20 3" Manifold Y Strainer with 20 Mesh Screen 

MLS300-50 3" Manifold Y Strainer with 50 Mesh Screen 

 

 

 

 

 

 

 

 

RSTB-2 RectorSealTru-Blu with TFE 1.75oz 

RSTB RectorSealTru-Blu 8oz 

 

 

 

MANIFOLD FITTINGS, VALVES & FILTERS  
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SIZE PART NUMBER 

1” PVC-819010 

1 ½” PVC-819015 

2” PVC-819020 

3” PVC-819030 

 

SIZE PART NUMBER 

1” PVC-820010 

1 ½” PVC-820015 

2” PVC-820020 

3” PVC-820030 

 

SIZE PART NUMBER 

1 ½” x 1” PVC-837211 

1 ½” x 1 ¼” PVC-837212 

2” x 1” PVC-837249 

2” x 1 ¼” PVC-837250 

2” x 1 ½” PVC-837251 

3” x 1 ½” PVC-837337 

3” x 2” PVC-837338 

 

SCHEDUAL 80 PVC 

45˚ ELBOW FPT x FPT 

45˚ ELBOW SOC x SOC 

90˚ ELBOW SOC x SOC 

90˚ ELBOW SOC x FPT 

90˚ ELBOW FPT x FPT 

TEE SOC x SOC x SOC CROSS SOC x SOC x SOC x SOC 

COUPLING SOC x SOC 

REDUCER COUPLING SOC x SOC 

FEMALE ADAPTOR SOC x FPT 

MALE ADAPTOR SOC x MPT 

REDUCER BUSHING FLUSHSTYLESPIG xSOC 

SIZE PART NUMBER 

1” PVC-801010 

1 ½” PVC-801015 

2” PVC-801020 

3” PVC-801030 

 

SIZE PART NUMBER 

1” PVC-806010 

1 ½” PVC-806015 

2” PVC-806020 

3” PVC-806030 

 

SIZE PART NUMBER 

1” PVC-807010 

1 ½” PVC-807015 

2” PVC-807020 

3” PVC-807030 

 

SIZE PART NUMBER 

1” PVC-808010 

1 ½” PVC-808015 

2” PVC-808020 

3” PVC-808030 

 

SIZE PART NUMBER 

1” PVC-817010 

1 ½” PVC-817015 

2” PVC-817020 

3” PVC-817030 

 

SIZE PART NUMBER 

1” PVC-829010 

1 ½” PVC-829015 

2” PVC-829020 

3” PVC-829030 

 

SIZE PART NUMBER 

2” x 1” PVC-829249 

3” x 2” PVC-829338 

 

SIZE PART NUMBER 

1” PVC-835010 

1 ½” PVC-835015 

2” PVC-835020 

3” PVC-835030 

 

SIZE PART NUMBER 

1” PVC-836010 

1 ½” PVC-836015 

2” PVC-836020 

3” PVC-836030 

 

SMALLER & LARGER SIZES AVAILABLE 
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SIZE PART NUMBER 

1” x ½”  PVC-838130 

1” x ¾” PVC-838131 

1 ½” x ¾” PVC-838210 

1 ½” x 1” PVC-838211 

1 ½” x 1 ¼” PVC-838212 

2” x 1” PVC-838249 

2 x 1 ½”  PVC-838251 

3” x 1 ½” PVC-838337 

3” x 2” PVC-838338 

 

SIZE PART NUMBER 

1” PVC-847010 

1 ½” PVC-847015 

2” PVC-847020 

3” PVC-847030 

 

SIZE PART NUMBER 

3” PVC-851030 

 

SIZE PART NUMBER 

2” PVC-852020 

 

SIZE x LENGTH PART NUMBER 

1” x  1 ½” PVC-884005 

1” x 2” PVC-884020 

1” x 4” PVC-884040 

1” x 6” PVC-884060 

1” x 8” PVC-884080 

1” x 10” PVC-884100 

1 ¼” x 6”  PVC-885060 

1 ¼” x 8” PVC-885080 

1 ½” x 4” PVC-886040 

1 ½” x 8” PVC-886080 

1 ½” x 10” PVC-886100 

1 ½” x 12” PVC-886120 

2” x 2” PVC-887005 

2” x 3” PVC-887030 

2” x 3 ½” PVC-887035 

2” X 4” PVC-887040 

2” X 6” PVC-887060 

2” X 8” PVC-887080 

2” X 10” PVC-887100 

2” X 12” PVC-887120 

3” x 2 5/8”  PVC-889005 

3” x 3” PVC-889030 

3” x 6” PVC-889060 

3” x 10” PVC-889100 

3” x 12” PVC-889120 

 

PVC PIPE 

SIZE PART NUMBER 

1” PVC-PEP3005 

1 ½” PVC-PEP3007 

2” PVC-PEP3008 

3” PVC-PEP3010 

 

X Style, Cam Adapter (with slip fit) 

 

Y Style, Cam Coupler(with slip fit) 

 

SIZE PART NUMBER 

1” 100-X 

1 ½” 150-X 

2” 200-X 

3” 300-X 

 

SIZE PART NUMBER 

1” 100-Y 

1 ½” 150-Y 

2” 200-Y 

3” 300-Y 

 

SCHEDUAL 80 PVC 

PVC NIPPLES 

ONE PIECE FLANGE FPT 

ONE PIECE FLANGE SOC 

CAP SOC 

REDUCER BUSHING FLUSHSTYLE SPIG x FPT 

SMALLER & LARGER SIZES AVAILABLE 
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VALVES 

PART NUMBER DESCRIPTION 
MAX 

PSI 

22172 1/4” PVC CHECK VALVE WITH BUNA-N SEAL 140 

22173 3/8” PVC CHECK VALVE WITH BUNA-N SEAL 140 

22174 1/2” PVC CHECK VALVE WITH BUNA-N SEAL 140 

 

PART NUMBER DESCRIPTION  
MAX 

PSI 

TC10050STE 1/2” PVC TRUE CHECK VLAVE SOC x SOC EPDM SEALS 150 

TC10100ST 1” PVC TRUE CHECK VLAVE SOC AND THD ENDS VITON SEALS 150 

TC10100STE 1” PVC TRUE CHECK VLAVE SOC AND THD ENDS EPDM SEALS 150 

TC10150ST 1 1/2” PVC TRUE CHECK VLAVE SOC AND THD ENDS VITON SEALS 150 

TC10200ST 2” PVC TRUE CHECK VLAVE SOC AND THD ENDS VITON SEALS 150 

TC1300S 3” PVC TRUE CHECK VLAVE SOC x SOC VITON SEALS 150 

 

PART NUMBER DESCRIPTION  
MAX 

PSI 

1205-05 1/2” PVC ADJUSTABLE SPRING CHECK VALVE WITH EPDM SEAL 200 

1205-07 3/4” PVC ADJUSTABLE SPRING CHECK VALVE WITH EPDM SEAL 200 

1205-10 1” PVC ADJUSTABLE SPRING CHECK VALVE WITH EPDM SEAL 200 

1205-15 1 1/2” PVC ADJUSTABLE SPRING CHECK VALVE WITH EPDM SEAL 200 

 

PART NUMBER DESCRIPTION  
MAX 

PSI 

FV200B 2” BRONZE FOOT VALVE 200 

 

PART NUMBER DESCRIPTION  
MAX 

PSI 

VSGV200SL 2” PVC SLICE GATE VALVE SOC x SOC 50 

VSGV300SL 3” PVC SLICE GATE VALE SOC x SOC 50 

 

PART NUMBER DESCRIPTION 
MAX 

PSI 

LVHB025V 1/4”POLY MICRO VALVE WITH VITON SEALS 150 

LVHB038V 3/8”POLY MICRO VALVE WITH VITON SEALS 150 

LVHB050V 1/2”POLY MICRO VALVE WITH VITON SEALS 150 

LVHB075V 3/4”POLY MICRO VALVE WITH VITON SEALS 150 
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VALVES 

PART NUMBER DESCRIPTION  
MAX 

PSI 

48120 

3/4” FPT INLET AND OUTLET BYPASS AND 1/2” FPT BOOM OUTLET 

1/4” FPT PUMP PRESSURE POINT AND 3/4” AUXILIARY PORT  THAT 

NEED TO BE DRILLED, TO FUNCTION 

100 

 

PART NUMBER DESCRIPTION  
MAX 

PSI 

2750 

3/4” MPT & FPT INLET AND OUTLET BYPASS AND 1/2” FPT BOOM 

OUTLET 1/4” FPT PUMP PRESSURE POINT THAT NEEDS TO BE 

DRILLED, TO FUNCTION 

175 

 

PART NUMBER DESCRIPTION  
MAX 

PSI 

2100B-1 
3/4”FPT INLET, 3/4” MPT BYPASS OUTLET AND 1/2” FPT BOOM 

OUTLET SOLENOID SHUTOFF VALVE WITH VITON SEALS, SINGLE 
125 

2500B-1-WP 

3/4” FPT INLET, 3/4” MPT BYPASS OUTLET AND 1/2” FPT BOOM 

OUTLET SOLENOID SHUTOFF VALVE WITH VITON SEALS, SINGLE 

WITH WEATHER PACK SEALED CONNECTOR 

100 

2502-2-WP 

3/4” FPT INLET, 3/4” MPT BYPASS OUTLET AND 1/2” FPT BOOM 

OUTLET SOLENOID SHUTOFF VALVES WITH VITON SEALS, 

DOUBLE WITH WEATHER PACK SEALED CONNECTOR 

175 

2149 MOUNTING BRACKET FOR 2100B-2, DOUBLE VALVES 
 

 

PART NUMBER DESCRIPTION  
MAX 

PSI 

23120-1/2-PP 1/2” PRESSURE RELIEF VALVE WITH EPDM SEAL & 1/4” GUAGE PORT 150 

23120-3/4-PP 3/4” PRESSURE RELIEF VALVE WITH EPDM SEAL & 1/4” GUAGE PORT 150 

23120A-1/2-PP 1/2” PRESSURE RELIEF VALVE WITH VITON SEAL & 1/4” GUAGE PORT 150 

23120A-3/4-PP 3/4" PRESSURE RELIEF VALVE WITH VITON SEAL & 1/4” GUAGE PORT 150 

 

PART NUMBER DESCRIPTION  
MAX 

PSI 

HMIP100SE 1” PVC BALL VALVE WITH EPDM SEAL 150 

HMIP150SE 1 1/2” PVC BALL VALVE WITH EPDM SEAL 150 

HIMP200SE 2” PVC BALL VALVE WITH EPDM SEAL 150 

HIMP300SE 3” PVC BALL VALVE WITH EPDM SEAL 150 
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HOSE FITTINGS 

PART NUMBER DISCRIPTION 

3/8” Y 3/8” “Y” HOSE BARB  

1/2” Y 1/2” “Y” HOSE BARB 

 

PART NUMBER DISCRIPTION 

T18P 1/8” HOSE BARB TEE 

T58P 5/8” HOSE BARB TEE 

T114P 1-1/4” HOSE BARB TEE 

T112P 1-1/2” HOSE BARB TEE 

FOR MORE SIZES GO TO PAGE 66 

PART NUMBER DISCRIPTION 

EB1414P 1/4” HOSE BARB ELBOW 

EB3838P 3/8” HOSE BARB ELBOW 

EB1212P 1/2” HOSE BARB ELBOW 

EB5858P 5/8” HOSE BARB ELBOW 

EB3434P 3/4” HOSE BARB ELBOW 

EB114P 1-1/4” HOSE BARB ELBOW 

EB112P 1-1/2” HOSE BARB ELBOW 

EB200P 2” HOSE BARB ELBOW 

FOR MORE SIZES GO TO PAGE 66 

PART NUMBER DISCRIPTION 

EL1214P 1/2” MPT x 1/4" HOSE BARB ELBOW  

EL1258P 1/2" MPT x 5/8” HOSE BARB ELBOW  

EL3414P 3/4” MPT x 1/4" HOSE BARB ELBOW 

EL3458P 3/4" MPT x 5/8” HOSE BARB ELBOW 

FOR MORE SIZES GO TO PAGE 67 

PART NUMBER DISCRIPTION 

A18316  1/8” MPT x 3/16” HOSE BARB  

A3838 3/8” MPT x 3/8”  HOSE BARB  

A1214P 1/2” MPT x 1/4" HOSE BARB  

A1258P 1/2" MPT x 5/8” HOSE BARB  

A3414P 3/4” MPT x 1/4" HOSE BARB  

A3458P 3/4" MPT x 5/8” HOSE BARB  

FOR MORE SIZES GO TO PAGE 67 

PART NUMBER DESCRIPTION 

LST050-20 ½” STRAINER WITH 20 MESH 

LST075-20 ¾” STRAINER WITH 20 MESH 

FOR MORE SIZES GO TO PAGE 68 & 70 

 

A----P 
A---- 

Push-In Tube Fittings 
FEATURES 

 FDA / NSF Compliant 

 Quick and easy to use and re0use 

 Resists inorganic chemicals, oils, fats, and synthetic detergents 

MATERIALS 
 Fitting – Acetal copolymer (grey) 

 O-ring – Nitrile rubber 

APPLICATIONS 
 Water conditioning 

 Dispensing equipment 

 Agricultural 

 Industrial & vacuum systems 

 

Adapter, Female NPTF Thread 
 

Connector, Male NPTF Thread 
 

Connector, Straight 

Elbow, Male NPTF Thread 

Elbow, Male Swivel NPTF Thread 

Elbow, Union 

Union Connector 

Union Tee 
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GARDEN HOSE ADAPTORS 

PART NUMBER DESCRIPTION 

GHN075 ¾” GARDEN HOSE SPRAY NOZZLE 

 

GARDEN HOSE SPRAY NOZZLE 
 Heavy-duty machined aluminum construction stands up to hard 

use. 

 Comfort-grip soft rubber provides a comfortable gripping texture. 

 Resists dents, mars and scratches and also protects any surface that 

comes in contact with nozzle. 

 Aluminum hose connection provides a tight fit, will not rust. 

 Multiple spray pattern adjusts from a powerful jet stream to 
a gentle fan spray. Ideal for all your spraying needs. 

 Stainless steel spray cap for precise spray patterns. 

PART 

NUMBER 
DESCRIPTION 

GHFT075A ¾” MALE QC x ¾” GARDEN HOSE FEMALE THREAD 

GHMT075B ¾” FEMALE QC x ¾” GARDEN HOSE MALE THREAD 

GHFT075D ¾” FEMALE QC x ¾” GARDEN HOSE FEMALE THREAD 

GHMT075F ¾” MALE QC x ¾” GARDEN HOSE MALE THREAD 

GHFT075MPT ¾” MPT x ¾” GARDEN HOSE FEMALE THREAD 

GHMT075FPT ¾” FPT x GRADEN HOSE MALE THREAD 

GHMT075MPT ¾” MPT x GARDEN HOSE MALE THREAD 

 

GARDEN HOSE FITTINGS 
 Quick and simple way to connect and disconnect your garden hose. 

 Easily connects hose to spigot, sprinkler, nozzle or other hose end accessories. 

 Durable, rustproof polypropylene construction. 

 Never have to use pliers to tighten to prevent leaks. 

 Yellow fiberglass reinforced polypropylene. 

 Standard 3/4" opening diameter. 

 

 

 

PART NUMBER DESCRIPTION 

G3412P 3/4" MGHT x 1/2" FPT 

G3434P 3/4" MGHT x 3/4" FPT 

 

3/4" MGHT x FPT 
 

PART NUMBER DESCRIPTION 

H3434P 3/4" MPT x 3/4" FGHT 

 

3/4” MPT x 3/4" FGHT 
 

PART NUMBER DESCRIPTION 

E3412P 3/4" MGHT x 1/2" MPT 

E3438P 3/4" MGHT x 3/8" MPT 

E3434P 3/4" MGHT x 3/4" MPT 

EE3434P 3/4" MGHT x 3/4" MGHT 

 

3/4" MGHT x MPT 
 

PART NUMBER DESCRIPTION 

I3434P 3/4" MGHT x 3/4" FGHT 

 

3/4" MGHT x 3/4" FGHT 
 

PART NUMBER DESCRIPTION 

J3412P 3/4" FGHT x 1/2" FPT 

 

3/4" FGHT x FPT 
 

PART NUMBER DESCRIPTION 

G3434V 3/4" FGHT (inlet) x 3/4" MGHT (1 outlet) 

G3434YV 3/4" FGHT (inlet) x 3/4" MGHT (2 outlet) 

 

GARDEN HOSE SHUTOFF VLVES 
Single and double garden hose valves with 3/4” GHT. 100 PSI 

maximum operating pressure.ABS construction. 
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PART 

NUMBER 

DESCRIPTION 

(REF. TO PIC BELOW) 

002037-SS U-PIN STAINLESS (5) 

002133 1/4" HOSE BARB ELBOW, ORS (1) 

002134 3/8" HOSE BARB ELBOW, ORS (1) 

002135 1/2" HOSE BARB ELBOW, ORS (1) 

002136 3/4" HOSE BARB ELBOW, ORS (8) 

002137 BALL STOP (3) 

002138 CAP, PLUG (7) 

002140 O-RING EPDM (STANDARD) (4) 

002141 O-RING VITON (OPTIONAL) (4) 

20525 TEE - ORS x ORS x 1" FPT (9) 

3999-0001 4 COLUMN  w/ 1/4" HB ELBOW 

3999-0002 4 COLUMN  w/ 3/8" HB ELBOW 

3999-0008 4 COLUMN  w/ 1/2" HB ELBOW 

3999-3414 1 COLUMN STARTER w/ 1/4" HB ELBOW 

3999-3438 1 COLUMN STARTER w/ 3/8" HB ELBOW 

3999-3434 1 COLUMN STARTER w/ 3/4" HB ELBOW 

8165100 RED PLASTIC BALL 

8165101 GREEN PLASIC BALL 

8165102 BLACK PLASIC BALL 

8165105 RED GLASS BALL 

SS316-200 STAINLESS STEEL BALL 

 

RED BALL SPRAY MONITOR 
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PART NUMBER DESCRIPTION 

17221 ¾” MPT SPICKET 

 

PART NUMBER DESCRIPTION 

DRILL TIP ¾” MALE QC WITH NOZZLE  

 

PART NUMBER DESCRIPTION 

RAIN DROP RAIN DROP NOZZLE 

 

PART NUMBER DISCRIPTION 

TANK CLEAN TANK CLEANING NOZZLE 

 

PART NUMBER DESCRIPTION 

FL1.5 FLOOD NOZZLE 1.5 GPM  

FL2.4 FLOOD NOZZLE 2.4 GPM 

FL4.8 FLOOD NOZZLE 4.8 GPM 

 

USED FOR DI-ICING, ANTI-ICING & DUST CONTROL 

SPRAY NOZZLES 

THE BLUE NOZZLE TO THE LEFT IS 
DISCONTINUED AND IS REPLACED BY THE 

NOZZLE BELOW IT.  

 

QUICK COUPLER NOZZLE STYLE 

PART NUMBER DESCRIPTION 

DRILL TIP 
BEX MALE COUPLER WITH 

NOZZLE 

 

PLEASE SEE PAGES 77 – 81 FOR ALL OPTIONS 

OF NOZZLE 

BEX NOZZLE STYLE 

PLEASE SEE PAGE 104 FOR ALL OPTIONS OF 

NOZZLE 

MORE SIZES AVAILABE 

PART 

NUMBER 

ORIFICE 

DIA. 

GPM @ 

10 PSI 

075SJN-030 9/16” 1.5 

075SJN-040 5/32” 2.0 

075SJN-060 3/16” 3.0 

075SJN-080 7/32” 4.0 

075SJN-120 1/4” 6.0 

075SJN-150 19/64” 7.5 

075SJN-200 21/64” 10.0 

075SJN-000 BLANK 0 

 

PART 

NUMBER 

ORIFICE 

DIA. 

GPM @ 

10 PSI 

075DJN-015 3/32” 1.5 

075DJN-020 7/64” 2.0 

075DJN-030 9/64” 3.0 

075DJN-040 5/32” 4.0 

075DJN-060 3/16” 6.0 

075DJN-080 13/64” 8.0 

075DJN-100 15/64” 10.0 

075DJN-000 BLANK 0 

 

Nozzle Tips 

 Single or double nozzle tips available 

 For Strip or Dribble applications 

 Glass-reinforced nylon for abrasion resistance and long life 

Double Nozzle Tip 

Single Nozzle Tip 
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SPRAY NOZZLES 

SPRAY CHARACTERISTICS: 

F-Series spray nozzles produce a flat, fan-shaped spray 

pattern, with spray angles available from 5˚ to 110˚ measured 

at 40 psi. Spray angles generally increase with pressure. 
 

Spray density tapers off toward the outside of these sprays, to 

permit overlapping of spray patterns while maintaining 
uniform spray density. 

 

FLAT “V” SPRAY NOZZLES 
TYPICAL APPLICATION: 

Suitable for a variety of washing and spraying 
applications: 

 

 PARTS CLEANING 

 MATAL WASHING 

 FOAM CONTROL 

 GRAVEL WASHING 

 VEHICLE WASHING 

 FERTILIZER SPRAYING 

 DISHWASHERS 

PIPE SIZE 

(NPT) 

LENGTH L 

(INCHES) 

DIM. A 

(INCHES) 

1/8F 13/16 1/16 HEX 

1/4F 15/16 9/16 HEX 

3/8F 1-3/16 11/16 HEX 
1/2F 1-5/16 7/8 HEX 

3/4F 1-11/16 1-1/16 HEX 

1F 2-1/2 1-3/8 HEX 

1-1/4F 3-5/8 1-3/4 HEX 

1-1/2F 4-1/4 2 DIA. 

2F 5 2-3/8 DIA. 

 

CONSTRUCTION: 

Theses nozzles are machined from bar stock, and are one piece construction. Standard materials are 
brass, mild steel, 303 stainless steel and 316 stainless steel. Some of these nozzles are also available 

in other materials, such as Carpenter 20®, PVC, CPVC, Teflon®, and polypropylene. All nozzles are 

available in either NPT or BSPT threads. 

 

SPRAY 

ANGLE 

@ 40 PSI 

PART 

NUMBER 

PIPE 

SIZE 

MPT 

EQUIV. 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) SPRAY ANGLE @ 

    
5 

PSI 

7 

PSI 

10 

PSI 

15 

PSI 

20 

PSI 

30 

PSI 

40 

PSI 

50 

PSI 

60 

PSI 

80 

PSI 

100 

PSI 

150 

PSI 

300 

PSI 

20 

PSI 

40 

PSI 

80 

PSI 

110° 

1/8F11003 1/8” 0.041 0.11 0.13 0.15 0.18 0.21 0.26 0.30 0.34 0.37 0.42 0.47 0.58 0.82 96° 110° 118° 
1/4F11003 1/4” 0.041 0.11 0.13 0.15 0.18 0.21 0.26 0.30 0.34 0.37 0.42 0.47 0.58 0.82 92° 110° 118° 
1/8F11004 1/8” 0.047 0.14 0.17 0.20 0.24 0.28 0.35 0.40 0.45 0.49 0.57 0.63 0.77 1.10 90° 110° 112° 
1/4F11004 1/4” 0.047 0.14 0.17 0.20 0.24 0.28 0.35 0.40 0.45 0.49 0.57 0.63 0.77 1.10 90° 110° 112° 
1/8F11005 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 96° 110° 114° 
1/4F11005 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 96° 110° 114° 
1/8F11006 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.60 97° 110° 115° 
1/4F11006 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.60 97° 110° 115° 
1/8F11008 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 100° 110° 115° 
1/4F11008 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 100° 110° 115° 
1/8F11010 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 102° 110° 115° 
1/4F11010 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 102° 110° 115° 
1/8F11015 1/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.12 2.40 2.90 4.10 102° 110° 115° 
1/4F11015 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.12 2.40 2.90 4.10 102° 110° 115° 
1/8F11020 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 103° 110° 112° 
1/4F11020 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 103° 110° 112° 
1/4F11030 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.0 3.40 3.70 4.20 4.70 5.80 8.20 103° 110° 112° 
1/4F11040 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.0 4.50 4.90 5.70 6.30 7.70 11.0 103° 110° 112° 
1/4F11050 1/4” 0.167 1.77 2.09 2.50 3.10 3.50 4.30 5.0 5.60 6.10 7.10 7.90 9.70 13.7 107° 110° 116° 

95° 

1/8F9505 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 86° 95° 101° 
1/4F9505 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 87° 95° 101° 
1/8F9506 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 86° 95° 101° 
1/4F9506 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 86° 95° 101° 
1/8F9508 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 86° 95° 100° 
1/4F9508 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 85° 95° 100° 
1/8F9510 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 88° 95° 99° 
1/4F9510 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 88° 95° 99° 
1/8F9515 1/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 90° 95° 100° 
1/4F9515 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 90° 95° 100° 
1/8F9520 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 89° 95° 99° 
1/4F9520 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 89° 95° 99° 
1/8F9530 1/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 90° 95° 101° 
1/4F9530 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 90° 95° 101° 
3/8F9530 3/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 90° 95° 101° 
1/4F9540 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 90° 95° 100° 
3/8F9530 3/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 90° 95° 100° 
1/4F9550 1/4” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 91° 95° 101° 
3/8F9550 3/8” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 91° 95° 101° 

1/4F9560 1/4” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 92° 95° 102° 

3/8F9560 3/8” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 92° 95° 102° 

1/2F9560 1/2” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 91° 95° 102° 

1/4F9570 1/4” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 92° 95° 103° 

3/8F9570 3/8” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 90° 95° 101° 

1/2F9570 1/2” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 90° 95° 101° 

1/2F95100 1/2” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 92° 95° 103° 

1/2F95150 1/2” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 92° 95° 102° 
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SPRAY 

ANGLE 

@ 40 PSI 

PART 

NUMBER 

PIPE 

SIZE 

MPT 

EQUIV. 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) 
SPRAY ANGLE 

@ 

    
5 

PSI 

7 

PSI 

10 

PSI 

15 

PSI 

20 

PSI 

30 

PSI 

40 

PSI 

50 

PSI 

60 

PSI 

80 

PSI 

100 

PSI 

150 

PSI 

300 

PSI 

20 

PSI 

40 

PSI 

80 

PSI 

80° 

1/8F8005 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 74° 80° 83° 
1/4F8005 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 74° 80° 83° 
1/8F8006 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 74° 80° 83° 
1/4F8006 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 74° 80° 83° 
1/8F8008 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 75° 80° 83° 
1/4F8008 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 75° 80° 83° 
1/8F8010 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 75° 80° 83° 
1/4F8010 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 75° 80° 83° 
3/8F8010 3/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 75° 80° 83° 
1/8F8015 1/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 74° 80° 86° 
1/4F8015 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 74° 80° 86° 
3/8F8015 3/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 75° 80° 86° 
1/8F8020 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 74° 80° 85° 
1/4F8020 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 74° 80° 85° 
3/8F8020 3/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 74° 80° 85° 
1/8F8030 1/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 75° 80° 86° 
1/4F8030 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 75° 80° 86° 
3/8F8030 3/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 75° 80° 86° 
1/8F8040 1/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 76° 80° 85° 
1/4F8040 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 76° 80° 85° 
3/8F8040 3/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 76° 80° 85° 
1/4F8050 1/4” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 77° 80° 84° 
3/8F8050 3/8” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 77° 80° 84° 
1/4F8060 1/4” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 77° 80° 84° 
3/8F8060 3/8” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 77° 80° 84° 
1/2F8060 1/2” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 78° 80° 84 

1/4F8070 1/4” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 78° 80° 87° 
3/8F8070 3/8” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 78° 80° 87° 
1/2F8070 1/2” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 78° 80° 87° 
1/4F8080 1/4” 0.211 2.80 3.30 4.00 4.90 5.70 6.90 8.00 8.90 9.80 11.3 12.6 15.5 21.9 78° 80° 88° 
3/8F8080 3/8” 0.211 2.80 3.30 4.00 4.90 5.70 6.90 8.00 8.90 9.80 11.3 12.6 15.5 21.9 78° 80° 88° 
1/2F8080 1/2” 0.211 2.80 3.30 4.00 4.90 5.70 6.90 8.00 8.90 9.80 11.3 12.6 15.5 21.9 78° 80° 88° 

3/8F80100 3/8” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 75° 80° 83° 
1/2F80100 1/2” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 75° 80° 83° 
3/8F80150 3/8” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 73° 80° 84° 
1/2F80150 1/2” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 73° 80° 84° 
1/2F80200 1/2” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 74° 80° 82° 
3/4F80200 3/4” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 74° 80° 82° 
3/4F80400 3/4” 0.471 14.1 16.7 20.0 24.0 28.0 35.0 40.0 45.0 49.0 57.0 63.0 77.0 110.0 74° 80° 82° 

65° 

1/8F6505 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 53° 65° 72° 
1/4F6505 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 53° 65° 72° 
1/8F6506 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 54° 65° 72° 
1/4F6506 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 54° 65° 72° 
1/8F6508 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 55° 65° 71° 
1/4F6508 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 55° 65° 71° 
1/8F6510 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 57° 65° 73° 
1/4F6510 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 57° 65° 73° 
3/8F6510 3/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 57° 65° 73° 
1/8F6512 1/8” 0.082 0.42 0.50 0.60 0.73 0.85 1.04 1.20 1.34 1.47 1.70 1.90 2.30 3.30 59° 65° 71° 
1/4F6512 1/4” 0.082 0.42 0.50 0.60 0.73 0.85 1.04 1.20 1.34 1.47 1.70 1.90 2.30 3.30 60° 65° 72° 
1/8F6515 1/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 59° 65° 72° 
1/4F6515 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 59° 65° 72° 
3/8F6515 3/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 60° 65° 72° 
1/8F6520 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 61° 65° 72° 
1/4F6520 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 61° 65° 72° 
3/8F6520 3/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 61° 65° 72° 
1/8F6530 1/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 62° 65° 72° 
1/4F6530 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 62° 65° 72° 
3/8F6530 3/8” 0.129 1.06 1.25 1.50 1.84 2.10 3.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 62° 65° 72° 
1/8F6540 1/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 63° 65° 72° 
1/4F6540 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 63° 65° 72° 
3/8F6540 3/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 64° 65° 74° 
1/4F6550 1/4” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 63° 65° 73° 
3/8F6550 3/8” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 63° 65° 73° 
1/2F6550 1/2” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 63° 65° 74° 
1/4F6560 1/4” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 63° 65° 73° 
3/8F6560 3/8” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 63° 65° 73° 
1/2F6560 1/2” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 63° 65° 73° 
1/4F6570 1/4” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 63° 65° 74° 
3/8F6570 3/8” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 63° 65° 74° 
1/2F6570 1/2” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 63° 65° 75° 

3/8F65100 3/8” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.0 12.0 14.0 16.0 19.0 27.0 59° 65° 69° 
1/2F65100 1/2” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.0 12.0 14.0 16.0 19.0 27.0 59° 65° 70° 
1/2F65150 1/2” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 17.0 18.0 21.0 24.0 29.0 41.0 59° 65° 68° 
1/2F65200 1/2” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 60° 65° 67° 
3/4F65200 3/4” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 60° 65° 67° 
3/4F65300 3/4” 0.408 10.6 12.5 15.0 18.4 21.0 26.0 30.0 34.0 37.0 42.0 47.0 58.0 82.0 60° 65° 68° 
3/4F65400 3/4” 0.471 14.1 16.7 20.0 24.0 28.0 35.0 40.0 45.0 49.0 57.0 63.0 77.0 110.0 60° 65° 68° 
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1/8F5005 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 44° 50° 56° 
1/4F5005 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 44° 50° 56° 
1/8F5006 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 45° 50° 56° 
1/4F5006 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 45° 50° 56° 
1/8F5008 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 45° 50° 56° 
1/4F5008 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 45° 50° 56° 
1/8F5010 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 43° 50° 55° 
1/4F5010 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 43° 50° 55° 
3/8F5010 3/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 43° 50° 55° 
1/4F5015 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 43° 50° 55° 
3/8F5015 3/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 43° 50° 55° 
1/8F5020 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 43° 50° 55° 
1/4F5020 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 43° 50° 55° 
3/8F5020 3/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 43° 50° 55° 
1/8F5030 1/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 43° 50° 54° 
1/4F5030 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 43° 50° 55° 
3/8F5030 3/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 43° 50° 54° 
1/8F5040 1/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 43° 50° 54° 
1/4F5040 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 43° 50° 54° 
3/8F5040 3/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 43° 50° 54° 
1/4F5050 1/4” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 43° 50° 53° 
3/8F5050 3/8” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 43° 50° 53° 
1/4F5060 1/4” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 43° 50° 53° 
3/8F5060 3/8” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 43° 50° 53° 
1/2F5060 1/2” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 43° 50° 53° 
1/4F5070 1/4” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 44° 50° 53° 
3/8F5070 3/8” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 44° 50° 53° 
1/2F5070 1/2” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 44° 50° 53° 

3/8F50100 3/8” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 44° 50° 52° 
1/2F50100 1/2” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 44° 50° 52° 
3/8F50120 3/8” 0.258 4.20 5.00 6.00 7.30 8.50 10.4 12.0 13.4 14.7 17.0 19.0 23.0 33.0 44° 50° 53° 
1/2F50120 1/2” 0.258 4.20 5.00 6.00 7.30 8.50 10.4 12.0 13.4 14.7 17.0 19.0 23.0 33.0 44° 50° 53° 
3/8F50150 3/8” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 45° 50° 52° 
1/2F50150 1/2” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 45° 50° 52° 
1/2F50200 1/2” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 46° 50° 52° 
3/4F50200 3/4” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 46° 50° 52° 
3/4F50400 3/4” 0.471 14.1 16.7 20.0 24.0 28.0 35.0 40.0 45.0 49.0 57.0 63.0 77.0 110.0 47° 50° 54° 
1F50500 1” 0.527 17.7 21.0 25.0 31.0 35.0 43.0 50.0 56.0 61.0 71.0 79.0 97.0 137.0 46° 50° 55° 

1-1/4F50500 1-1/4” 0.527 17.7 21.0 25.0 31.0 35.0 43.0 50.0 56.0 61.0 71.0 79.0 97.0 137.0 46° 50° 55° 
1-1/4F50750 1-1/4” 0.645 27.0 31.0 38.0 46.0 53.0 65.0 75.0 84.0 92.0 106.0 119.0 145.0 205.0 46° 50° 54° 
1-1/4F50750 1-1/4” 0.745 35.0 42.0 50.0 61.0 71.0 87.0 100.0 112.0 122.0 141.0 158.0 194.0 274.0 46° 50° 55° 

40° 

1/8F4005 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 26° 40° 46° 
1/4F4005 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 26° 40° 46° 
1/8F4006 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 37° 40° 44° 
1/4F4006 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 37° 40° 44° 
1/8F4008 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 35° 40° 43° 
1/4F4008 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 35° 40° 43° 
1/8F4010 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 30° 40° 43° 
1/4F4010 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 30° 40° 43° 
1/8F4015 1/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 35° 40° 41° 
1/4F4015 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 35° 40° 41° 
1/8F4020 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 33° 40° 43° 
1/4F4020 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 33° 40° 43° 
3/8F4020 3/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 33° 40° 43° 
1/8F4030 1/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 34° 40° 45° 
1/4F4030 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 34° 40° 45° 
3/8F4030 3/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 34° 40° 45° 
1/8F4040 1/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 33° 40° 43° 
1/4F4040 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 33° 40° 43° 
3/8F4040 3/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 33° 40° 43° 
1/4F4050 1/4” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 35° 40° 46° 
3/8F4050 3/8” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 35° 40° 46° 
1/4F4060 1/4” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 37° 40° 48° 
3/8F4060 3/8” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 37° 40° 48° 
1/2F4060 1/2” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 37° 40° 48° 
1/4F4070 1/4” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 35° 40° 46° 
3/8F4070 3/8” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 35° 40° 46° 
1/2F4070 1/2” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 35° 40° 44° 

3/8F40100 3/8” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 33° 40° 44° 
1/2F40100 1/2” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 33° 40° 44° 
3/4F40100 3/4” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 36° 40° 44° 
1/2F40120 1/2” 0.258 4.20 5.00 6.00 7.30 8.50 10.4 12.0 13.4 14.7 17.0 19.0 23.0 33.0 36° 40° 43° 
1/2F40150 1/2” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 37° 40° 44° 
3/4F40150 3/4” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 37° 40° 44° 
1/2F40200 1/2” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 38° 40° 43° 
3/4F40200 3/4” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 38° 40° 43° 
3/4F40300 3/4” 0.408 10.6 12.5 15.0 18.4 21.0 26.0 30.0 34.0 37.0 42.0 47.0 58.0 82.0 38° 40° 44° 
3/4F40350 3/4” 0.441 12.4 14.6 17.5 21.0 25.0 30.0 35.0 39.0 43.0 49.0 55.0 68.0 96.0 37° 40° 44° 
3/4F40400 3/4” 0.471 14.1 16.7 20.0 24.0 28.0 35.0 40.0 45.0 49.0 57.0 63.0 77.0 110.0 38° 40° 44° 

 

FLAT “V” SPRAY NOZZLES CONTINUED 
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SPRAY 

ANGLE 

@ 40 PSI 

PART 

NUMBER 

PIPE 

SIZE 

MPT 

EQUIV. 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) 
SPRAY ANGLE 

@ 

    
5 

PSI 

7 

PSI 

10 

PSI 

15 

PSI 

20 

PSI 

30 

PSI 

40 

PSI 

50 

PSI 

60 

PSI 

80 

PSI 

100 

PSI 

150 

PSI 

300 

PSI 

20 

PSI 

40 

PSI 

80 

PSI 

25° 

1/8F2505 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 20° 25° 31° 
1/4F2505 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 20° 25° 31° 
1/8F2506 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 17° 25° 31° 
1/4F2506 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 17° 25° 31° 
1/8F2508 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 16° 25° 32° 
1/4F2508 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 16° 25° 32° 
1/8F2510 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 17° 25° 31° 
1/4F2510 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 17° 25° 31° 
1/8F2515 1/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 18° 25° 30° 
1/4F2515 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 18° 25° 30° 
1/8F2520 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 18° 25° 28° 
1/4F2520 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 18° 25° 28° 
1/8F2530 1/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 19° 25° 29° 
1/4F2530 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 19° 25° 29° 
3/8F2530 3/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 19° 25° 29° 
1/8F2540 1/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 22° 25° 32° 
1/4F2540 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 22° 25° 32° 
3/8F2540 3/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 22° 25° 32° 
1/4F2550 1/4” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 20° 25° 32° 
3/8F2550 3/8” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 20° 25° 32° 
1/4F2560 1/4” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 18° 25° 28° 
3/8F2560 3/8” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 18° 25° 28° 
1/4F2570 1/4” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 19° 25° 27° 
3/8F2570 3/8” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 19° 25° 27° 
3/8F25100 3/8” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.0 15.8 19.4 27.0 21° 25° 28° 
1/2F25100 1/2” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 21° 25° 28° 
1/2F25150 1/2” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 18° 25° 28° 
1/2F25200 1/2” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 19° 25° 27° 

15° 

1/8F1505 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 10° 15° 20° 
1/4F1505 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 10° 15° 20° 
1/8F1506 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 11° 15° 24° 
1/4F1506 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 11° 15° 24° 
1/8F1508 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 11° 15° 21° 
1/4F1508 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 11° 15° 21° 
1/8F1510 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 13° 15° 16° 
1/4F1510 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 13° 15° 16° 
1/8F1515 1/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 11° 15° 20° 
1/4F1515 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 11° 15° 20° 
3/8F1515 3/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 11° 15° 20° 
1/8F1520 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 11° 15° 20° 
1/4F1520 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 11° 15° 20° 
3/8F1230 3/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 11° 15° 18° 
1/8F1530 1/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 11° 15° 18° 
1/4F1530 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 12° 15° 18° 
3/8F1530 3/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 12° 15° 18° 
1/4F1540 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 12° 15° 18° 
3/8F1540 3/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 12° 15° 19° 
1/4F1550 1/4” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 12° 15° 19° 
3/8F1550 3/8” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 12° 15° 19° 
1/4F1560 1/4” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 12° 15° 17° 
3/8F1560 3/8” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 12° 15° 17° 
1/4F1570 1/4” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 12° 15° 19° 
3/8F1570 3/8” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 12° 15° 19° 
3/8F15100 3/8” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 12° 15° 19° 
1/2F15100 1/2” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 12° 15° 19° 
3/8F15120 3/8” 0.258 4.20 5.00 6.00 7.30 8.50 10.4 12.0 13.4 14.7 17.0 19.0 23.0 33.0 12° 15° 19° 
1/2F15120 1/2” 0.258 4.20 5.00 6.00 7.30 8.50 10.4 12.0 13.4 14.7 17.0 19.0 23.0 33.0 12° 15° 18° 
3/8F15150 3/8” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 12° 15° 18° 
1/2F15150 1/2” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 12° 15° 18° 
3/8F15200 3/8” 0.333 7.10 8.40 10.0 12.2 14.1 17.3 20.0 22.0 24.0 28.0 32.0 39.0 55.0 13° 15° 17° 

 
TYPICAL APPLICATION: 

Suitable for a variety of washing and spraying 

applications: 

 

 PARTS CLEANING 

 MATAL WASHING 

 FOAM CONTROL 

 GRAVEL WASHING 

 VEHICLE WASHING 

 FERTILIZER SPRAYING 

 DISHWASHERS 

CONSTRUCTION: 

Theses nozzles are machined from bar stock, and are one piece construction. Standard materials are 
brass, mild steel, 303 stainless steel and 316 stainless steel. Some of these nozzles are also available 

in other materials, such as Carpenter 20®, PVC, CPVC, Teflon®, and polypropylene. All nozzles are 

available in either NPT or BSPT threads. 
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SPRAY 

ANGLE 

@ 40 PSI 

PART 

NUMBER 

PIPE 

SIZE 

MPT 

EQUIV. 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) 
SPRAY ANGLE 

@ 

    
5 

PSI 

7 

PSI 

10 

PSI 

15 

PSI 

20 

PSI 

30 

PSI 

40 

PSI 

50 

PSI 

60 

PSI 

80 

PSI 

100 

PSI 

150 

PSI 

300 

PSI 

20 

PSI 

40 

PSI 

80 

PSI 

5° 

1/8F0505 1/8” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 4° 5° 9° 
1/4F0505 1/4” 0.053 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.56 0.61 0.71 0.79 0.97 1.37 4° 5° 9° 
1/8F0506 1/8” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 5° 5° 8° 
1/4F0506 1/4” 0.058 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.67 0.73 0.85 0.95 1.16 1.64 4° 5° 8° 
1/8F0508 1/8” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 4° 5° 7° 
1/4F0508 1/4” 0.067 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.89 0.98 1.13 1.26 1.55 2.20 5° 5° 7° 
1/8F0510 1/8” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 5° 5° 8° 
1/4F0510 1/4” 0.075 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.12 1.22 1.41 1.58 1.94 2.70 5° 5° 8° 
1/8F0515 1/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 5° 5° 9° 
1/4F0515 1/4” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 5° 5° 9° 
3/8F0515 3/8” 0.091 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.68 1.84 2.10 2.40 2.90 4.10 5° 5° 9° 
1/8F0520 1/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 5° 5° 9° 
1/4F0520 1/4” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 5° 5° 9° 
3/8F0230 3/8” 0.105 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.20 2.40 2.80 3.20 3.90 5.50 5° 5° 9° 
1/8F0530 1/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 5° 5° 9° 
1/4F0530 1/4” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 5° 5° 9° 
3/8F0530 3/8” 0.129 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.40 3.70 4.20 4.70 5.80 8.20 5° 5° 9° 
1/4F0540 1/4” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 5° 5° 9° 
3/8F0540 3/8” 0.149 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.50 4.90 5.70 6.30 7.70 11.0 5° 5° 9° 
1/4F0550 1/4” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 5° 5° 9° 
3/8F0550 3/8” 0.167 1.77 2.10 2.50 3.10 3.50 4.30 5.00 5.60 6.10 7.10 7.90 9.70 13.7 5° 5° 10° 
1/4F0560 1/4” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 5° 5° 10° 
3/8F0560 3/8” 0.182 2.10 2.50 3.00 3.70 4.20 5.20 6.00 6.70 7.30 8.50 9.50 11.6 16.4 5° 5° 10° 
1/4F0570 1/4” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 5° 5° 10° 
3/8F0570 3/8” 0.197 2.50 2.90 3.50 4.30 4.90 6.10 7.00 7.80 8.60 9.90 11.1 13.6 19.2 5° 5° 10° 
3/8F05100 3/8” 0.236 3.50 4.20 5.00 6.10 7.10 8.70 10.0 11.2 12.2 14.1 15.8 19.4 27.0 5° 5° 10° 
3/8F05120 3/8” 0.258 4.20 5.00 6.00 7.30 8.50 10.4 12.0 13.4 14.7 17.0 19.0 23.0 33.0 5° 5° 19° 
3/8F05150 3/8” 0.289 5.30 6.30 7.50 9.20 10.6 13.0 15.0 16.8 18.4 21.0 24.0 29.0 41.0 5° 5° 18° 

 

FLAT “V” SPRAY NOZZLES CONTINUED 

TYPICAL APPLICATION: 

Suitable for a variety of washing and spraying 

applications: 

 

 PARTS CLEANING 

 MATAL WASHING 

 FOAM CONTROL 

 GRAVEL WASHING 

 VEHICLE WASHING 

 FERTILIZER SPRAYING 

 DISHWASHERS 

CONSTRUCTION: 

Theses nozzles are machined from bar stock, and are one piece construction. Standard materials are 
brass, mild steel, 303 stainless steel and 316 stainless steel. Some of these nozzles are also available 

in other materials, such as Carpenter 20®, PVC, CPVC, Teflon®, and polypropylene. All nozzles are 

available in either NPT or BSPT threads. 

 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
84 

 

 

  

SOILD STREAM SPRAY NOZZLES 

PIPE SIZE 

(NPT) 

LENGTH L 

(INCHES) 

DIM. A 

(INCHES) 

1/8F 13/16 1/16 HEX 
1/4F 15/16 9/16 HEX 

3/8F 1-3/16 11/16 HEX 

1/2F 1-5/16 7/8 HEX 

3/4F 1-11/16 1-1/16 HEX 

1F 2-1/2 1-3/8 HEX 

1-1/4F 3-5/8 1-3/4 HEX 
1-1/2F 4-1/4 2 DIA. 

2F 5 2-3/8 DIA. 

 

SPRAY CHARACTERISTICS: 

A high impact solid stream. For situations where 
maximum impact is required over a very small 

target area. 

 

TYPICAL APPLICATION: 

Suitable for a variety of applications: 
 

 MEATL WASH 

 AGITATION 

 MIXING 

CONSTRUCTION: 

Theses nozzles are machined from bar stock, and are one piece construction. Standard materials are 

brass, steel, 303 stainless steel and 316 stainless steel. Some of these nozzles are also available in 
other materials, such as CPVC and polypropylene. 

 

SPRAY 

ANGLE 

@ 40 

PSI 

PART 

NUMBER 

PIPE 

SIZE 

MPT 

EQUIV. 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) 
SPRAY ANGLE 

@ 

    
5 

PSI 

7 

PSI 

10 

PSI 

20 

PSI 

30 

PSI 

40 

PSI 

60 

PSI 

80 

PSI 

100 

PSI 

200 

PSI 

300 

PSI 

400 

PSI 

500 

PSI 

20 

PSI 

40 

PSI 

60 

PSI 

0° 

1/8F0003 1/8” 0.041 0.11 0.13 0.15 0.21 0.26 0.30 0.37 0.42 0.47 0.67 0.82 0.95 1.06 

0° 
SOLID STREAM 

1/4F0003 1/4” 0.041 0.11 0.13 0.15 .021 0.26 0.30 0.37 0.42 0.47 0.67 0.82 0.95 1.06 

1/8F0004 1/8” 0.047 0.14 0.17 0.20 0.28 0.35 0.40 0.49 0.57 0.63 0.89 1.10 1.26 1.41 

1/4F0004 1/4” 0.047 0.14 0.17 0.20 0.28 0.35 0.40 0.49 0.57 0.63 0.89 1.10 1.26 1.41 

1/8F0005 1/8” 0.053 0.18 0.21 0.25 0.35 0.43 0.50 0.61 0.71 0.79 1.12 1.37 1.58 1.77 

1/4F0005 1/4” 0.053 0.18 0.21 0.25 0.35 0.43 0.50 0.61 0.71 0.79 1.12 1.37 1.58 1.77 

1/8F0006 1/8” 0.058 0.21 0.25 0.30 0.42 0.52 0.60 0.73 0.85 0.95 1.34 1.64 1.90 2.10 

1/4F0006 1/4” 0.058 0.21 0.25 0.30 0.42 0.52 0.60 0.73 0.85 0.95 1.34 1.64 1.90 2.10 

1/8F0008 1/8” 0.067 0.28 0.33 0.40 0.57 0.69 0.80 0.98 1.13 1.26 1.79 2.20 2.50 2.80 

1/4F0008 1/4” 0.067 0.28 0.33 0.40 0.57 0.69 0.80 0.98 1.13 1.26 1.79 2.20 2.50 2.80 

1/8F0010 1/8” 0.075 0.35 0.42 0.50 0.71 0.87 1.00 1.22 1.41 1.58 2.20 2.70 3.20 3.50 

1/4F0010 1/4” 0.075 0.35 0.42 0.50 0.71 0.87 1.00 1.22 1.41 1.58 2.20 2.70 3.20 3.50 

1/8F0015 1/8” 0.091 0.53 0.63 0.75 1.06 1.30 1.50 1.84 2.10 2.40 3.40 4.10 4.70 5.30 

1/4F0015 1/4” 0.091 0.53 0.63 0.75 1.06 1.30 1.50 1.84 2.10 2.40 3.40 4.10 4.70 5.30 

1/8F0020 1/8” 0.105 0.71 0.84 1.00 1.41 1.73 2.00 2.40 2.80 3.20 4.50 5.50 6.30 7.10 

1/4F0020 1/4” 0.105 0.71 0.84 1.00 1.41 1.73 2.00 2.40 2.80 3.20 4.50 5.50 6.30 7.10 

1/8F0030 1/8” 0.129 1.06 1.25 1.50 2.10 2.60 3.00 3.70 4.20 4.70 6.70 8.20 9.50 10.6 

1/4F0030 1/4” 0.129 1.06 1.25 1.50 2.10 2.60 3.00 3.70 4.20 4.70 6.70 8.20 9.50 10.6 

1/8F0040 1/8” 0.149 1.41 1.67 2.00 2.80 3.50 4.00 4.90 5.70 6.30 8.90 11.0 12.6 14.1 

1/4F0040 1/4” 0.149 1.41 1.67 2.00 2.80 3.50 4.00 4.90 5.70 6.30 8.90 11.0 12.6 14.1 

3/80040 3/8” 0.149 1.41 1.67 2.00 2.80 3.50 4.00 6.10 5.70 6.30 8.90 11.0 12.6 14.1 

1/4F0050 1/4” 0.167 1.77 2.10 2.50 3.50 4.30 5.00 6.10 7.10 7.90 11.2 13.7 15.8 17.7 

3/8F0050 3/8” 0.167 1.77 2.10 2.50 3.50 4.30 5.00 6.10 7.10 7.90 11.2 13.7 15.8 17.7 

1/4F0060 1/4” 0.182 2.10 2.50 3.00 4.20 5.20 6.00 7.30 8.50 9.50 13.4 16.4 19.0 21.0 

3/8F0060 3/8” 0.182 2.10 2.50 3.00 4.20 5.20 6.00 7.30 8.50 9.50 13.4 16.4 19.0 21.0 

1/4F0070 1/4” 0.197 2.50 2.90 3.50 4.90 6.10 7.00 8.60 9.90 11.1 15.7 19.2 22.0 25.0 

3/8F0070 3/8” 0.197 2.50 2.90 3.50 4.90 6.10 7.00 8.60 9.90 11.1 15.7 19.2 22.0 25.0 

1/4F0080 1/4” 0.211 2.80 3.30 4.00 5.70 6.90 8.00 9.80 11.3 12.6 17.9 22.0 25.0 28.0 

3/8F0080 3/8” 0.211 2.80 3.30 4.00 5.70 6.90 8.00 9.80 11.3 12.6 17.9 22.0 25.0 28.0 

3/8F00100 3/8” 0.236 3.50 4.20 5.00 7.10 8.70 10.0 12.2 14.1 15.8 22.0 27.0 32.0 35.0 

3/8F00120 3/8” 0.258 4.20 5.00 6.00 8.50 10.4 12.0 14.7 17.0 19.0 27.0 33.0 38.0 42.0 

1/2F00120 1/2” 0.258 4.20 5.00 6.00 8.50 10.4 12.0 14.7 17.0 19.0 27.0 33.0 38.0 42.0 

1/2F00150 1/2” 0.289 5.30 6.30 7.50 10.6 13.0 15.0 18.4 21.0 24.0 34.0 41.0 47.0 53.0 

1/2F00200 1/2” 0.333 7.10 8.40 10.0 14.1 17.3 20.0 24.0 28.0 32.0 45.0 55.0 63.0 71.0 

3/4F00250 3/4” 0.373 8.80 10.5 12.5 17.7 22.0 25.0 31.0 34.0 40.0 56.0 68.0 79.0 88.0 

3/4F00350 3/4” 0.441 12.4 14.6 17.5 25.0 30.0 35.0 43.0 49.0 55.0 78.0 96.0 111.0 124.0 

3/4F00400 3/4” 0.471 14.1 16.7 20.0 28.0 35.0 40.0 49.0 57.0 63.0 89.0 110.0 126.0 141.0 

3/4F00500 3/4” 0.527 17.7 21.0 25.0 35.0 43.0 50.0 61.0 71.0 79.0 112.0 137.0 158.0 177.0 

3/4F00700 3/4” 0.623 25.0 29.0 35.0 49.0 61.0 70.0 86.0 99.0 111.0 157.0 192.0 221.0 247.0 

1F001000 1” 0.745 35.0 42.0 50.0 71.0 87.0 100.0 122.0 141.0 158.0 220.0 274.0 316.0 354.0 
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SPRAY CHARACTERISTICS: 

A wide, flat fan-shaped spray with low impact. The spray is 

deflected 75˚ away from the centerline of the pipe connection. 

TYPICAL APPLICATION: 

Whenever a low impact wide angle spray is required: 

 

 RINSING & COOLING 

 DISHWASHING 

 FERTILIZER SPRAYING 

 METAL WASH 

FLOODING NOZZLES 

CONSTRUCTION: 

Theses nozzles are machined from bar stock, and are one piece construction. Standard materials 
are brass, 303 stainless steel and 316 stainless steel. Some of these nozzles are also available in 

other materials, such as PVC, CPVC, Teflon®, and polypropylene. 

 
PART 

NUMBER 

PIPE 

SIZE 

MPT 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) SPRAY ANGLE @ 

   
3 

PSI 

5 

PSI 

7 

PSI 

10 

PSI 

15 

PSI 

20 

PSI 

30 

PSI 

40 

PSI 

60 

PSI 

3 

PSI 

5 

PSI 

7 

PSI 

10 

PSI 

20 

PSI 

60 

PSI 

1/8FL.25 1/8” 0.017 - - - 0.03 0.03 0.04 0.04 0.05 0.06 - - - 90° 106° 120° 

1/8FL.50 1/8” 0.024 - - 0.04 0.05 0.06 0.07 0.09 0.10 0.12 - - 65° 78° 99° 120° 

1/8FL.75 1/8” 0.029 - - 0.06 0.08 0.09 0.11 0.13 0.15 0.18 - - 72° 85° 112° 140° 

1/8FL1 1/8” 0.033 - - 0.08 0.10 0.12 0.14 0.17 0.20 0.24 - - 90° 97° 135° 148° 

1/8FL1.3 1/8” 0.038 - 0.09 0.11 0.13 0.16 0.18 0.23 0.26 0.32 - 73° 80° 92° 115° 134° 

1/8FL1.5 1/8” 0.042 0.08 0.11 0.13 0.15 0.18 0.21 0.26 0.30 0.37 57° 69° 75° 87° 104° 125° 

1/8FL2 1/8” 0.047 0.11 0.14 0.17 0.20 0.24 0.28 0.35 0.40 0.49 60° 73° 82° 86° 104° 125° 

1/8FL2.5 1/8” 0.055 0.14 0.18 0.21 0.25 0.31 0.36 0.44 0.51 0.62 79° 87° 92° 101° 112° 130° 

1/8FL3 1/8” 0.059 0.16 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.73 84° 97° 106° 115° 130° 140° 

1/8FL4 1/8” 0.070 0.22 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.98 74° 87° 89° 101° 116° 127° 

1/8FL5 1/8” 0.076 0.27 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.22 78° 89° 97° 103° 113° 132° 

1/8FL7.5 1/8” 0.094 0.41 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.84 98° 105° 112° 120° 132° 144° 

1/8FL10 1/8” 0.110 0.55 0.71 0.84 1.00 1.22 1.41 1.73 2.0 2.40 116° 125° 135° 137° 144° 150° 

1/8FL12 1/8” 0.120 0.66 0.85 1.00 1.20 1.47 1.70 2.1 2.4 2.90 98° 105° 109° 118° 134° 139° 

1/8FL15 1/8” 0.129 0.82 1.06 1.25 1.50 1.84 2.1 2.6 3.0 3.70 100° 110° 115° 124° 131° 139° 

1/8FL18 1/8” 0.147 0.99 1.27 1.51 1.80 2.2 2.5 3.1 3.6 4.40 100° 112° 116° 124° 135° 137° 

1/8FL20 1/8” 0.154 1.10 1.41 1.67 2.0 2.4 2.8 3.5 4.0 4.90 115° 125° 128° 134° 142° 147° 

1/4FL1.3 1/4” 0.038 0.07 0.09 0.11 0.13 0.16 0.18 0.23 0.26 0.32 52° 62° 71° 81° 97° 116° 

1/4FL1.5 1/4” 0.042 0.08 0.11 0.13 0.15 0.18 0.21 0.26 0.30 0.37 57° 70° 77° 85° 103° 122° 

1/4FL2 1/4” 0.047 0.11 0.14 0.17 0.20 0.24 0.28 0.35 0.40 0.49 62° 76° 84° 96° 110° 134° 

1/4FL2.5 1/4” 0.055 0.14 0.18 0.21 0.25 0.31 0.35 0.43 0.50 0.61 88° 110° 114° 126° 145° 152° 

1/4FL3 1/4” 0.059 0.16 0.21 0.25 0.30 0.37 0.42 0.52 0.60 0.73 77° 91° 99° 104° 128° 149° 

1/4FL4 1/4” 0.070 0.22 0.28 0.33 0.40 0.49 0.57 0.69 0.80 0.98 65° 73° 82° 87° 96° 104° 

1/4FL5 1/4” 0.076 0.27 0.35 0.42 0.50 0.61 0.71 0.87 1.00 1.22 69° 84° 89° 97° 107° 124° 

1/4FL7.5 1/4” 0.094 0.41 0.53 0.63 0.75 0.92 1.06 1.30 1.50 1.84 90° 104° 122° 133° 145° 150° 

1/4FL10 1/4” 0.110 0.55 0.71 0.84 1.00 1.22 1.41 1.73 2.00 2.40 125° 130° 134° 137° 148° 156° 

1/4FL12 1/4” 0.120 0.66 0.85 1.00 1.20 1.47 1.70 2.10 2.40 2.90 110° 115° 122° 130° 141° 150° 

1/4FL15 1/4” 0.129 0.82 1.06 1.25 1.50 1.84 2.10 2.60 3.00 3.70 90° 98° 109° 125° 136° 144° 

1/4FL18 1/4” 0.147 0.99 1.27 1.51 1.80 2.20 2.50 3.10 3.60 4.40 104° 113° 118° 124° 134° 138° 

1/4FL20 1/4” 0.154 1.10 1.41 1.67 2.00 2.40 2.80 3.50 4.00 4.90 110° 119° 127° 131° 136° 144° 

1/4FL22 1/4” 0.161 1.20 1.56 1.84 2.20 2.70 3.10 3.80 4.40 5.40 97° 108° 114° 120° 128° 132° 

1/4FL24 1/4” 0.169 1.31 1.70 2.00 2.40 2.90 3.40 4.20 4.80 5.90 106° 118° 121° 127° 136° 154° 

1/4FL27 1/4” 0.177 1.48 1.91 2.30 2.70 3.30 3.80 4.70 5.40 6.60 110° 120° 124° 129° 139° 146° 

3/8FL30 3/8” 0.188 1.64 2.10 2.50 3.00 3.70 4.20 5.20 6.00 7.30 104° 116° 121° 127° 135° 138° 

3/8FL35 3/8” 0.196 1.92 2.50 2.90 3.50 4.30 4.90 6.10 7.00 8.60 104° 114° 118° 126° 130° 137° 

3/8FL40 3/8” 0.209 2.20 2.80 3.30 4.00 4.90 5.70 6.90 8.00 9.80 109° 115° 123° 126° 135° 136° 

3/8FL45 3/8” 0.228 2.50 3.20 3.80 4.50 5.50 6.40 7.80 9.00 11.0 117° 126° 134° 139° 142° 144° 

1/2FL40 1/2” 0.209 2.20 2.80 3.30 4.00 4.90 5.70 6.90 8.00 9.80 106° 111° 119° 124° 129° 133° 

1/2FL50 1/2” 0.242 2.70 3.50 4.20 5.00 6.10 7.10 8.70 10.0 12.2 106° 122° 130° 133° 139° 141° 

1/2FL60 1/2” 0.266 3.30 4.20 5.00 6.00 7.30 8.50 10.4 12.0 14.7 110° 120° 124° 128° 133° 138° 

1/2FL70 1/2” 0.290 3.80 4.90 5.90 7.00 8.60 9.90 12.1 14.0 17.1 105° 118° 119° 121° 124° 130° 

1/2FL80 1/2” 0.312 4.40 5.70 6.70 8.00 9.80 11.3 13.9 16.0 19.6 114° 116° 124° 126° 130° 135° 

3/4FL90 3/4” 0.316 4.90 6.40 7.50 9.00 11.0 12.7 15.6 18.0 22.0 104° 115° 120° 121° 125° 128° 

3/4FL100 3/4” 0.344 5.50 7.10 8.40 10.0 12.2 14.1 17.3 20.0 24.0 105° 113° 115° 118° 121° 125° 

3/4FL110 3/4” 0.348 6.00 7.80 9.20 11.0 13.5 15.6 19.1 22.0 27.0 106° 110° 116° 119° 120° 121° 

3/4FL120 3/4” 0.375 6.60 8.50 10.0 12.0 14.7 17.0 21.0 24.0 29.0 119° 125° 129° 131° 133° 135° 

3/4FL140 3/4” 0.402 7.70 9.90 11.7 14.0 17.1 19.8 24.0 28.0 34.0 115° 120° 128° 133° 137° 139° 

3/4FL160 3/4” 0.430 8.80 11.3 13.4 16.0 19.6 23.0 28.0 32.0 39.0 117° 122° 130° 135° 139° 140° 

3/4FL180 3/4” 0.460 9.90 12.7 15.1 18.0 22.0 25.0 31.0 36.0 44.0 117° 128° 131° 133° 136° 136° 

3/4FL210 3/4” 0.500 11.5 14.8 17.6 21.0 26.0 30.0 36.0 42.0 51.0 122° 127° 132° 135° 136° 136° 

1FL140 1” 0.402 7.70 9.90 11.7 14.0 17.1 20.0 24.0 28.0 34.0 117° 122° 126° 130° 133° 133° 

1FL160 1” 0.430 8.80 11.3 13.4 16.0 20.0 23.0 28.0 32.0 39.0 117° 127° 131° 135° 136° 136° 

1FL180 1” 0.460 9.90 12.7 15.1 18.0 22.0 25.0 31.0 36.0 44.0 115° 125° 128° 132° 135° 135° 

1FL210 1” 0.500 11.5 14.8 17.6 21.0 26.0 30.0 36.0 42.0 51.0 117° 122° 127° 130° 133° 134° 

1FL300 1” 0.578 16.4 21.0 25.0 30.0 37.0 42.0 52.0 60.0 73.0 114° 118° 120° 123° 124° 124° 

1FL450 1” 0.704 25.0 32.0 38.0 45.0 55.0 64.0 78.0 90.0 110.0 128° 135° 139° 142° 144° 144° 
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PART 

NUMBER 
GPM 

 
5 

PSI 

10 

PSI 

20 

PSI 

30 

PSI 

40 

PSI 

50 

PSI 

60 

PSI 

CP04916-008 0.003 0.004 0.006 0.007 0.008 0.009 0.010 

CP04916-10 0.005 0.007 0.009 0.011 0.013 0.015 0.016 

CP04916-12 0.007 0.010 0.013 0.016 0.019 0.021 0.023 

CP04916-14 0.009 0.013 0.018 0.022 0.025 0.028 0.031 

CP04916-15 0.010 0.015 0.021 0.025 0.029 0.032 0.036 

CP04916-16 0.012 0.017 0.023 0.029 0.033 0.037 0.040 

CP04916-18 0.015 0.021 0.030 0.036 0.042 0.047 0.051 

CP04916-20 0.018 0.026 0.037 0.045 0.052 0.058 0.064 

CP04916-22 0.022 0.031 0.043 0.053 0.061 0.068 0.075 

CP04916-24 0.026 0.037 0.052 0.064 0.074 0.083 0.091 

CP04916-25 0.028 0.040 0.056 0.068 0.079 0.088 0.097 

CP04916-26 0.030 0.043 0.061 0.074 0.086 0.096 0.105 

CP04916-27 0.032 0.046 0.064 0.079 0.091 0.102 0.111 

CP04916-28 0.035 0.049 0.069 0.085 0.098 0.110 0.120 

CP04916-29 0.038 0.054 0.076 0.094 0.108 0.121 0.132 

CP04916-30 0.040 0.057 0.081 0.099 0.114 0.127 0.140 

CP04916-31 0.043 0.062 0.087 0.107 0.123 0.138 0.151 

CP04916-32 0.048 0.068 0.095 0.117 0.135 0.151 0.165 

CP04916-34 0.052 0.074 0.104 0.127 0.147 0.164 0.180 

CP04916-35 0.056 0.079 0.111 0.136 0.157 0.176 0.192 

CP04916-37 0.061 0.086 0.122 0.149 0.172 0.192 0.211 

CP04916-39 0.068 0.096 0.135 0.165 0.191 0.214 0.234 

CP04916-40 0.072 0.102 0.144 0.177 0.204 0.228 0.250 

CP04916-41 0.075 0.106 0.149 0.183 0.211 0.236 0.258 

CP04916-43 0.082 0.116 0.163 0.200 0.231 0.258 0.283 

CP04916-45 0.088 0.125 0.177 0.217 0.250 0.280 0.306 

CP04916-46 0.095 0.135 0.191 0.234 0.270 0.302 0.331 

CP04916-47 0.097 0.138 0.194 0.238 0.275 0.307 0.337 

CP04916-48 0.101 0.143 0.202 0.248 0.286 0.320 0.350 

CP04916-49 0.104 0.148 0.209 0.255 0.295 0.330 0.361 

CP04916-51 0.116 0.165 0.233 0.285 0.329 0.368 0.403 

CP04916-52 0.118 0.168 0.237 0.290 0.335 0.375 0.410 

CP04916-54 0.127 0.180 0.255 0.312 0.360 0.402 0.441 

CP04916-55 0.133 0.189 0.267 0.326 0.377 0.421 0.462 

CP04916-57 0.141 0.200 0.283 0.346 0.400 0.447 0.490 

CP04916-59 0.153 0.217 0.306 0.375 0.433 0.484 0.530 

CP04916-61 0.165 0.233 0.330 0.404 0.466 0.521 0.571 

CP04916-63 0.174 0.246 0.347 0.425 0.491 0.549 0.601 

CP04916-65 0.185 0.261 0.369 0.452 0.522 0.584 0.639 

CP04916-67 0.196 0.278 0.392 0.481 0.555 0.621 0.680 

 

PART 

NUMBER 
GPM 

 
5 

PSI 

10 

PSI 

20 

PSI 

30 

PSI 

40 

PSI 

50 

PSI 

60 

PSI 

CP04916-68 0.203 0.287 0.405 0.496 0.573 0.641 0.702 

CP04916-70 0.216 0.306 0.433 0.530 0.612 0.648 0.750 

CP04916-72 0.226 0.320 0.453 0.554 0.640 0.716 0.784 

CP04916-73 0.233 0.330 0.467 0.572 0.660 0.738 0.808 

CP04916-75 0.245 0.347 0.491 0.601 0.694 0.776 0.850 

CP04916-78 0.272 0.385 0.544 0.667 0.770 0.861 0.943 

CP04916-80 0.280 0.397 0.561 0.687 0.793 0.887 0.971 

CP04916-81 0.290 0.411 0.581 0.711 0.821 0.918 1.01 

CP04916-83 0.317 0.449 0.634 0.777 0.897 1.00 1.10 

CP04916-86 0.332 0.470 0.664 0.813 0.939 1.05 1.15 

CP04916-89 0.346 0.490 0.693 0.849 0.980 1.10 1.20 

CP04916-91 0.369 0.523 0.739 0.905 1.05 1.17 1.28 

CP04916-93 0.387 0.547 0.774 0.947 1.09 1.22 1.34 

CP04916-95 0.404 0.572 0.808 0.990 1.14 1.28 1.40 

CP04916-98 0.442 0.625 0.884 1.08 1.25 1.40 1.53 

CP04916-103 0.461 0.653 0.923 1.13 1.31 1.46 1.60 

CP04916-107 0.518 0.733 1.04 1.27 1.47 1.64 1.79 

CP04916-110 0.548 0.775 1.10 1.34 1.55 1.73 1.90 

CP04916-115 0.605 0.855 1.21 1.48 1.71 1.91 2.09 

CP04916-120 0.629 0.890 1.26 1.54 1.78 1.99 2.18 

CP04916-125 0.693 0.980 1.39 1.70 1.96 2.19 2.40 

CP04916-128 0.721 1.02 1.44 1.77 2.04 2.28 2.50 

CP04916-132 0.774 1.10 1.55 1.90 2.19 2.45 2.68 

CP04916-136 0.840 1.19 1.68 2.06 2.38 2.66 2.91 

CP04916-140 0.894 1.27 1.79 2.19 2.53 2.83 3.10 

CP04916-144 0.926 1.31 1.85 2.27 2.62 2.93 3.21 

CP04916-147 0.953 1.35 1.91 2.33 2.70 3.01 3.30 

CP04916-151 1.04 1.47 2.08 2.55 2.94 3.29 3.60 

CP04916-156 1.10 1.55 2.20 2.69 3.11 3.47 3.80 

CP04916-161 1.15 1.63 2.31 2.83 3.27 3.65 4.00 

CP04916-166 1.21 1.72 2.43 2.97 3.43 3.84 4.20 

CP04916-170 1.30 1.84 2.61 3.19 3.69 4.12 4.51 

CP04916-172 1.36 1.92 2.71 3.32 3.84 4.29 4.70 

CP04916-177 1.41 2.00 2.83 3.46 4.00 4.47 4.90 

CP04916-182 1.47 2.08 2.95 3.61 4.17 4.66 5.10 

CP04916-187 1.56 2.21 3.12 3.82 4.41 4.93 5.40 

CP04916-196 1.73 2.45 3.46 4.24 4.90 5.47 6.00 

CP04916-205 1.88 2.65 3.75 4.59 5.31 5.93 6.50 

CP04916-218 2.11 2.98 4.21 5.16 5.96 6.66 7.30 

CP04916-234 2.45 3.47 4.91 6.01 6.94 7.76 8.50 

CP04916-250 2.83 4.00 5.66 6.93 8.00 8.94 9.80 

 

Flow Regulators are usually 

mounted behind cultivator shanks 

for the subsurface application of 

liquid fertilizers and soil fumigants. 

They are also used for above-

ground streaming applications. 

FLOW REGULATORS 

Note: Always insert Orifice Plate 

with side marked with number 

facing the outlet. 

MATERIAL: Stainless Steel 

To determine the orifice plates you 

need, use the following equations: 

 

    GPM = GPA x MPH x W 

        (Per Nozzle)          5,940 

 

    GPA = 5,940 x GPM (Per Nozzle) 

           MPH x W 
 
 

W = Nozzle spacing (in inches) for broadcast 

spraying. 

 

     = Spray width (in inches) for single nozzle, band 

spraying or boomless spraying. 

 

     = Row spacing (in inches) divided by the number 

of nozzles per row for directed spraying. 
 
 

Tabulated flow rates are for spraying water into air atmospheric pressure. If your application creates backpressure, or if 

spraying into a liquid, measure and calibrate to ensure proper application rates. For spraying solutions other than water. 

NOTE: ALWAYS DOUBLE CHECK YOUR APPLICATION RATES. TABULATIONS ARE BASED ON SPRAYING WATER AT 70˚F. 
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NOZZLE BODY ASSEMBLY 

3/8” NOZZLE BODY 

1/2” NOZZLE BODY 

 

SPRAY NOZZLE ASSEMBLY 

NO NOZZLE INCLUDED NO NOZZLES INCLUDED 

NOZZLE BODIES 

PART NUMBER DESCRIPTION 

B11-1 FITS 1” ROUND OR SQUARE TUBING 

B11-114 FITS 1-1/4” ROUND OR SQUARE TUBING 

 

BOOM CLAMP 
BOOM CLAMPS FIT ALL NOZZLE THREAD FITTINGS ON 
THIS PAGE 

 

PART NUMBER DESCRIPTION 

8027WP 11/16” FEMALE UN THREAD 

 

SWIVEL NUT 
FOR USE WITH ALL NOZZLE FITTINGS ONTHIS PAGE. 
FASTENS SPRAY TIPS TO NOZZLE FITTINGS 

 

PART NUMBER DESCRIPTION 

K8414P 1/4" BARB SIZE 

K8438P 3/8” BARB SIZE 

K8412P 1/2” BARB SIZE 

 

METERING BARB 
USED TO RUN A LINE FROM SPRAY BOOM TO A GUAGE VISIBLE 

TO OPERATE FOR MONITORING BOOM PRESSURE. CONNECTS TO 
ALL NOZZLE FITTINGS ON THIS PAGE WITH A 8027WP SWIVEL NUT 

 

PART NUMBER DESCRIPTION 

N1116P 11/16” FEMALE UN THREAD 

 

HEX NUT 
USED TO LOCK NOZZLE FITTING INTO BOOM CLAMP 

 

PART NUMBER DESCRIPTION 

3838DP 3/8” BARB SIZE 

3812DP 1/2" BARB SIZE 

3834DP 3/4" BARB SIZE 

 

STRAIGHT ADAPTOR 
THREAD 11/16” MALE UN x HOSE BARB. USED ON THE TERMINATING 

ENDS OF SPRAY BOOM OR A BOOM USING A MANIFOLD. 

 

PART NUMBER DESCRIPTION 

NTL38P 3/8” BARB SIZE 

NTL12P 1/2" BARB SIZE 

NTL34P 3/4" BARB SIZE 

 

ELBOW 
THREAD 11/16” MALE UN x HOSE BARB. USED OF THE 

TERMINATING ENDS OF SPRAY BOOM. 

PART NUMBER DESCRIPTION 

NTT38P 3/8” BARB SIZE 

NTT12P 1/2" BARB SIZE 

NTT34P 3/4" BARB SIZE 

 

TEE 
THREAD 11/16” MALE UN x HOSE BARB. USED BETWEEN THE MAIN 
FEED LINES AND TERMINATING END OF BOOM SECTIONS. 

 

PART NUMBER DESCRIPTION 

T38CP 3/8” BARB SIZE 

T12CP 1/2" BARB SIZE 

T34CP 3/4" BARB SIZE 

 

CROSS 
THREAD 11/16” MALE UN x HOSE BARB. USED IN THE CENTER OF 

BOOM SECTIONS AS A MAIN FEED LINE. 

 

PART NUMBER DESCRIPTION 

NB168 11/16” MALE UN x 1/8" MPT 

NB164 11/16” MALE UN x 1/4" MPT 

 

MALE ADAPTOR 
ALLOWS 1/4" FEMALE BOOM DROPS TO BE CONVERTED TO 

ACCEPT 11/16” UN SWIVEL NUT 

 
 

PART NUMBER DESCRIPTION 

B11-1 FITS 1” ROUND OR SQUARE TUBING 

B11-114 FITS 1-1/4” ROUND OR SQUARE TUBING 

 

PART NUMBER DESCRIPTION 

8027WP 11/16” FEMALE UN THREAD 

 

PART NUMBER DESCRIPTION 

K8414P 1/4" BARB SIZE 

K8438P 3/8” BARB SIZE 

K8412P 1/2” BARB SIZE 

 

PART NUMBER DESCRIPTION 

N1116P 11/16” FEMALE UN THREAD 

 

PART NUMBER DESCRIPTION 

3838DP 3/8” BARB SIZE 

3812DP 1/2" BARB SIZE 

3834DP 3/4" BARB SIZE 

 

PART NUMBER DESCRIPTION 

NTL38P 3/8” BARB SIZE 

NTL12P 1/2" BARB SIZE 

NTL34P 3/4" BARB SIZE 

 

PART NUMBER DESCRIPTION 

NTT38P 3/8” BARB SIZE 

NTT12P 1/2" BARB SIZE 

NTT34P 3/4" BARB SIZE 

 

PART NUMBER DESCRIPTION 

T38CP 3/8” BARB SIZE 

T12CP 1/2" BARB SIZE 

T34CP 3/4" BARB SIZE 

 

PART NUMBER DESCRIPTION 

NB168 11/16” MALE UN x 1/8" MPT 

NB164 11/16” MALE UN x 1/4" MPT 
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PART NUMBER DISCRIPTION 

QJ111-1/2 1/2" 

BQ11-34R 3/4” 

BQ11-1R 1” 

BQ11-114R 1-1/4” 

 

PART NUMBER DISCRIPTION 

BQ11-34SQ 3/4” 

BQ11-1SQ 1” 

BQ11-114SQ 1-1/4” 

BQ11-112SQ 1-1/2”  

 

QUICK CLAMPS - ROUND 

QUICK CLAMPS - SQUARE 

THREADED SINGLE NOZZLE BODIES-WITH DCV 

PART NUMBER SIZE DISCRIPTION 

600146  SUCTION FILTER (WITH COUNTERWEIGHT) 

 

PART NUMBER DISCRIPTION 

Y8251000 HOSE DROP TUBE ASSEMBLY; 15”; BAYONET CONNECTION 

Y8251002 HOSE DROP TUBE ASSEMBLY; 24”; BAYONET CONNECTION 

 

NOZZLE BODIES 

HOSE BARB DRY BOOM NOZZLE BODIES – WITH TOP – 

MOUNTED DVC 

HOSE BARB DRY BOOM NOZZLE BODIES – WITH DVC 

HOSE BARB TRIPLE NOZZLE BODIES – WITH DVC 

3 & 5 – WAY NOZZLE BODIES WITH TAB FOR BOOM 

CLAMP AND HOSE BARB FOR DRY BOOM 

3 & 5 WAY NOZZLE BODIES FOR WET BOOM  

(no tab for boom clamp) 

SINGLE DROP NOZZLE BODY FOR WET BOOM 

3 & 5 - WAY NOZZLE BODIES WITH TAB FOR BOOM 

CLAMP 

HYPRO ProFlo Nozzle Bodies 
 

FREATURES 

 Three turret styles for an easy change of spray tips: single, 

3-way, and 5-way 

 Provides lowest pressure drop at any given flow in the 

industry 

 2.6 gpm with a 5 psi pressure drop 

 Available in wet or dry boom versions 

 Positive shutoff between each spray position 
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PART NUMBER SIZE DISCRIPTION 

Y8231001 3/8” DRY BOOM NOZZLE BODY, 3/8”, ELBOW HOSE BARB 

Y8231003 1/2" DRY BOOM NOZZLE BODY, 1/2”, ELBOW HOSE BARB 

Y8231005 3/4" DRY BOOM NOZZLE BODY, 3/4”, ELBOW HOSE BARB 

 

PART NUMBER SIZE DISCRIPTION 

Y8231007 3/8” DRY BOOM NOZZLE BODY, 3/8”, TEE HOSE BARB 

Y8231009 1/2" DRY BOOM NOZZLE BODY, 1/2”, TEE HOSE BARB 

Y8231011 3/4" DRY BOOM NOZZLE BODY, 3/4”, HOSE TEE BARB 

 

PART NUMBER SIZE DISCRIPTION 

Y8231013 3/8” DRY BOOM NOZZLE BODY, 3/8”, CROSS HOSE BARB 

Y8231015 1/2" DRY BOOM NOZZLE BODY, 1/2”, CROSS HOSE BARB 

Y8231017 3/4" DRY BOOM NOZZLE BODY, 3/4”, CROSS HOSE BARB 

 

PART NUMBER SIZE DISCRIPTION 

Y8235019 3/8” DRY BOOM NOZZLE BODY, 3/8”, ELBOW HOSE BARB, TOP DIAPHRAGM 

Y8235021 1/2" DRY BOOM NOZZLE BODY, 1/2”, ELBOW HOSE BARB, TOP DIAPHRAGM 

Y8235023 3/4" DRY BOOM NOZZLE BODY, 3/4”, ELBOW HOSE BARB, TOP DIAPHRAGM 

 

PART NUMBER SIZE DISCRIPTION 

Y8235025 3/8” DRY BOOM NOZZLE BODY, 3/8”, TEE HOSE BARB, TOP DIAPHRAGM 

Y8235027 1/2" DRY BOOM NOZZLE BODY, 1/2”, TEE HOSE BARB, TOP DIAPHRAGM 

Y8235029 3/4" DRY BOOM NOZZLE BODY, 3/4”, TEE HOSE BARB, TOP DIAPHRAGM 

 

PART NUMBER SIZE DISCRIPTION 

Y8235013 3/8” DRY BOOM NOZZLE BODY, 3/8”, CROSS HOSE BARB, TOP DIAPHRAGM 

Y8235015 1/2" DRY BOOM NOZZLE BODY, 1/2”, CROSS HOSE BARB, TOP DIAPHRAGM 

Y8235017 3/4" DRY BOOM NOZZLE BODY, 3/4”, CROSS HOSE BARB, TOP DIAPHRAGM 

 

PART NUMBER SIZE DISCRIPTION 

Y8247015 1/4” F SWIVEL NOZZLE BODY, NYLON 

 

PART NUMBER SIZE DISCRIPTION 

Y8230021 1/4” QUICK FIT ADAPTOR, 1/4”, NYLON, QD ADAPTOR 

 

NOZZLE BODIES 
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  PART NUMBER SIZE DISCRIPTION 

Y8234007 1/2” 1/2” PIPE WET BOOM NOZZLE BODY, DIAPHRAGM, EPDM, .39” 

Y8234009 3/4" 3/4” PIPE WET BOOM NOZZLE BODY, DIAPHRAGM, EPDM, .39” 

Y8234051 1" 1” PIPE WET BOOM NOZZLE BODY, DIAPHRAGM, EPDM, .39” 

 

PART NUMBER SIZE DISCRIPTION 

Y8244138 1” 
ROTARY NOZZLE BODY, 3 WAY, DIPHRAGM RIGHT, WET BOOM, 

EPDM, .39” PORT 

 

PART NUMBER SIZE DISCRIPTION 

Y8294014 1/2” SINGLE HOSE BARB FOR ROTARY TO DRY BOOM, 1/2”, FOR .41” PORT 

Y8294015 3/4" SINGLE HOSE BARB FOR ROTARY TO DRY BOOM, 3/4”, FOR .41” PORT 

Y8294028 3/4" SINGLE HOSE BARB FOR ROTARY TO DRY BOOM, 3/4”, FOR .41” PORT 

Y8294029 1” SINGLE HOSE BARB FOR ROTARY TO DRY BOOM, 1”, FOR .41” PORT 

 
PART NUMBER SIZE DISCRIPTION 

Y8294017 1/2” DOUBLE HOSE BARB FOR ROTARY TO DRY BOOM, 1/2”, FOR .41” PORT 

Y8294018 3/4" DOUBLE HOSE BARB FOR ROTARY TO DRY BOOM, 3/4”, FOR .41” PORT 

Y8294030 3/4" DOUBLE HOSE BARB FOR ROTARY TO DRY BOOM, 3/4”, FOR .41” PORT 

Y8294031 1” DOUBLE HOSE BARB FOR ROTARY TO DRY BOOM, 1”, FOR .41” PORT 

 

PART NUMBER COLOR DISCRIPTION 

Y8253049 BLACK WINGED BAYONET CAPS, ID, IS, DF, FL, 10mm ACROSS FLATS 

Y8253050 BLACK WINGED BAYONET CAPS, TR, ITR, POLY FT, ROUND 

Y8253051 BLACK WINGED BAYONET CAPS, POLY FT SELF ALIGNING 

Y8253040 BLACK WINGED BAYONET CAPS, CLOSED 

Y8253080 BLACK WINGED BAYONET CAPS, 8 mm/10 mm UNIVERSAL 

YG00002020 BLACK REPLACEMENT W B CAP GASKETS 

 

PART NUMBER COLOR DISCRIPTION 

Y8139002 BLACK NOZZLE FILTERS, POLY, 50 MESH, STAINLESS SCREEN 

Y8139003 YELLOW NOZZLE FILTERS, POLY, 100 MESH, STAINLESS SCREEN 

Y8139004 BLUE NOZZLE FILTERS, POLY, 50 MESH, STAINLESS SCREEN, W/CHECK VALVE 

Y8139005 RED NOZZLE FILTERS, POLY, 100 MESH, STAINLESS SCREEN, W/CHECK VALVE 

 
PART NUMBER COLOR DISCRIPTION 

Y8139009 BRASS NOZZLE FILTERS, BRASS, 50 MESH, STAINLESS SCREEN, W/CHECK VALVE 

Y8139010 BRASS NOZZLE FILTERS, BRASS, 100 MESH, STAINLESS SCREEN, W/CHECK VALVE 

Y8139011 BRASS NOZZLE FILTERS, BRASS, 50 MESH, STAINLESS SCREEN 

Y8139012 BRASS NOZZLE FILTERS, BRASS, 100 MESH, STAINLESS SCREEN 

 

SPRAY TIP FILTERS 
 

NOZZLE BODIES 
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LU – MULTI RANGE UNIVERSAL FLAT SPRAY NOZZLES 
 

Spray angle: 80°, 110° (90°, 120° available upon request) 

Material:      POM, POM/Ceramic, POM/Stainless Steel 

Features:  
 Multi range universal flat spray nozzle 

 Low/Medium drift potential 

 Coarse to fine droplets 

 Even droplet distribution spectrum at higher pressures 

 Best performance range 20-75 psi 

 Fits 8mm cap 

Range of Application: 

 Herbicides 

 Plant growth regulators 

AD – ANTI-DRIFT FLAT SPRAY NOZZLES 
 

Spray angle: 110° (90°, 120° available upon request) 

Material:      POM, POM/Ceramic 

Features:  
 One-piece nozzle with removable insert and integrated pre-chamber 

 Low drift potential 

 Medium to coarse droplets 

 Even droplet distribution spectrum at higher pressures 

 Best performance range 20-90 psi for row crops, 30-290 psi for orchard, vineyard and grove crops 

 Fits 8mm cap 

Range of Application: 

 Herbicides 

 Fungicides 

 Insecticides 

 Plant growth regulators 

 Liquid Fertilizer (up to 35 psi) 

SPRAY TIPS 

  ID IS IDK IDK-T LU ST AD DF OC ES TR ITR FT FL FD 

DRIFT POTENTIAL  EX VL VL VL L/M M L M/H M M M/H EX L/M VL VL 

HERBICIDES Soil Incorporated 

Pre Emergence 
Post E Systemic 

Post E Contact 

E 

E 
E 

VG 

E 

E 
E 

VG 

E 

E 
E 

VG 

- 

- 
E 

E 

E 

E 
E 

E 

VG 

VG 
VG 

VG 

E 

E 
E 

VG 

- 

- 
G 

E 

E 

E 
E 

E 

VG 

VG 
VG 

VG 

- 

- 
G 

E 

- 

G 
G 

- 

E 

E 
G 

G 

E 

E 
- 

- 

E 

E 
- 

- 

FUNGICIDES Systemic 

Contact 

E 

VG 

E 

VG 

VG 

E 

E 

E 

E 

E 

VG 

VG 

E 

VG 

E 

VG 

E 

E 

VG 

VG 

VG 

E 

VG 

G 

G 

G 

- 

- 

- 

- 

INSECTICIDES Systemic 

Contact 

E 

VG 

E 

VG 

VG 

E 

E 

E 

E 

E 

VG 

VG 

E 

VG 

E 

E 

E 

E 

VG 

VG 

VG 

E 

VG 

G 

G 

G 

- 

- 

- 

- 

LIQUID FERTILIZER  E E E - VG VG E - VG G - - E E E 

PLANT GROWTH REGULATOR  E E E E E VG E G E VG G G G - - 

BOOM IRRIGATION  E E E - VG VG E - VG VG - GV G - E 

Suitability Ratings: E=Excellent  VG-Very Good  G=Good   Drift Potential: EX=Extremely Low  VL=Very Low  L=Low  M=Medium  H=High 

SPRAY TIP BEST RECOMMENDATIONS 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
92 

 

 

  

PART NUMBER PSI 

CAPACITY 

PER 

NOZZLE 

GALLONS / ACRE 

GPM 
4 

MPH 

5 

MPH 

6 

MPH 

7 

MPH 

8 

MPH 

9 

MPH 

10 

MPH 

12 

MPH 

ST 80-01 

& 

ST 110-01 

30 0.09 6.5 5.2 4.3 3.7 3.2 2.9 2.6 2.2 

40 0.10 7.4 5.9 5.0 4.2 3.7 3.3 3.0 2.5 

50 0.11 8.2 6.5 5.4 4.7 4.1 3.6 3.3 2.7 

60 0.12 8.9 7.1 5.9 5.1 4.5 4.0 3.6 3.0 

75 0.14 10.1 8.0 6.7 5.8 5.1 4.5 4.1 3.4 

ST 80-015 

& 

ST 110-015 

30 0.13 9.7 7.7 6.4 5.5 4.8 4.3 3.9 3.2 

40 0.15 11.1 8.9 7.4 6.4 5.6 5.0 4.5 3.7 

50 0.17 12.6 10.1 8.4 7.2 6.3 5.6 5.0 4.2 

60 0.18 13.4 10.7 8.9 7.6 6.7 5.9 5.3 4.5 

75 0.20 15.0 12.0 9.9 8.5 7.5 6.6 5.9 5.0 

ST 80-02 

& 

ST 110-02 

30 0.17 12.6 10.1 8.4 7.2 6.3 5.6 5.0 4.2 

40 0.20 14.9 11.9 9.9 8.5 7.4 6.6 5.9 5.0 

50 0.22 16.3 13.1 10.9 9.3 8.2 7.3 6.5 5.4 

60 0.24 17.8 14.3 11.9 10.2 8.9 7.9 7.1 5.9 

75 0.27 20.0 16.1 13.4 11.5 10.0 8.9 8.0 6.6 

ST 80-03 

& 

ST 110-03 

30 0.26 19.3 15.4 12.9 11.0 9.7 8.6 7.7 6.4 

40 0.30 22.0 17.8 14.9 12.7 11.1 9.9 8.9 7.4 

50 0.34 25.0 20.0 16.8 14.4 12.6 11.2 10.1 8.4 

60 0.37 27.0 22.0 18.3 15.7 13.7 12.2 11.0 9.2 

75 0.42 30.4 24.8 20.6 17.7 15.4 13.7 12.4 10.4 

ST 80-04 

& 

ST 110-04 

30 0.35 26.0 21.0 17.3 14.9 13.0 11.6 10.4 8.7 

40 0.40 30.0 24.0 19.8 17.0 14.9 13.2 11.9 9.9 

50 0.45 33.0 27.0 22.0 19.1 16.7 14.9 13.4 11.1 

60 0.49 36.0 29.0 24.0 21.0 18.2 16.2 14.6 12.1 

75 0.55 40.4 32.6 27.0 23.6 20.4 18.2 16.4 13.6 

ST 80-05 

& 

ST 110-05 

30 0.43 32.0 26.0 21.0 18.2 16.0 14.2 12.8 10.6 

40 0.50 37.0 30.0 25.0 21.0 18.6 16.5 14.9 12.4 

50 0.56 42.0 33.0 28.0 24.0 21.0 18.5 16.6 13.9 

60 0.61 45.0 36.0 30.0 26.0 23.0 20.0 18.1 15.1 

75 0.67 49.6 39.7 33.1 28.7 25.4 22.1 20.0 16.7 

ST 80-06 

& 

ST 110-06 

30 0.52 39.0 31.0 26.0 22.0 19.3 17.2 15.4 12.9 

40 0.60 45.0 36.0 30.0 25.0 22.0 19.8 17.8 14.9 

50 0.67 50.0 40.0 33.0 28.0 25.0 22.0 19.9 16.6 

60 0.73 54.0 43.0 36.0 31.0 27.0 24.0 22.0 18.1 

75 0.82 60.4 48.1 40.3 24.7 30.2 26.9 24.6 20.3 

ST 80-08 

& 

ST 110-08 

30 0.69 51.0 41.0 34.0 29.0 26.0 23.0 20.0 17.1 

40 0.80 59.0 48.0 40.0 34.0 30.0 26.0 24.0 19.8 

50 0.89 66.0 53.0 44.0 38.0 33.0 29.0 26.0 22.0 

60 0.98 73.0 58.0 49.0 42.0 26.0 32.0 29.0 24.0 

75 1.09 81.8 65.0 54.9 47.0 40.3 35.8 32.5 26.9 

 

ST – STANDARD FLAT SPRAY NOZZLES 
 

Spray angle: 80°, 110°  
Material: POM, POM/Ceramic, 

      Brass or Stainless Steel available upon request 

Features:  
 Standard flat spray nozzle 

 Medium drift potential 

 Medium droplets 

 Best performance range 30-75 psi 

 Fits 8mm caps 

Range of Application:  

 Herbicides 

 Fungicides 

 Insecticides 

 Liquid Fertilizers 

 Plant Growth Regulators 

 

SPRAY TIPS 
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PART NUMBER PSI 

CAPACITY PER 

NOZZLE 
GALLONS / ACRE 

GPM 
4 

MPH 

5 

MPH 

6 

MPH 

7 

MPH 

8 

MPH 

9 

MPH 

10 

MPH 

ES 80-01 

15 0.061 4.5 3.6 3.0 2.6 2.3 2.0 1.8 

20 0.071 5.3 4.2 3.5 3.0 2.6 2.3 2.1 

30 0.087 6.5 5.2 4.3 3.7 3.2 2.9 2.6 

40 0.10 7.4 5.9 5.0 4.2 3.7 3.3 3.0 

50 0.11 8.2 6.5 5.4 4.7 4.1 3.6 3.3 

60 0.12 8.9 7.1 5.9 5.1 4.5 4.0 3.6 

ES 80-015 

15 0.092 6.8 5.5 4.6 3.9 3.4 3.0 2.7 

20 0.11 8.2 6.5 5.4 4.7 4.1 3.6 3.3 

30 0.13 9.7 7.7 6.4 5.5 4.8 4.3 3.9 

40 0.15 11.1 8.9 7.4 6.4 5.6 5.0 4.5 

50 0.17 12.6 10.1 8.4 7.2 6.3 5.6 5.0 

60 0.18 13.4 10.7 8.9 7.6 6.7 5.9 5.3 

ES 80-02 

15 0.12 8.9 7.1 5.9 5.1 4.5 4.0 3.6 

20 0.14 10.4 8.3 6.9 5.9 5.2 4.6 4.2 

30 0.17 12.6 10.1 8.4 7.2 6.3 5.6 5.0 

40 0.20 14.9 11.9 9.9 8.5 7.4 6.6 5.9 

50 0.22 16.3 13.1 10.9 9.3 8.2 7.3 6.5 

60 0.24 17.8 14.3 11.9 10.2 8.9 7.9 7.1 

ES 80-03 

15 0.18 13.4 10.7 8.9 7.6 6.7 5.9 5.3 

20 0.21 15.6 12.5 10.4 8.9 7.8 6.9 6.2 

30 0.26 19.3 15.4 12.9 11.0 9.7 8.6 7.7 

40 0.30 22.0 17.8 14.9 12.7 11.1 9.9 8.9 

50 0.34 25.0 20.0 16.8 14.4 12.6 11.2 10.1 

60 0.37 27.0 22.0 18.3 15.7 13.7 12.2 11.0 

ES 80-04 

15 0.24 18.0 14.3 11.9 10.2 8.9 7.9 7.1 

20 0.28 21.0 16.6 13.9 11.9 10.4 9.2 8.3 

30 0.35 26.0 21.0 17.3 14.9 13.0 11.6 10.4 

40 0.40 30.0 24.0 19.8 17.0 14.9 13.2 11.9 

50 0.45 33.0 27.0 22.0 19.1 16.7 14.9 13.4 

60 0.49 36.0 29.0 24.0 21.0 18.2 16.2 14.6 

ES 80-05 

15 0.31 23.0 18.4 15.3 13.2 11.5 10.2 9.2 

20 0.35 26.0 21.0 17.3 14.9 13.0 11.6 10.4 

30 0.43 32.0 26.0 21.0 18.2 16.0 14.2 12.8 

40 0.50 37.0 30.0 25.0 21.0 18.6 16.5 14.9 

50 0.56 42.0 33.0 28.0 24.0 21.0 18.5 16.6 

60 0.61 45.0 36.0 30.0 26.0 23.0 20.0 18.1 

ES 80-06 

15 0.37 27.0 22.0 18.3 15.7 13.7 12.2 11.0 

20 0.42 31.0 25.0 21.0 17.8 15.6 13.9 12.5 

30 0.52 39.0 31.0 26.0 22.0 19.3 17.2 15.4 

40 0.60 45.0 36.0 30.0 25.0 22.0 19.8 17.8 

50 0.67 50.0 40.0 33.0 28.0 25.0 22.0 19.9 

60 0.73 54.0 43.0 36.0 31.0 27.0 24.0 22.0 

ES 80-08 

15 0.49 36.0 29.0 24.0 21.0 18.2 16.2 14.6 

20 0.57 42.0 34.0 28.0 24.0 21.0 18.8 16.9 

30 0.69 51.0 41.0 34.0 29.0 26.0 23.0 20.0 

40 0.80 59.0 48.0 40.0 34.0 30.0 26.0 24.0 

50 0.89 66.0 53.0 44.0 38.0 33.0 29.0 26.0 

60 0.98 73.0 58.0 49.0 42.0 36.0 32.0 29.0   

 

Nozzle Alignment 
The ES even flat spray nozzle enable extremely 

short spray heights (H), thus extensively avoiding 

band drift. 

The width of the spray band (W) can be varied by 

altering the spray height (H) and/or rotating the 

spray axis to change the spray offset. This 

presumes the nozzle spacing (S) is constant. 

ES – EVEN FLAT SPRAY NOZZLES 
 

Spray angle: 80° 
         90° available upon request 

Material:      POM, Brass 

Features:  
 Even distribution 80°, 90° flat spray nozzle 

 Medium drift potential 

 Best performance range 15-60 psi 

 Short spray height pattern 

Range of Application: 

 Ideal for banding & tillage implements 
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PART NUMBER PSI 

CAPACITY 

PER 

NOZZLE 

GALLONS / ACRE 

30” SPACING 40” SPACING 

GPM 
5 

MPH 

6 

MPH 

7 

MPH 

8 

MPH 

5 

MPH 

6 

MPH 

7 

MPH 

8 

MPH 

FT 140-1.0 

10 0.10 3.95 3.30 2.85 2.50 2.95 2.50 2.10 1.9 

20 0.14 5.55 4.60 3.95 3.45 4.15 3.45 2.95 2.6 

30 0.18 6.95 5.80 4.95 4.35 5.20 4.35 3.70 3.3 

40 0.20 7.90 6.60 5.65 4.95 5.95 4.95 4.25 3.7 

FT 140-1.5 

10 0.15 5.93 4.95 4.28 3.75 4.43 3.75 3.15 2.8 

20 0.21 8.33 6.90 5.93 5.18 6.23 5.18 4.43 3.9 

30 0.26 10.43 8.70 7.43 6.53 7.80 6.53 5.55 4.9 

40 0.30 11.85 9.90 8.48 7.43 8.93 7.43 6.38 5.6 

FT 140-2.0 

10 0.20 7.9 6.6 5.7 5.0 5.9 5.0 4.2 3.7 

20 0.28 11.1 9.2 7.9 6.9 8.3 6.9 5.9 5.2 

30 0.35 13.9 11.6 9.9 8.7 10.4 8.7 7.4 6.5 

40 0.40 15.8 13.2 11.3 9.9 11.9 9.9 8.5 7.4 

FT 140-2.5 

10 0.25 9.9 8.3 7.1 6.2 7.5 6.2 5.3 4.7 

20 0.36 14.0 11.5 10.0 8.8 10.5 8.8 7.6 6.6 

30 0.44 17.0 14.5 12.5 11.0 13.0 11.0 9.3 8.1 

40 0.50 20.0 16.5 14.0 12.5 15.0 12.5 10.5 9.3 

FT 140-3.0 

10 0.30 11.9 9.9 8.6 7.5 8.9 7.5 6.3 5.6 

20 0.42 16.7 13.8 11.9 10.4 12.5 10.4 8.9 7.8 

30 0.53 20.9 17.4 14.9 13.1 15.6 13.1 11.1 9.8 

40 0.60 23.7 19.8 17.0 14.9 17.9 14.9 12.8 11.1 

FT 140-4.0 

10 0.40 15.8 13.2 11.4 10.0 11.8 10.0 8.4 7.4 

20 0.56 22.2 18.4 15.8 13.8 16.6 13.8 11.8 10.4 

30 0.70 27.8 23.2 19.8 17.4 20.8 17.4 14.8 13.0 

40 0.80 32.0 26.4 22.6 19.8 23.8 19.8 17.0 14.8 

FT 140-5.0 

10 0.50 20.0 16.5 14.1 12.4 14.9 12.4 10.6 9.3 

20 0.71 28.0 23.0 20.0 17.6 21.0 17.6 15.1 13.2 

30 0.87 34.0 29.0 25.0 22.0 26.0 22.0 18.5 16.1 

40 1.00 40.0 33.0 28.0 25.0 30.0 25.0 21.0 18.6 

FT 140-7.5 

10 0.75 30.0 25.0 21.0 19.0 22.0 19.0 15.9 14.0 

20 1.07 42.0 35.0 30.0 26.0 32.0 26.0 23.0 19.8 

30 1.31 51.0 44.0 38.0 33.0 39.0 33.0 28.0 24.0 

40 1.50 60.0 50.0 42.0 38.0 45.0 38.0 32.0 28.0 

FT 140-10 

10 1.00 40.0 33.0 28.0 25.0 30.0 25.0 21.0 19.0 

20 1.42 56.0 46.0 40.0 35.0 42.0 35.0 30.0 26.0 

30 1.74 68.0 58.0 50.0 44.0 52.0 44.0 37.0 32.0 

40 2.00 80.0 66.0 56.0 50.0 60.0 50.0 42.0 37.0 

 

FT – FLOOD NOZZLES 
 

Spray angle: 140° 
Material:      POM, Stainless Steel upon request 

Features:  
 Flat spray nozzle 

 Low/Medium drift potential 

 Best performance range 15-45 psi 

 Fits round caps 

Range of Application: 

 Soil-incorporated herbicides 

 Liquid Fertilizers in a drop tube configuration 

SPRAY TIPS 
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IDK – VENTURI AIR INDUCTION NOZZLES 

 

Spray angle: 110° (90°, 120° available upon request) 

Material:      POM, POM/Ceramic, PolyPro/Ceramic 

Features:  
 Venturi air induction flat spray  nozzle 

 Very Low drift potential 

 Very coarse to medium droplets 

 Best performance range 25-90 psi, 15-90 psi for size 05, & 30-290 psi for orchard/vineyard 

 Fits 8mm cap 

Range of Application: 

 Herbicides 

 Fungicides 

 Insecticides 

 Liquid Fertilizers 

 Plant growth regulators 

ID – AIR INDUCTION NOZZLES 
 

Spray angle: 80°, 110° (90°, 120° available upon request) 

Material:      POM, POM/Ceramic, PolyPro/Ceramic 

Features:  
 Venturi air induction flat spray  nozzle 

 Extremely Low drift potential, even for high pressure 

 Extra coarse to coarse droplets 

 Best performance range 30-115 psi, 40-290 psi for orchard/vineyard 

 Use with IS end nozzle for boom ends 

 Fits 10mm cap 

Range of Application: 

 Herbicides 

 Fungicides 

 Insecticides 

 Liquid Fertilizers 

 Plant growth regulators 

IS – OFF-CENTER AIR INDUCTION NOZZLES 
 

Spray angle: 80 

Material:      POM 

Features:  
 Venturi air induction flat spray  nozzle 

 Very  Low drift potential 

 Best performance range 30-115 psi, 30-220 psi for orchard/vineyard 

 Uniform, large droplets 

 Available in polyacetal 

 Removable injector system for easy cleaning 

 Use with ID nozzle as companion boom end nozzle 

 Fits 10mm cap 

Range of Application: 

 Herbicides 

 Fungicides 

 Insecticides 

 Liquid Fertilizers 

 Plant growth regulators 

 Row crop banding 

SPRAY TIPS 
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  IDKT– COMPACT VENTURI AIR INDUCTION NOZZLES 
 

Spray angle: 120° 
Material:      POM, POM/Ceramic 

Features:  
 Compact venturi air induction twin flat spray  nozzle 

 Very  Low drift potential 

 Best performance range 15-90 psi 

 Very coarse to medium droplets 

 120° nozzle, featuring two angled spray fans, 30° forwards and 30° backwards 

 Removable fixed position injector  

 Fits 8mm cap 

Range of Application: 

 Herbicides 

 Fungicides 

 Insecticides 

 Liquid Fertilizers 

 Plant growth regulators 

TWIN SPRAY CAP 
 

 

Features:  
 Very  Low drift potential 

 Twin-Air Low Pressure 

– 30-50 psi working range 

– Medium to fine droplets 

– Excellent canopy penetration 

– IDK air induction spray in front position and extended range LU spray nozzle in back position 

 Twin-Air 

– 15-90 psi working range 

– Ideal balance between uniform coverage, canopy penetration and drift control 

– Successful applications of fungicides to combat Asian Soybean Rust 

– IDK air induction spray in front and back position 

 Twin-Air Ceramic 

– 80 psi and up working range 

– Provides extended wear and performance while maintaining drift control 

– Ideally suited for high pressure applications 

 All include cap, #09216356a0000 

Range of Application: 

 Successful applications of fungicides to combat Asian Soybean Rust 

 Excellent canopy penetration 

 High foliar coverage at the lower and mid range positions 

 Effective drift control 

SPRAY TIPS 
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FD – LIQUID FERTILIZER NOZZLES 

 

Spray angle: 130° 
Material:      POM 

Features:  
 One piece-nozzle and cap fits most standard nozzle bodies 

 Very  Low drift potential 

 Best performance range 20-60 psi 

 Coarse droplets minimize crop damage and streaking 

 ISO coded for agricultural standard  

Range of Application: 

 Liquid Fertilizer application 

 Turfgrass 

 Irrigation systems 

TR–HOLLOW CONE NOZZLES WITH INSERT 
 

Spray angle: 80° 
Material:      POM/Ceramic 

Features:  
 Hollow cone spray nozzle with ceramic insert 

 Removable insert for easy cleaning 

 Medium drift potential 

 Best performance range 40-120 psi for row crops, 40-290 psi for orchard/vineyard and grove crops 

 Very good wear and chemical resistance 

 Good crop penetration 

 Fits round caps 

Range of Application: 

 Fungicides 

 Insecticides 

 Plant growth regulators where surface coverage is critical 

DF–TWIN FLAT SPRAY NOZZLES 
 

Spray angle: 120° 
Material:      Stainless Steel 

Features:  
 Twin flat spray nozzle 

 Medium drift potential 

 Best performance range 30-75 psi 

 120° nozzle, featuring two angled spray fans, 30° forwards and 30° backwards 

 Fits 10mm caps 

Range of Application: 

 Herbicides 

 Fungicides 

 Insecticides 

 Liquid Fertilizers 

 Plant growth regulators 

SPRAY TIPS 
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OC–OFF CENTER FLAT SPRAY NOZZLES 

 

Spray angle: 90° 
Material:      Brass 

Features:  
 Asymmetrical 90° flat spray nozzle 

 Ideal for banding, underleaf applications, boom end spray patterns 

 Medium drift potential 

 Best performance range 30-75 psi 

 ISO coded for agricultural standards 

 Fits 8mm caps 

Range of Application: 

 Herbicides 

 Fungicides 

 Insecticides 

 Liquid Fertilizers 

 Plant growth regulators 

NOZZLE NUMBER PRESSURE IN PSI IMPERIAL GPM “W” FEET 

SPRAYING HEIGHT “H” = 36” 

IMPERIAL GPA 

5 MPH 10 MPH 15 MPH 

OC10 

30 

40 
60 

0.72 

0.83 
1.00 

18.0 

18.5 
18.5 

4.00 

4.50 
5.50 

2.00 

2.20 
2.70 

1.30 

1.50 
1.80 

OC20 

30 

40 

60 

1.40 

1.70 

2.00 

23.5 

24.5 

24.5 

6.10 

6.70 

8.20 

3.00 

3.40 

4.10 

2.00 

2.20 

2.70 

OC40 

30 

40 

60 

2.90 

3.30 

4.10 

26.0 

27.0 

27.0 

11.0 

12.2 

15.0 

5.50 

6.10 

7.50 

3.70 

4.10 

5.00 

OC80 

30 
40 

60 

5.80 
6.70 

8.20 

29.0 
30.0 

30.0 

19.7 
22.0 

27.0 

9.80 
11.0 

13.5 

6.60 
7.30 

9.00 

OC150 

30 
40 

60 

10.8 
12.5 

15.3 

30.5 
31.5 

31.5 

35.0 
39.0 

48.0 

17.6 
19.6 

24.0 

11.7 
13.1 

16.0 

OC300 

30 
40 

60 

22.0 
25.0 

31.0 

32.0 
33.0 

33.5 

67.0 
75.0 

90.0 

33.0 
37.0 

45.0 

22.0 
25.0 

30.0 

 

SPRAY TIPS 
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Se
cti

on
 

Code Spray Tip Orifice 
Material 

Pressure 
Range 

Nominal 
Spray 
Angle 

Pattern Foliar 
Contact 

Foliar 
Systemic 

Soil 
Applied 

Draft 
Control XF VF F M C VC XC UC 

Br
oa

dc
ast

 

ULD Ultra Lo-Drift Polyacetal 15 to 115 120 Tapered Fan Good+ Excellent Excellent Excellent         
ATW Air-Injected Twin Fan Ceramic 40 to 100 110 Twin Tapered Fan Good+ Excellent - Excellent         
AVI Air-Injected Anti-Drift Ceramic 30 to 100 80, 110 Tapered Fan - Excellent Excellent Excellent         
GAT GuardianAIR Twin Polyacetal 30 to 115 110 Twin Tapered Fan Excellent Excellent - Very Good         
GA GuardianAIR Polyacetal 15 to 115 110 Tapered Fan Excellent Excellent Very Good Very Good         
GRD Guardian Polyacetal 15 to 115 120 Tapered Fan Excellent Excellent Very Good Good         
LD Lo-Drift Polyacetal 15 to 70 80, 110 Tapered Fan Very Good Excellent Very Good Good         
ADI Drift Reduction Ceramic 30 to 70 110 Tapered Fan Excellent Excellent Very Good Good         
VP Variable Pressure Fan Polyacetal 15 to 70 80, 110 Tapered Fan Very Good Good Good -         
AXI Wide Range Fan Ceramic 20 to 70 80, 110 Tapered Fan Very Good Good Good -         
TR TotalRange Stainless Steel 15 to 70 80, 110 Tapered Fan Very Good Good Good -         
F FanTip Standard Fan Polyacetal 30 to 60 80, 110 Tapered Fan Good Good Good -         
ACID F FanTip Standard Fan PVDF  110 Tapered Fan Good Good - -         
ACID LD Lo-Drift PVDF  110 Tapered Fan Very Good Excellent Very Good Good         

W
id

e HF Hi-Flow Polyacetal 20 to 80 80 to 145 Wide-Angle Tapered Fan - Excellent* Excellent Excellent         
DT Deflec Tip Polyacetal 15 to 60 80 to 160 Wide-Angle Flood - Good Very Good Good         
APM Wide-Angle Flood Ceramic 10 to 60 0 Wide-Angle Flood - Good Very Good Good         

St
re

am
 ESI Six Stream Ceramic 15 to 60 0 6-stream - - Excellent Excellent       S  

CM Straight Stream PVDF 15 to 150 0 Stream - - Very Good Very Good       S  
DC Flow-Regulating Disc Polyacetal 10 to 150 0 Stream - - Very Good Very Good       S  
AMT Flow-Regulating Disc Ceramic 10 to 725 45 to 110 Stream - - Very Good Very Good       S  

Ba
nd

in
g &

 D
ire

cte
d 

DC/CR SwirlTip Disc/Core Polyacetal 10 to 150 13 to 93 Hollow Cone Very Good Good - -         
DCC/CRC Disc and Core Ceramic 10 to 300 80 Hollow Cone Very Good Good - -         
HCX Hollow Tip Hollow Cone Polyacetal 40 to 150 80 Hollow Cone Very Good Good - -         
ATR Hollow Cone Ceramic 40 to 350 80 Hollow Cone Very Good Good - -         
HCA Hollow Cone Ceramic 40 to 350 80 Hollow Cone Very Good Good - -         
TVI Hollow Cone Ceramic 70 to 360 80 Hollow Cone Good* Excellent - Excellent         
AVI FanTip Ceramic 40 to 350 80 Tapered Fan Good Excellent - Excellent         
AXI FanTip Ceramic 40 to 350 80 Tapered Fan Very Good Good - -         
FCX Full Cone Polyacetal 15 to 150 80 Full Cone Good Very Good - -         
DCC/CRC Disc and Core Ceramic 10 to 300 14 to 70 Full Cone Good Very Good - -         
E Fan Tip Even Flat Polyacetal 30 to 60 80 Even Fan Very Good Very Good Very Good -         
OC Off-Center Flat Brass 30 to 60 80 Off-Center Tapered Fan Good Good Good -         
OCI Off-Center Ceramic Ceramic 30 to 60 80 Off-Center Tapered Fan Good Good Good -         
AVI-OC Air-Injected Off-Center Ceramic 40 to 100 80 Off-Center Tapered Fan Good Excellent Excellent Excellent         

Sp
ec

ial
 XT Boom X Tender Polyacetal or 

Stainless Steel 30 to 60 105 Ultra-Wide Boomless Fan - Very Good Very Good Very Good         

MISTING F, HAF, PF, AFD, AF Polyacetal 40 to 150 65 to 110 Or Hollow Cone             

TC TwinCap Polyacetal or 
PVDF -  Double Tip Holder             

 

HYPRO Spray Tip Selection Guide 

The Following chart has been designed to simplify selection of the correct spray tip type for the agrochemical to be applied. It 

is based on having good conditions for spraying and should be used in conjunction with the agrochemical manufacturer’s label. 

Increased carrier rated may allow for coarser sprays to reduce risk of drift. Always follow the agrochemical label exactly. 

Herbicides Fungicides Insecticides 
Liquid 

Fertilizer Soil 
Incorporated Pre-Emerge 

Post-Emerge 
Contact Systemic Contact Systemic 

Contact Systemic 
XC VC C VC M C M C XC 
VC C M C F M F M VC 
C M F M VF F VF F C 

 

Color Code Classification 
XF Extremely Fine 
VF Very Fine 
F Fine 
M Medium 
C Coarse 

VC Very Coarse 
XC Extremely Coarse 
UC Ultra Coarse 

 

Manufacturer’s recommended droplet size 

Hypro Spray Tip Selection Guide 

S These nozzles produce streams to minimize atomization. 

*at high volume +at high pressure 
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PART NUMBERS 

TIPS 120˚ FASTCAPS 120˚ 

ULD120-015 FC-ULD120-015 

ULD120-02 FC-ULD120-02 

ULD120-025 FC-ULD120-025 

ULD120-03 FC-ULD120-03 

ULD120-04 FC-ULD120-04 

ULD120-05 FC-ULD120-05 

ULD120-06 FC-ULD120-06 

ULD120-08 FC-ULD120-08 

 

PART NUMBERS 

FASTCAPS 110˚ 

GAT110-02 

GAT110-025 

GAT110-03 

GAT110-04 

GAT110-05 

GAT110-06 

GAT110-08 

 

PART NUMBERS 

TIPS 80˚ TIPS 110˚ FASTCAPS 110˚ 

AVI-8001 AVI-11001 FC-AVI-11001 

AVI-80015 AVI-110015 FC-AVI-110015 

AVI-8002 AVI-11002 FC-AVI-11002 

AVI-80025 AVI-110025 FC-AVI-110025 

AVI-8003 AVI-11003 FC-AVI-11003 

AVI-8004 AVI-11004 FC-AVI-11004 

 AVI-11005 FC-AVI-11005 

 AVI-11006 FC-AVI-11006 

 AVI-11008 FC-AVI-11008 

 AVI-11010 FC-AVI-11010 

 

PART NUMBERS 

TIPS 110˚ CAPS (25 PACK) 

ATW-11001 CAP01-01 

ATW-110015 CAP01-015 

ATW-11002 CAP01-02 

ATW-110025 CAP01-025 

ATW-11003 CAP01-03 

ATW-11004 CAP01-04 

ATW-11005 CAP01-05 

 

PART NUMBERS 

TIPS 110˚ FASTCAPS 110˚ 

GA110-015 FC-GA110-015 

GA110-02 FC-GA110-02 

GA110-025 FC-GA110-025 

GA110-03 FC-GA110-03 

GA110-035 FC-GA110-035 

GA110-04 FC-GA110-04 

GA110-05 FC-GA110-05 

 

PART NUMBERS 

FASTCAPS 120˚ 

GRD120-01 

GRD120-015 

GRD120-02 

GRD120-025 

GRD120-03 

GRD120-04 

GRD120-05 

GRD120-06 

GRD120-08 

 

PART NUMBERS 

TIPS 80˚ FASTCAPS 80˚ TIPS 110˚ FASTCAPS 110˚ 

VP80-015 FC-VP80-015 VP110-015 FC-VP110-015 

VP80-02 FC-VP80-02 VP110-02 FC-VP110-02 

VP80-03 FC-VP80-03 VP110-025 FC-VP110-025 

VP80-04 FC-VP80-04 VP110-03 FC-VP110-03 

VP80-05 FC-VP80-05 VP110-04 FC-VP110-04 

VP80-06 FC-VP80-06 VP110-05 FC-VP110-05 

  VP110-06 FC-VP110-06 

  VP110-08 FC-VP110-08 

  VP110-10 FC-VP110-10 

  VP110-15 FC-VP110-15 

 

PART NUMBERS 

TIPS 110˚ CAPS (25 PACK) 

ADI-11001 CAP00-01 

ADI-110015 CAP00-015 

ADI-11002 CAP00-02 

ADI-11003 CAP00-03 

ADI-11004 CAP00-04 

 

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) TIPS 110˚ CAPS (25 PACK) 

LD80-015 CAP00-015 LD110-015 CAP00-015 

LD80-02 CAP00-02 LD110-02 CAP00-02 

LD80-03 CAP00-03 LD110-025 CAP00-025 

LD80-04 CAP00-04 LD110-03 CAP00-03 

LD80-05 CAP00-05 LD110-04 CAP00-04 

LD80-06 CAP00-06 LD110-05 CAP00-05 

LD80-08 CAP00-08 LD110-06 CAP00-06 

  LD110-08 CAP00-08 

 
PART NUMBERS 

TIPS 80˚ FASTCAPS 80˚ TIPS 110˚ FASTCAPS 110˚ 

TR80-01 FC- TR 80-01 TR 110-01 FC-TR 110-01 

TR 80-015 FC- TR 80-015 TR 110-015 FC-TR 110-015 

TR 80-02 FC- TR 80-02 TR 110-02 FC-TR 110-02 

TR 80-03 FC- TR 80-03 TR 110-03 FC-TR 110-03 

TR 80-04 FC- TR 80-04 TR 110-04 FC-TR 110-04 

TR 80-05 FC- TR 80-05 TR 110-05 FC-TR 110-05 

TR 80-06 FC- TR 80-06 TR 110-06 FC-TR 110-06 

TR 80-08 FC- TR 80-08 TR 110-08 FC-TR 110-08 

TR 80-10 FC- TR 80-10 TR 110-10 FC-TR 110-10 

TR 80-15 FC- TR 80-15 TR 110-15 FC-TR 110-15 

 

PART NUMBERS 

TIPS 80˚ FASTCAPS 80˚ TIPS 110˚ FASTCAPS 110˚ 

AXI-80015 FC-AXI-80015 AXI-110015 FC-AXI-110015 

AXI-8002 FC-AXI-8002 AXI-11002 FC-AXI-11002 

AXI-8003 FC-AXI-8003 AXI-110025 - 

AXI-8004 FC-AXI-8004 AXI-11003 FC-AXI-11003 

AXI-8005 FC-AXI-8005 AXI-11004 FC-AXI-11004 

AXI-8006 FC-AXI-8006 AXI-11005 FC-AXI-11005 

  AXI-11006 FC-AXI-11006 

 

PART NUMBERS 

TIPS 80˚ TIPS 110˚ CAPS (25 PACK) 

F80-0067 - CAP00-20 

F80-01 F110-01 CAP00-01 

F80-015 F110-015 CAP00-015 

F80-02 F110-02 CAP00-02 

F80-03 F110-03 CAP00-03 

F80-04 F110-04 CAP00-04 

F80-05 F110-05 CAP00-05 

F80-06 F110-06 CAP00-06 

F80-08 F110-08 CAP00-08 

F80-10 F110-10 CAP00-10 

F80-15 F110-15 CAP00-15 

F80-20 F110-20 CAP00-20 

 

FLAT FAN SPRAY TIP – FAN TIP 80˚ & 110˚ 

FLAT FAN SPRAY TIP – CERAMIC AXI 80˚ & 110˚ 

FLAT FAN SPRAY TIP – VARIABLE PRESSURE 80˚ & 110˚ 

FLAT FAN SPRAY TIP – LO-DRIFT 80˚ & 110˚ 

FLAT FAN SPRAY TIP – GUARDIAN AIR 110˚ 

FLAT FAN SPRAY TIP – GUARDIAN AIR TWIN 110˚ 

FLAT FAN SPRAY TIP – ULTRA LO-DRIFT 120˚ 

FLAT FAN SPRAY TIP – TOTAL RANGE 80˚ & 110˚ 

FLAT FAN SPRAY TIP – CERAMIC ADI 110˚ 

FLAT FAN SPRAY TIP – GUARDIAN 120˚ 

FLAT FAN SPRAY TIP – CERAMIC AVI TWIN 110˚ 

FLAT FAN SPRAY TIP – CERAMIC AVI 80˚ & 110˚ HYPRO BROADCAST SPRAY TIPS 
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PART NUMBERS 

FASTCAPS 140˚ 

HF140-08 

HF140-10 

HF140-15 

HF140-15 

HF140-20 

HF140-30 

HF140-40 

HF140-50 

HF140-60 

 

WIDE-ANGLE FLAT FAN SPRAY TIP – HI-FLOW 140˚ 

HYPRO BROADCAST WIDE-ANGLE SPRAY TIPS 

WIDE-ANGLE FLAT FAN SPRAY TIP – HI-FLOW 140˚ 

HYPRO STREAMING SPRAY TIPS 

PART NUMBERS 

TIPS 110˚ 

90-02F110 

90-03F110 

90-04F110 

90-05F110 

90-06F110 

90-08F110 

90-10F110 

90-15F110 

 

FLAT FAN SPRAY TIP – ACID-RESISTANT FAN TIP 110˚ 

PART NUMBERS 

TIPS CAPS (25 PACK) 

APM-YELLOW CAP04-20 

APM-ORANGE CAP04-20 

APM-RED CAP04-20 

APM-GREEN CAP04-20 

APM-LIGHBLUE CAP04-20 

APM-GRAY CAP04-20 

APM-BLACK CAP04-20 

 

FLOOD SPRAY TIP CERAMIC APM 80˚ - 160˚ 

PART NUMBERS 

TIPS 

30-DC-00 

30-DC010 

30-DC018 

30-DC-01 

30-DC-015 

30-DC-02 

30-DC-03 

30-DC-035 

30-DC-04 

30-DC-05 

30-DC-06 

30-DC-07 

30-DC-08 

30-DC-10 

30-DC-12 

 

WIDE-ANGLE FLAT FAN SPRAY TIP – HI-FLOW 140˚ 

PART NUMBERS 

TIPS 110˚ FASTCAPS 110˚ 

ESI-110015 FC-ESI-110015 

ESI-11002 FC-ESI-11002 

ESI-110025 FC-ESI-110025 

ESI-11003 FC-ESI-11003 

ESI-11004 FC-ESI-11004 

ESI-11005 FC-ESI-11005 

ESI-11006 FC-ESI-11006 

 FC-ESI-11008 

 FC-ESI-11010 

 FC-ESI-11015 

 FC-ESI-11020P 

 

PART NUMBERS 

TIPS CAPS (25 PACK) 

30DT0.5 CAP30-20 

30DT0.75 CAP30-20 

30DT1.0 CAP30-20 

30DT1.5 CAP30-20 

30DT2.0 CAP30-20 

30DT2.5 CAP30-20 

30DT3.0 CAP30-20 

30DT4.0 CAP30-20 

30DT5.0 CAP30-20 

30DT7.5 CAP30-20 

30DT10 CAP30-20 

30DT15 CAP30-20 

30DT20 CAP30-20 

 

FLOOD SPRAY TIP CERAMIC APM 80˚ - 160˚ 

PART NUMBERS 

TIPS 110˚ 

90LD03F110 

90LD04F110 

90LD05F110 

90LD06F110 

 

FLAT FAN SPRAY TIP – ACID-RESISTANT FAN TIP 110˚ 

PART NUMBERS 

TIPS 

AMT-15007 

AMT-15008 

AMT-15010 

AMT-15012 

AMT-15015 

AMT-15018 

AMT-15020 

AMT-15023 

 

WIDE-ANGLE FLAT FAN SPRAY TIP – HI-FLOW 140˚ 

PART NUMBERS 

TIPS 0˚ 

90A2CM02E00 

90A2CM03E00 

90A2CM04E00 

90A2CM05E00 
90A2CM06E00 
90A2CM07E00 
90A2CM10E00 
90A2CM15E00 
90A2CM20E00 
90A2CM30E00 

 

WIDE-ANGLE FLAT FAN SPRAY TIP – HI-FLOW 140˚ 
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HOLLOW CONE SPRAY TIPS – SWIRL TIP DISCS & CORES 25˚ - 110˚ 

HYPRO BANDING AND DIRECTING SPRAY TIPS 

PART NUMBERS 

DISCS CORES 

30-DC-01 30-CR-13 

30-DC-015 30-CR-23 

30-DC-02 30-CR-25 

30-DC-03 30-CR-45 

30-DC-04 - 

30-DC-05 - 

30-DC-06 - 

30-DC-07 - 

30-DC-08 - 

30-DC-10 - 

30-DC-12 - 

 

HOLLOW CONE SPRAY TIPS – HCX 80˚  

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) 

30HCX2 CAP04-20 

30HCX3 CAP04-20 

30HCX4 CAP04-20 

30HCX6 CAP04-20 

30HCX8 CAP04-20 

30HCCX9 CAP04-20 

30HCX10 CAP04-20 

30HCX12 CAP04-20 

30HCX18 CAP04-20 

 

HOLLOW CONE TIPS – CERAMIC TVI 80˚  

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) 

TVI-80005 CAP05-20 

TVI-800075 CAP05-20 

TVI-80015 CAP05-20 

TVI-80015 CAP05-20 

TVI-8002 CAP05-20 

TVI-80025 CAP05-20 

TVI-8003 CAP05-20 

 

FLAT FAN SPRAY TIPS – CERAMIC AXI 80˚  

PART NUMBERS 

TIPS 80˚ FASTCAPS 80˚ 

AXI-80015 FC-AXI-80015 

AXI-8002 FC-AXI-8002 

AXI-8003 FC-AXI-8003 

AXI-8004 FC-AXI-8004 

AXI-8005 FC-AXI-8005 

AXI-8006 FC-AXI-8006 

 

FLAT FAN SPRAY TIPS – CERAMIC AVI 80˚  

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) 

AVI-8001 CAP01-01 

AVI-80015 CAP01-015 

AVI-8002 CAP01-02 

AVI-80025 CAP01-025 

AVI-8003 CAP01-03 

AVI-8004 CAP01-04 

 

FULL CONE DIRECTED SPRAY TIPS – FCX 80˚  

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) 

30FCX02 CAP04-02 

30FCX03 CAP04-03 

30FCX04 CAP04-04 

30FCX05 CAP04-05 

30FCX06 CAP04-06 

 

HOLLOW CONE SPRAY TIPS – SWIRL TIP DISC & CORES 25˚ - 110˚ 

PART NUMBERS 

DISCS CORES CAPS (25 PACK) 

DCC-01 CRC-31 CAP05-20 

DCC-02 CRC-35 CAP05-20 

DCC-03 CRC-56 CAP05-20 

DCC-04 - CAP05-20 

DCC-05 - CAP05-20 

DCC-06 - CAP05-20 

DCC-07 - CAP05-20 

 

FLAT FAN SPRAY TIPS – OFF-CENTER 80˚  

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) 

28OC02 CAP00-20 

28OC03 CAP00-20 

28OC04 CAP00-20 

28OC06 CAP00-20 

28OC08 CAP00-20 

28OC12 CAP00-20 

28OC16 CAP00-20 

 

HOLLOW CONE SPRAY TIPS – CERAMIC DISCS & CORES 13˚ - 93˚ 

PART NUMBERS 

DISCS CORES CAPS (25 PACK) 

DCC-01 CRC-13 CAP05-20 

DCC-02 CRC-23 CAP05-20 

DCC-03 CRC-45 CAP05-20 

DCC-04 CRC-46 CAP05-20 

DCC-05 - CAP05-20 

DCC-06 - CAP05-20 

DCC-07 - CAP05-20 

 

HOLLOW CONE TIPS – CERAMIC ATR & HCA 80˚ 

PART NUMBERS 

ATR 80˚ HCA 80˚ CAPS (25 PACK) 

ATR-WHITE HCA-01 CAP05-20 

ATR-LILAC HCA-015 CAP05-20 

ATR-BROWN HCA-02 CAP05-20 

ATR-YELLOW HCA-025 CAP05-20 

ATR-ORANGE HCA-03 CAP05-20 

ATR-RED HCA-045 CAP05-20 

ATR-GRAY - CAP05-20 

ATR-GREEN - CAP05-20 

ATR-BLACK - CAP05-20 

ATR-BLUE - CAP05-20 

 

FLAT FAN SPRAY TIPS – EVEN 80˚  

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) 

30FCX02 CAP04-02 

30FCX03 CAP04-03 

30FCX04 CAP04-04 

30FCX05 CAP04-05 

30FCX06 CAP04-06 

 

FLAT FAN SPRAY TIPS – CERAMIC OFF-CENTER 80˚  

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) 

OCI-8002 CAP00-02 

OCI-8003 CAP00-03 

OCI-8004 CAP00-04 

 

FLAT FAN SPRAY TIPS – CERAMIC OFF-CENTER 80˚  

PART NUMBERS 

TIPS 80˚ CAPS (25 PACK) 

AVI-OC-80015 CAP01-015 

AVI-OC-8002 CAP01-02 

AVI-OC-80025 CAP01-025 

AVI-OC-8003 CAP01-03 

AVI-OC-8004 CAP01-04 
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BOOMLESS FLAT FAN NOZZLES – BOOM X TENDER 110˚ 

HYPRO SPECIALTY SPRAY TIPS 

PART NUMBERS 

MNPT FASTCAPS 

XT010 - 

XT020 FC-XT020 

XT024 FC-XT024 

XT043 FC-XT043 

XT080 - 

XT167 - 

XT215 - 

 

PART KITS FOR MNPT VERSION 

XT010-GIOKIT 

XT020-GIOKIT 

XT024-GIOKIT 

XT043-GIOKIT 

XT080-GIOKIT 

XT167-GIOKIT 

XT215-GIOKIT 

 

MODEL DESCRIPTION 

9950-0033 
BOOM X TENDER TEE/SWIVEL KIT FOR USE WITH 

1/4” NPT OR FASTCAP BOOM X TENDER NOZZLES 

 

MISTING NOZZLES – F, HAF, PF, AFD, AF 

PART NUMBER 

NOZZLE ONLY 
COLOR 

SPRAY 

ANGLE 

F65-005 WHITE 65 

F80-0067 OLIVE GREEN 80 

 

F- FLAT FAN FLANGED TIPS 

PART NUMBER 

NOZZLE ONLY 
COLOR 

SPRAY 

ANGLE 

30HAF00780 LIGHT GRAY 80 

30HAF01110 WHITE 110 

30HAF01-65 CREAM 65 

30HAF01480 MINT GREEN 80 

30HAF01570 WHITE 70 

 

HAF- HOLLOW CONE FLANGED TIPS 

PART NUMBER 

NOZZLE ONLY 
COLOR 

SPRAY 

ANGLE 

30PFCM002F80 WHITE 80 

30PFCM002F80BL BLACK 80 

30PFCM005F80 WHITE 80 

30PFCM005F80BL BLACK 80 

 

PF- FLAT FAN 3/8” PUSH-FIT ANTI DRIP NOZZLE 

PART NUMBER 

NOZZLE ONLY 
COLOR 

SPRAY 

ANGLE 

30PFAF008-80 WHITE 80 

30PFAF008-80BL BLACK 80 

30PFAF013-105 WHITE 105 

30PFAF013-105BL BLACK 105 

 

PF- HOLOW CONE 3/8” PUSH-FIT ANTI DRIP NOZZLE 

PART NUMBER 

NOZZLE ONLY 
COLOR 

SPRAY 

ANGLE 

PART NUMBER WITH 

CUP STRAINER 

301ADF0.7-80 GRAY 80 CS301AFD0.7-80 

301AFD1.2-105 CREAM 105 CS301AFD1.2-105 

301AFD1.6-100 BLUE 100 - 

 

AFD- HOLOW CONE 1/8” MNPT ANTI-DRIP NOZZLE 

PART NUMBER 

NOZZLE ONLY 
COLOR 

SPRAY 

ANGLE 

PART NUMBER 

WITH SS CUP 

STRAINER 

PART NUMBER 

WITH SS POST 

STRAINER 

PART NUMBER 

WITH PLASTIC 

STRAINER 

301AF0.4-65 WHITE 65 CS301AF0.4-65 301AFUSA0.5 PP301AF0.4-65 

301AF0.7-80 GRAY 80 CS301AF0.7-80 301AFUSA1.0 PP301AF0.7-80 

301AF0.7-80W WHITE 80 CS301MNF-W 301MNF-W PP301AF0.7-80W 

301AF1.2-105C CREAM 105 CS301AF1.2-105C 301AFUSA2.0 PP301AF1.2-105C 

301AF1.6-100 BLUE 100 CS301AF1.6-100 301AFUSA3.0 PP301AF1.6-100 

301AF5.0-70 YELLOW 70 - - - 

 

AF- HOLOW CONE 1/8” MNPT NOZZLE 

MISTING NOZZLES ACCESSORIES 

REFERENCE 

NUMBER 

PART 

NUMBER 
DESCRIPTION 

1 251032WH 3/8” BSP RETAINING NUT WHITE POLYPROPYLENE 

1 251032GY 3/8” BSP RETAINING NUT GRAY POLYPROPYLENE 

1 251032BL 3/8” BSP RETAINING NUT BLACK POLYPROPYLENE 

2 27302492 3/8” BSP x 1/4” MNPT NYLON SINGLE SWIVEL ADAPTOR INCORPORATING SHUT-OFF 

3 27302489 DOUPLE SWIVEL ADAPTOR INCORPORATING SHUT-OFF 

3 27302489BL DOUBLE SWIVEL ADAPTOR INCORPORATION SHUT-OFF BLACK 

4 32195Q3269 PUSH-IN POROUS PLASTIC 250 MESH POST FILTER 

5 141418 BARBED TEE 1/8” FNPT x 1/4” BARBS BLACK 

5 383813 BARBED TEE 1/8” FNPT x 3/8” BARBS BLACK 

6 1212S18 PUSH-IN TEE 1/2” SLIP x 1/8” (F) 

7 32100200 CUP STRAINER 200 MESH (FITS REAR OF THREADED MISTING TIPS) 

8 32PIFA250 PUSH-IN 200 MESH POST STRAINER 

9 27101612 3/8” BSP x 1/2” WET BOOM BODY 

9 27101634 3/8” BSP x 3/4” WET BOOM BODY 
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SPRAY TIP CAP – TWINCAP TC2-ULD & TC2-LD 

PART NUMBERS 

TINCAPS, LESS TIPS 

152607TC STANDARD CAP FOR AGROCHEMICALS 

15Q2530TC 
GREY ACID-RESISTANT CAP FOR 

DEFOLIANTS 

STANDARD TWINCAP WIH TIPS INCLUDED 

WITH ULD 120˚ WITH LD 110˚ 

TC2-ULD120-015 TC2-LD110-015 

TC2-ULD120-02 TC2-LD110-02 

TC2-ULD120-025 TC2-LD110-025 

TC2-ULD120-03 TC2-LC110-03 

TC2-ULD120-04 TC2-LD110-04 

REPLACEMANT SEALS 

22W11MF64 STANDARD CAP SEAL (A) 

22W11MF64V VITON CAP SEAL FOR ACID (A) 

65MN011X1.3 STANDARD TIP O-RING SEAL (B) 

65VBS0113-13 VITON TIP O-RING SEAL FOR ACID (B) 

 

HYPRO SPECIALTY SPRAY TIPS 

SPRAY TIP CAPS – ADAPTORS 

TIP STRAINERS 

 

ISO 

STANDARD 

FAN 

DEFLECT TIP 

NO-OFFSET 

EUROPEAN FAN  

(THICK BODY) 

STANDARD 

ROUND  

(NON-ALIGNING) 

ALBUZ ROPUND 

(THICK FLANGE) 
SHUT-OFF THREADED 

FITS: 

ULD, GA, LD, 

VP, TR, OC, 

F, E, AXI, 

ADI, OCI 

DT, POLIJET 
AVI, AVI-TWIN, 

ESI, APG, APE 

HCX, FCX, DC/CR, 

HAF, APM, 

FLANGED HOSE 

BARBS 

CERAMIC DISC, ATR, 

HCA, TVI 
BLANK 1/4” FNPT 

BALCK CAP00-20 CAP30-20 CAP01-20 CAP04-20 CAP05-20 CAP09-20 CAP10-20 

ORANGE CAP00-01 - CAP01-01 CAP04-01 CAP05-01 - - 

GREEN CAP00-015 - CAP01-015 CAP04-015 CAP05-015 - - 

YELLOW CAP00-02 - CAP01-02 CAP04-02 CAP05-02 - - 

LILAC CAP00-025 - CAP01-025 CAP04-025 CAP05-025 - - 

BLUE CAP00-03 - CAP01-03 CAP04-03 CAP05-03 - - 

DARK RED CAP00-035 - - - - - - 

RED CAP00-04 - CAP01-04 CAP04-04 CAP05-04 - - 

BROWN CAP00-05 - CAP01-05 CAP04-05 CAP05-05 - - 

GRAY CAP00-06 - CAP01-06 CAP04-06 CAP05-06 - - 

WHITE  CAP00-08 - CAP01-08 CAP04-08 CAP05-08 - - 

LIGHT BLUE CAP00-10 - CAP01-10 CAP04-10 - - - 

LIME GREEN CAP00-15 - CAP01-15 CAP04-15 - - - 

INCLUDED EPDM SEAL 22W11MF64 22W11MF64 22W11MF64 22W11MF64 22W11MF64 - 22W11MF64 

INCLUDED NITRILE SEAL - - - - - 65-BS205 - 

SEPARATE VITON SEAL 22W11MF64V 22W11MF64V 22W11MF64V 22W11MF64V 22W11MF64V 65-VBS205 22W11MF64V 

 

GENERAL STRAINER RECOMMENDATIONS 

TIP FLOW 

RATE AT 40 PSI 

STRAINER 

MESH  

EXAMPLE FAN TIP 

SIZE 

LESS THAN 0.10 200 005-0067 

0.10-0.39 100 01-035 

0.40-0.79 50 04-06 

0.80-2.00 25 08-20 

 

 

PREMIUM 

POLYPROPYLENE 

FLOW TIP 

STRAINER 

PREMIUM FLOW 

POLYPROPYLENE 

GUARDIAN & 

GUARDIANAIR TWIN TIP 

STRAINER 

SLOTTED 

NYLON TIP 

STRAINER 

STAINLESS STEEL TIP STRAINER 

WITH CHECK 

MINICLEAN 

POLYPROPYLENE ULD 

TIP STRAINER 

PART 

NUMBER 
TS01-50 TS01-100 TS02-50 TS02-100 TS03-25 32100530 32100550 32100510 30Q3624** 30Q3623* 

ISO 

COLOR 
BLUE GREEN BLUE GREEN BLACK RED BLUE GREEN RED BLUE 

MESH 50 100 50 100 25 30 50 100 25 50 

*FOR ULD SIZES 015-04 **FOR ULD SIZES 05-06 
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BEX SPRAY NOZZLES 

K-BALL CLIP-ON & THREADED SPRAY NOZZLES 

PIPE SIZE  
A 

(INCHES) 

B 

(INCHES) 

1” 1-3/4 2-7/8 

1-1/4” 2 3 

1-1/2” 2-1/8 3-1/8 

2” 2-3/8 3-1/2 

 

SPRAY CHARACTERISTICS: 

These nozzles simply clip over a pre-determined 

pipe (9/16” dia. hole) and are available with a 
variety of spray balls, in various spray patterns, 

flow rates and spray angles. 

 

TYPICAL APPLICATION: 

Suitable for a variety of applications: 

 

 PARTS CLEANING 

 PRETREATMENT 

 SPRAY WASHING & RINSING 

Hundreds of standard nozzle balls and spray 

options are available when using the threaded balls 

option (see page 71) or nozzle balls (shown below) 

The BEX spring clamp is the heaviest and most 

durable used in the industry. It provides long 

service at pressures up to 100 psi. 

Standard O-Ring seal is EPDM. 

(Buna-N & Viton® seals available) 

Square fitting glass filled polypropylene 

bodies are available in four pipe sizes 

and are good up to 175˚F. 

The K-Ball® cap has 

strong buttress threads and 

is made from glass filled 

polypropylene or PVDF. 

BEX unique “Finger” system holds the ball securely in alignment to 

prevent movement when the cap is tightened. The “Finger” system is 

optional on all BEX K-Ball® adjustable nozzles. 

CLAMP K-BALL BODY COLORS AND PART NUMBERS 
PIPE SIZES 1” 1-1/4” 1-1/2” 2” 

BODY WITH FINGERS 
1KF 

(green) 
1.2KF 

(yellow) 
1.5KF 

(red) 
2KF 

(blue) 

SPRAY NOZZLES – CHOOSE FROM THE TABLES ON PN PAGES 106 & 107 

 

K-BALL REPLACEMENT PARTS 

PIPE SIZES 1” 1-1/4” 1-1/2” 2” 

SPRING CLIP 1KCL 1.2KCL 1.5KCL 2KCL 

O-RING KOR 

K-BALL CAP KCAP 

 

Use the correct body part number (from the parts listed in BOLD at the right), followed by the model number for the nozzle ball (see pages 106 & 107). 

Example:   If you had a 2” pipe that you wanted to attach an adjustable nozzle order:   2KFBF80100 

Example:  If you had a 1/2” FPT that you wanted to attach an adjustable nozzle order: 1/2KFBDBF80100 

 

THE BEX “FINGER” SYSTEM 

HOW TO ORDER COMPLETE SPRAY BALL ASSEMBLIES 

THREADED K-BALL BODY COLORS AND PART NUMBERS 
THREAD SIZES (MPT) 1/4” 3/8” 1/2” 

BODY WITH FINGERS 
1/4KFBD 

(light blue) 
3/8KFBD 

(light blue) 
1/2KFBD 

(light blue) 

SPRAY NOZZLES – CHOOSE FROM THE TABLES ON PN PAGES 106 & 107 
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BEX SPRAY NOZZLES 

K-BALL CLIP-ON & THREADED SPRAY NOZZLES 

SPRAY 

ANGLE 

@ 

40 PSI 

PART 

NUMBER 

EQUIV. 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) 
SPRAY 

ANGLE @ 

5 

PSI 

7 

PSI 

10 

PSI 

15 

PSI 

20 

PSI 

25 

PSI 

30 

PSI 

40 

PSI 

50 

PSI 

20 

PSI 

40 

PSI 

110˚ BF11060 0.183 2.1 2.5 3.0 3.7 4.2 4.7 5.2 6.0 6.7 107˚ 110˚ 

95˚ 

BF9530 0.129 1.06 1.25 1.50 1.84 2.1 2.4 2.6 3.0 3.4 63˚ 95˚ 
BF9540 0.149 1.41 1.67 2.0 2.4 2.8 3.2 3.5 4.0 4.5 63˚ 95˚ 
BF9550 0.167 1.77 2.1 2.5 3.1 3.5 4.0 4.3 5.0 5.6 63˚ 95˚ 
BF9560 0.183 2.1 2.5 3.0 3.7 4.2 4.7 5.2 6.0 6.7 63˚ 95˚ 

80˚ 

BF8010 0.238 0.35 0.42 0.50 0.61 0.71 0.79 0.87 1.0 1.12 75˚ 80˚ 
BF8020 0.105 0.71 0.84 1.00 1.22 1.41 1.58 1.73 2.0 2.2 63˚ 80˚ 
BF8030 0.129 1.06 1.25 1.50 1.84 2.1 2.4 2.6 3.0 3.4 63˚ 80˚ 
BF8040 0.149 1.41 1.67 2.0 2.4 2.8 3.2 3.5 4.0 4.5 76˚ 80˚ 
BF8050 0.167 1.77 2.1 2.5 3.1 3.5 4.0 4.3 5.0 5.6 77˚ 80˚ 
BF8060 0.183 2.1 2.5 3.0 3.7 4.2 4.7 5.2 6.0 6.7 77˚ 80˚ 
BF8070 0.197 2.5 2.9 3.5 4.3 4.9 5.5 6.1 7.0 7.8 78˚ 80˚ 
BF80100 0.238 3.5 4.2 5.0 6.1 7.1 7.9 8.7 10.0 11.2 75˚ 80˚ 

65˚ 

BF6520 0.105 0.71 0.84 1.00 1.22 1.41 1.58 1.73 2.0 2.2 63˚ 65˚ 
BF6530 0.129 1.06 1.25 1.50 1.84 2.1 2.4 2.6 3.0 3.4 63˚ 65˚ 
BF6540 0.149 1.41 1.67 2.0 2.4 2.8 3.2 3.5 4.0 4.5 63˚ 65˚ 
BF6550 0.167 1.77 2.1 2.5 3.1 3.5 4.0 4.3 5.0 5.6 63˚ 65˚ 
BF6560 0.183 2.1 2.5 3.0 3.7 4.2 4.7 5.2 6.0 6.7 63˚ 65˚ 
BF6570 0.197 2.5 2.9 3.5 4.3 4.9 5.5 6.1 7.0 7.8 63˚ 65˚ 
BF65100 0.238 3.5 4.2 5.0 6.1 7.1 7.9 8.7 10.0 11.2 63˚ 65˚ 

50˚ 

BF5020 0.105 0.71 0.84 1.00 1.22 1.41 1.58 1.73 2.0 2.2 63˚ 50˚ 
BF5030 0.129 1.06 1.25 1.50 1.84 2.1 2.4 2.6 3.0 3.4 63˚ 50˚ 
BF5040 0.149 1.41 1.67 2.0 2.4 2.8 3.2 3.5 4.0 4.5 43˚ 50˚ 
BF5050 0.167 1.77 2.1 2.5 3.1 3.5 4.0 4.3 5.0 5.6 43˚ 50˚ 
BF5060 0.183 2.1 2.5 3.0 3.7 4.2 4.7 5.2 6.0 6.7 43˚ 50˚ 
BF5070 0.197 2.5 2.9 3.5 4.3 4.9 5.5 6.1 7.0 7.8 43˚ 50˚ 
BF50100 0.238 3.5 4.2 5.0 6.1 7.1 7.9 8.7 10.0 11.2 44˚ 50˚ 

40˚ 

BF4040 0.149 1.41 1.67 2.0 2.4 2.8 3.2 3.5 4.0 4.5 33˚ 40˚ 
BF4050 0.167 1.77 2.1 2.5 3.1 3.5 4.0 4.3 5.0 5.6 35˚ 40˚ 
BF4060 0.183 2.1 2.5 3.0 3.7 4.2 4.7 5.2 6.0 6.7 37˚ 40˚ 
BF4070 0.197 2.5 2.9 3.5 4.3 4.9 5.5 6.1 7.0 7.8 35˚ 40˚ 
BF40100 0.238 3.5 4.2 5.0 6.1 7.1 7.9 8.7 10.0 11.2 33˚ 40˚ 

25˚ 

BF2540 0.149 1.41 1.67 2.0 2.4 2.8 3.2 3.5 4.0 4.5 22˚ 25˚ 
BF2550 0.167 1.77 2.1 2.5 3.1 3.5 4.0 4.3 5.0 5.6 20˚ 25˚ 
BF2560 0.183 2.1 2.5 3.0 3.7 4.2 4.7 5.2 6.0 6.7 18˚ 25˚ 
BF2570 0.197 2.5 2.9 3.5 4.3 4.9 5.5 6.1 7.0 7.8 19˚ 25˚ 
BF25100 0.238 3.5 4.2 5.0 6.1 7.1 7.9 8.7 10.0 11.2 21˚ 25˚ 

15˚ 
BF15100 0.236 3.5 4.2 5.0 6.1 7.1 7.9 8.7 10.0 11.2 13˚ 15˚ 
BF15120 0.258 4.2 5.0 9.0 7.3 8.5 9.4 10.4 12.0 13.4 12˚ 15˚ 
BF15150 0.289 5.3 6.3 7.5 9.2 10.6 11.9 13.0 15.0 16.8 12˚ 15˚ 

 

SPRAY CHARACTERISTICS: 

Spray is fan-shaped with spray angles of 15˚ to 110˚. Spray density tapers off toward the outside to permit 
overlapping of the spray patterns while maintaining uniform spray density. 

 

BF FLAT-V SPRAY NOZZLE BALLS 
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BEX SPRAY NOZZLES 

SPRAY CHARACTERISTICS: 

A wide, flat shaped spray with low impact.The 

spray in deflected 75˚ from the centerline of the 

nozzle, as shown. 

 

TYPICAL APPLICATION: 

 

Flooding nozzles are often used at the 
beginning and end of phosphate stages, to 

prevent mist carry over. They can also be 

used for “wetting” surfaces during long 

drain stages.  

BFL FLOODING SPRAY NOZZLE BALLS 

PART 

NUMBER 

EQUIV. 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) 
SPRAY 

ANGLE @ 

3 

PSI 

5 

PSI 

7 

PSI 

10 

PSI 

15 

PSI 

20 

PSI 

25 

PSI 

30 

PSI 

40 

PSI 

50 

PSI 

7 

PSI 

20 

PSI 

BFL5 0.183 0.27 0.35 0.42 0.50 0.61 0.71 0.79 0.87 1.00 1.12 114˚ 130˚ 

BFL10 0.075 0.55 0.71 0.84 1.00 1.22 1.41 1.58 1.73 2.0 2.2 134˚ 146˚ 

BFL18 0.149 0.99 1.27 1.51 1.80 2.2 2.5 2.8 3.1 3.6 4.0 130˚ 142˚ 

BFL24 0.167 1.31 1.70 2.0 2.4 2.9 3.4 3.8 4.2 4.8 5.4 121˚ 136˚ 

BFL30 0.183 1.64 2.1 2.5 3.0 3.7 4.2 4.7 5.2 6.0 6.7 120˚ 133˚ 

BFL40 0.218 2.2 2.8 3.3 4.0 4.9 5.7 6.3 6.9 8.0 8.9 130˚ 144˚ 

 

K-BALL CLIP-ON SPRAY NOZZLES 

SPRAY CHARACTERISTICS: 

A hollow cone pattern with low impact. BPH 

nozzle balls are made of glass reinforced 
polypropylene. Available in three models. 

 

TYPICAL APPLICATION: 

 

Designed specifically for phosphate stages. This 

large droplet, low impact spray results in tighter 

and more consistent phosphate crystalline 

structure. It minimizes the misting of phosphate 

spray, thus reducing “pre-coating”, streaking, 

and carry over to adjacent stages 

BHPHOLLOW CONE PHOSPHATING  NOZZLE BALLS 

PART 

NUMBER 

EQUIV. 

ORIFICE 

DIAMETER 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) SPRAY ANGLE @ 

3 

PSI 

5 

PSI 

7 

PSI 

10 

PSI 

15 

PSI 

20 

PSI 

25 

PSI 

30 

PSI 

40 

PSI 

5 

PSI 

7 

PSI 

10 

PSI 

20 

PSI 

BPH28 0.181 1.53 1.98 2.3 2.8 3.4 4.0 4.4 4.8 5.6 44˚ 52˚ 53˚ 56˚ 

BPD51 0.208 2.7 3.5 4.2 5.0 6.1 7.1 7.9 8.7 10.0 37˚ 40˚ 42˚ 48˚ 

BPH53 0.208 2.7 3.5 4.2 5.0 6.1 7.1 7.9 8.7 10.0 62˚ 70˚ 71˚ 73˚ 

 
K-PLUG SHUT-OFF  NOZZLE BALL 

TYPICAL APPLICATION: 

 

The K-PLUG nozzle ball is used in place of any 

other nozzle ball to completely shut off the flow 

through the nozzle. 

THREADED BALLS 

TYPICAL APPLICATION: 

 

Expand your range of nozzle choices by using 

threaded balls. Threaded balls are made of glass 

reinforced polypropylene, with 1/8”, 1.4”, 3/8”, 

and 1/2” FPT. (BSPT also available) 

PART NUMBER DESCRIPTION 

1B 1/8” NPT FEMALE THREAD 

2B 1/4" NPT FEMALE THREAD 

3B 3/8” NPT FEMALE THREAD 

5B 1/2” NPT FEMALE THREAD 

 

PART NUMBER DESCRIPTION 

K-PLUG NOZZLE PLUG 

 



 

Phone: 1.800.706.5060Fax: 1.315.776.8800Website: www.centralequipmentllc.comLocation: 1361 Tow Path Road-Port Byron, NY 13140 

 

 
108 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PART NUMBER DESCRIPTION 

SG-2200 SPRAY GUN, 400PSI MAX, MAX FLOW 9 GPM 

SG-2200KIT SEAL REPAIR KIT 

 

TANK MIXER 

SPRAY GUN 

PART NUMBER DESCRIPTION 

VN100 1” POLY DISPENSING NOZZLE 

 

POLY DISPENSING NOZZLE 

EDUCTOR PRINCIPLES: 

BEX educators use a unique venture design which 
enables smaller pumps to circulate large volumes of 

tank solution. The educator will circulate four to 

five gallons of solution for each gallon pumped. 

BEX educators are used for mixing chemicals, 

suspending solids, adjusting pH, “sweeping” debris 

or sludge toward a filter intake and many other 

useful applications. 

 
TYPICAL APPLICATION: 

 

 PLATING TANKS 

 CLEANING TANKS 

 PHOSPHATING TANKS 

 E-COAT TANKS 

 FERTILIZER TANKS 

 PULP TANKS 

 SLUDGE TANKS 

 PAINT BOOTHS 

 ANODIZING TANKS 

 COOLING TOWERS 

 DECORATIVE FOUNTAINS 

EDUCTORS 

PART 

NUMBER 

MAXIMUM 

FREE PASSAGE 

(INCHES) 

NOZZLE FLOW (GPM) AT VARIOUS PRESSURES (PSI) 

10 

PSI 

15 

PSI 

20 

PSI 

25 

PSI 

30 

PSI 

35 

PSI 

40 

PSI 

50 

PSI 

T2MP 0.386 13.5 16.5 19.1 21 23 25 27 30 

T3MP 0.481 21 26 30 33 36 39 42 47 

T4MP 0.612 33 40 47 52 57 62 66 74 

 

PART 

NUMBER 
PIPE SIZE 

DIM. L 

(INCHES) 

DIM. D 

(INCHES) 

T2MP 3/4” MPT 6-3/8 3 

T3MP 1” MPT 8-1/2 3-3/4 

T4MP 1-1/2” MPT 9-7/8 4-5/8 

 

EDUCTOR CIRCULATION RATIO OF 

SUPPLY TO DISCHARGE IS 1:5 

The capacity table provides the flow of water 

through the nozzle orifice. To determine total 

discharge, multiply this number by five (5). 

 

AVAILABLE IN GLASS REINFORCED 

POLYPROPYLENE 
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1 1/2” OR 2” SPRAY BAR x 90” LONG 

WITH 9 PORTS: 5 NOZZLES& 4 PLUGS 

1 1/2” OR 2” SPRAY BAR x 90” LONG 

WITH 9 ADJUSTABLE PORTS: 5 NOZZLES & 4 PLUGS 

1 1/2” SPRAY BAR x 66” LONG 

WITH 5 NOZZLES 

1” SPRAY LANCE x 42” LONG 

WITH BRASS NOZZLE 

1” SPRAY LANCE x 42” LONG 

WITH ADJUSTABLE NOZZLE 

1” SPRAY LANCE x 42” LONG 

WITH QUICK COUPLED NOZZLE 

SPRAY BAR  

FOR 3.5 GPM PUMP 

SPRAY BAR  

FOR 13 GPM PUMP 

SPRAY LANCES & SPRAY BARS 
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Top Spray for Anti-icing with uniform coverage across the road surface. 

Quick coupled nozzles for quick change when needed. Up to 60 gpm 

Bottom Spray for De-icing, drill thru hard pack to reach the road surface, 

Break up iced over roads with a single focused beam of de-icer. 

 Directional Nozzles can be set for aiming at select road areas. 

Reese Hitch adapter included 

Requires dual 12 volt control valves 

PVC Schedule 80,  90” long 

 

REESE HITCH ADAPTOR 

ADAPTOR USED TO CONNECT 1 ½” OR 2” SPRAY BARS TO HITCH OF TRUCK 

DUAL SPRAY BAR, DUAL PURPOSE 

 

SIDE SPRAY 

 

ONE NOZZLE MULTI NOZZLE 

Spray Pattern for One Nozzle 

Side Spray. Nozzle has 5˚ back 

spray plus wide even spray for 

14 foot spray path.  

Spray Pattern for Multi 

Nozzle Side Spray has 

five directional nozzles 

for near complete 

coverage of side lanes; 

approximately 10 feet. 
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Thermal Sensing 

 

Penlite style IR thermal sensor, clips into shirt 

pocket for instant use, point and shoot degrees F 

or C    -20 to 140 degrees F 

 

             For distances to 12 feet 

HYDROMETER 

 
PART NUMBER DESCRIPTION 

11606 HYDROMETER SALT 0 TO 26.4% 

284570000 500ML GRADUATED CYLINDER 
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