24 EA. ©13/16"HOLES
ON A ©88.4 BOLT CIRCLE

©89.5

89.4

I

1

W

p
//

g!m:m: O°
!
]
180 % %L 1
/ ! "\ 25.0
______ H / / \ \t J
210 Wz Co=Z4n v g [y | Nl |
""""" ®49.0 ‘ "‘ 130 F ‘
~ 90.8 =
—— 13.0 —=
»28.3 +
0 3.0
@ .81
TYP. —~— 10.0—
DETAIL A

SEISMIC STAND P/N: 79900000
*ALL EXTERNAL PIPING MUST BE INDEPENDENTLY SUPPORTED. _ DO NOTSCALE DRAWN BY W SNYDER|"- REVISION

*ONLY BASE FITTINGS TO BE LEFT INSTALLED AT TIME OF SHIPMENT PER SIl PROCEDURE. s peleased s movsries e | STND CB45 CS/BLK 90IN DIA| A
*Consult Snyder's Guidelines for Use and Installation prior to delivery. 12LEG 45TON [—sweer |
Available on-line at http://www.snyderindustriestanks.com/Technical ©SNYDER INDUSTRIES, INC., 2018 10F1
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ALL DIMENSIONS ARE IN INCHES, NOMINAL, & SUBJECT TO CHANGE WITHOUT NOTICE.
ALL DIMENSIONS ON ROTATIONAL MOLDED PARTS ARE SUBJECTTO A * 3% TOLERANCE.
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